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1. Summary

The objective of Phase 2 was to develop the component concepts defined in Phase 1 into detailed

component designs capable of surviving in an engine operating at 55% thermal efficiency.

During Phase 3, component designs were fabricated and initial testing was performed.

Component testing and final demonstration testing were completed in Phase 4.

A squeeze cast, fiber reinforced aluminum, spherical joint piston was designed and fabricated.

For superior ring carrier durability, a niresist chip insert was integrated into the piston casting.

The piston/connecting rod assembly used a unique spherical joint for geometric symmetry and

increased thermal and mechanical load resistance. The bearing area between the piston and rod

was increased through the use of the spherical joint.

As a contingency plan to the spherical joint piston, a nickel aluminide articulated piston and a

titanium aluminide articulated piston were also developed. The main advantage of nickel

aluminide as a piston material is its high temperature strength and oxidation resistance. The

advantage of titanium aluminide as a piston material is that it is half the weight of steel with high
yield strength.

An advanced cylinder head was designed incorporating ceramic insulated ports and strategic oil

cooling. The conventional water jackets were removed from the cylinder head and replaced with

oil drillings in the critical valve bridge areas. Flow turbulators incorporated into the oil drillings

were predicted to increase the heat transfer to the oil by at least a factor of four. Intake and

exhaust port inserts fabricated from aluminum titanate were developed to reduce heat transfer

from the exhaust gas to the cylinder head and reduce heating of the intake air by the cylinder

head. The ports have been successfully cast into the gray iron cylinder head. A finite element

analysis predicted a maximum metal temperature in the cylinder head of 420°C which translates

to infinite thermal fatigue life.

A cylinder liner with a radial combustion seal and heat transfer fins was developed. The unique

combustion seal utilizes radial instead of axial forces to seal combustion presslares. It was

predicted that the radial combustion seal can effectively seal at 50% lower head bolt loads than a
conventional combustion seal.

Oil was chosen as the engine coolant. In order to provide sufficient cylinder liner cooling it was

necessary to design heat transfer fins into the cylinder liner cooling jacket. The use of large axial

heat transfer fins was predicted to increase heat transfer to the oil by 1.7 times.

Piston rings were designed and fabricated that were predicted to reduce both ring/cylinder liner

wear and friction. Stainless steel 440B was chosen as the optimum ring material due to its high

fatigue strength and tribological properties. To improve ring conformability the ring cross

section was reduced. Cermet and ceramic ring face coatings were developed to aid in reducing
friction and wear.



A turbocharger whose turbine inlet geometry could be changed during engine operation was

designed, developed and tested. Tests showed that the variable geometry (VG) turbocharger

reduced particulate emissions by 20% through increased responsiveness of the turbine. Engine

transient torque with the VG turbocharger was also improved.

To effectively reduce diesel particulate emissions, a microwave regenerated, silicon carbide

particulate trap was designed. Development of the trap filter media has shown that Saffil with

chemical vapor infiltrated (CVI) silicon carbide is the prime material for the system. The

candidate materials demonstrated effective particulate trapping, high temperature stability and

sufficient coupling with microwave energy. The economics of the microwave regenerated

particulate trap appeared favorable.

In order to increase the thermal fatigue resistance of an aluminum piston, mullite and zirconia

thermal barrier coatings were investigated_. Th_e use 9f the__ma___al_barrier coating s was predicted to

reduce the maximum heat input to the piston by 34%. However, analytical studies on die in-

cylinder effects of thermal barrier coatings on engine performan_ce indicated that thermal barrier
coatings on pistons may actually degrade combustion and therefore decrease perf0rman-cel

Based on the results of this study, a thermal barrier coating was not incorporated into the final

piston design.
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2. Introduction

The DOE/NASA sponsored Cummins In-Cylinder Components program has designed and

demonstrated advanced in-cylinder components and tribological systems required for a concept

LE-55 heavy duty diesel engine. The objective of the program was to identify and develop

advanced in-cylinder components for engines with a target production date of the early 2000's.

The project was based on an advanced diesel engine with the following characteristics:

• Low Brake Specific Fuel Consumption (BSFC) of 152 g/kW-hr

• Low exhaust emissions that meet standards of the early 2000's

• Improved durability and reliability

• Improved cost effectiveness

During Phase 1 of the project, an engine configuration capable of meeting the aforementioned

performance goals was formulated. This target engine configuration, summarized in Table 2.1,

required technology advances in both the in-cylinder and external components. The piston is

representative of in-cylinder components, while the turbocharger is a typical external component.

Using the thermal and mechanical requirements imposed by this target configuration, preliminary

concepts for components capable of supporting these requirements were developed.

TABLE 2.1: Engine configuration for achieving LE-55 fuel consumption target

Engine Parameter

BSFC (g/kW-hr)

Engine Speed (rpm)

Power (kW)

BMEP (MPa)

Air-Fuel Ratio

Peak Cylinder Pressure (MPa)

Compression Ratio

Dynamic Timing (°bTDC)

Engine Turbocharger Combined Efficiency (%)

Interstage Temperature (°C)

Intake Manifold Temperature (°C)
Power Turbine Pressure Ratio

Power Turbine Efficiency (%)

Reduced Heat Transfer (%)

Reduced Heat Release Duration (%)

Reduced Engine Friction (kPa) _ =

Design Target

152

1500

354

2.83

30:1

19.3

17.3:1

7.5

75

16

10

1.60:1

90

40

18

48

In Phase 2, the component concepts were developed into designs for hardware to be assembled

into a single cylinder research engine. The components chosen for development and fabrication,

summarized in Table 2.2, were those that constrained engine performance or durability. Phases

3



3 and4 involved the transitionof the conceptsfrom the designstageto componentfabrication
andenginetesting. Table2.2 alsoshowsthe fabricationandtestingsummaryof thecomponent
concepts.

TABLE 2.2: Componentsdesigned,fabricatedandtestedin

Components

SPHERICAL JOINT PISTON

Squeeze Cast, Fiber Reinforced Piston

Connecting Rod

Rotation Measurement

Telemetry

ARTICULATED PISTON CROWN

Thermal Barrier Coating

Nickel Aluminide Piston

Titanium A!uminide Piston

PISTON RINGS

High Conformability Steel Top Ring

Wear Resistant Coating

Steel Oil Ring

CYLINDER HEAD

Ceramic Intake Ports

Ceramic Exhaust Ports

Strategic Oil Cooling

Oil Drilling Turbulators

Valve Bridge Insert

CYLINDER LINER

Radial Combustion Seal

Cooling Jacket Heat Transfer Fins

C-Ring Combustion Seal

Omega Combustion Seal

VARIABLE GEOMETRY TURBOCHARGER

Dual Flow Turbine Casing

Lightweight Turbine Rotor

SILICON CARBIDE PARTICULATE TRAP

Phases 2, 3 and 4

Hardware Tested Final Test

X

X X

X X

X X

X X

X X

X X

X

X

X

X X X

X X X

X X X

X X

X X

X X

X X

X X

X

X

X X X

X X X

X X

X X

X X

X

X X

In addition to the in-cylinder components, two component development tasks were added tothe

project. An advanced, low cost, variable geometry turbocharger and control system was

developed which improves particulate emissions through improved availability of combustion air



at low enginespeedand during transientoperations.The variablegeometryturbochargeralso
improvesfuel consumptionby reducingbackpressureduringsteadystateconditions. A silicon

carbide particulate trap with higher trap strength and higher temperature capacity than

conventional cordierite materials was also investigated.

2.1. Phase 1 Results

In order to achieve the Heavy Duty Transport Technology (HDTT) program goal of 152 g/kW-hr

(0.250 lb/bhp-hr) brake specific fuel consumption, an engine system was proposed consisting of

two stage turbocharging (to enable high BMEP at low engine speed), turbocompounding, low

intake manifold temperature, low heat rejection, and high fuel injection and peak cylinder

pressures. All components and systems were based on the Cummins L10 engine: a state-of-the-

art, 10 liter production engine with proven performance. Thermal analysis of the cylinder head

and cylinder liner determined that by using strategically placed oil cooling with suitable

enhancement, it was possible to achieve acceptable component temperatures and thermal fatigue

life. This strategy significantly reduced the overall system size and complexity by eliminating

engine cooling water. A cylinder head concept with oil cooled gray cast iron, and cast-in

ceramic intake and exhaust ports was pursued. The key in-cylinder component which received

much attention in Phase 1 was the piston. The refined concept consisted of a spherical joint

piston/connecting rod for high load carrying capabilities and uniform thermal loads, ceramic

fiber reinforced aluminum for light weight and high strength, and a combustion chamber thermal
barrier coating of sprayed mullite or zirconia.

2.2. Phase 2, Phase 3, and Phase 4 Objectives

The general objective of the program was to create components and systems that would be an
improvement over contemporary engines in the areas of:

• Fuel consumption - 152 g/bkW-hr (0.250 lb/bhp-hr) BSFC
• Exhaust emissions - 1/2 1998 standards

• Cost effectiveness

• Durability and reliability

Reduced heat rejection and waste heat recovery will be integral parts of the energy efficient
diesel engine of the future.

Phase 2 of the program involved the detailed design and analysis of the concepts selected in

Phase 1, bench and rig tests to qualify and refine the concepts, and development of unique

manufacturing processes to support prototype part production. Cummins' engineering expertise

was complemented by that of the major subcontractors on the program which included

Kolbenschmidt AG or Karl Schmidt (pistons), Combustion Technologies Inc. (piston rings), and

United Technologies Research Center (piston coatings).

Initial testing of prototype parts was performed in Phase 3. The majority of the testing was

performed on a single cylinder version of a Cummins L10 production engine. The main

objective of the initial component testing was to work through the major issues and to ensure

proper operation of the advanced componentry. Final component design and demonstration
testing were conducted in Phase 4.



In order to answerbasic questionsabout the effects of in-cylinder insulation on diesel engine

performance and combustion, an investigation was conducted to experimentally and analytically

compare uncoated and ceramic coated combustion chambers.

2.3. Background on Advances in Diesel Engines

Future diesel engine designs are dictated by customer expectations, environmental requirements,

market demands and competitive pressures. While considerable effort is directed toward exhaust

emissions reductions, most improvements in emissions control are transparent to the end user.

Users of heavy duty diesels are becoming more sophisticated in their approach to trucking, and,

therefore, more demanding of their engines. Each improvement from the engine manufacturers

in the areas of transient response, fuel consumption, oil consumption, or durability results in

increased customer expectations for future diesel engines. Fuel costs continue to dominate the

cost structure of the trucking industry, so the informed customer will demand continued

improvement in fuel consumption. Matching of drive train components and controls to the duty

cycle will allow engines to spend much of their time in efficient low rotational speed operation.

This will require high torque and fast response at low engine speeds to allow good driveability

during transitions between speed and load regimes.

Deregulation of the trucking industry has resulted in an increase in the average gross combined

weight of highway trucks. Vehicle and tire improvements are resulting in large reductions in

rolling and wind resistance. An interesting outcome of these changes is that the horsepower to

maintain a steady speed on level highways is being reduced. However, the horsepower required

to climb grades and meet customer transient response expectations is increasing. An engine

design which meets this demand should have a relatively low displacement and component size

for low friction, and good fuel economy during cruising conditions. However, the same engine

design must have the capability of delivering high power when required for acceleration or

climbing grades. Vehicle designs for improved aerodynamics give preference to compact

engines and cooling systems. These are some of the factors making a small, high output engine
attractive in the future.

The basis for all component design and analysis on this program was the Cummins LI0 engine.

The LI0 has a 125 mm bore and a 136 mm stroke for 10 liters displacement. It is sold in

turbocharged and aftercooled configuration for highway truck applications at ratings from 180 to

245 kW. The combustion system utilizes high pressure unit injectors and a low swirl combustion

chamber. While compact in overall size, the L10 is designed with large connecting rods and

bearings mated to a large crankshaft for durability at high cylinder pressures and output levels.

Realizing that meeting the program goals required a total system approach, some definition of

the total system was required before in-cylinder component design and development could take

place. To assist in the system definition and development of boundary conditions for detailed

component analyses, parametric cycle simulations were conducted using the Cummins code

TRANSENG. These simulations predicted a 152 g/kW-hr (0.250 lb/bhp-hr) BSFC while

suitabIy constraining injection timing to reflect a low NOx engine. At the time the simulations

were conducted, emissions standards were not in place for the year 2000, which is the time frame

for production of the concepts developed in this program. For the purposes of concept selection,



the assumed1994limits of 5.0 g/bhp-hrNOxand 0.1g/bhp-hrparticulatewereused. Concepts
thatlendthemselvesto evenloweremissionlevelsweregivenpreference.

While meeting performanceand emissions targetsrequires a-Systemsolution, the primary
emissioncontrol functions are performedby the fuel injection and air induction systemsin a
diesel engine. The in-cylinder componentsdefine the geometry and heat transfer of the
combustionchamberandaresignificantto achievingtheobjectivesof anadvanceddieselengine.
All componentsmust be consistentwith the system requirementsfor cylinder pressure,
temperature,frictional Jossesand more. The future trends in the enginesystemaregenerally
knownandtheanalysesperformedon this programfurtherdefinethedemandson thein-cylinder
components. Developing pistons,piston rings, cylinder liners, and cylinder headsconsistent
with the total system requirementsof the year 2000 was the objective of this program.
Durability targets appropriatefor the year 2000 included improvementsover contemporary
production engines which average from 644,000 to 1,126,000kilometers before the first
overhaul. A target of 1,610,000kilometer durability was chosenreflecting the customer
expectationof continual improvement.
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1. Component Development, Fabrication and Testing

3.1 Spherical Joint Piston

A spherical joint piston was chosen as the primary piston design for the contract. The piston is

comprised of a monoblock piston, a set of holder tings and a threaded ring. Figure 3.1.1

illustrates the piston assembly. The connecting rod sphere is positioned against the piston saddle

or upper bearing area located beneath the piston crown. No conventional bearing material is

present at the piston/sphere interface as the steel connecting rod sphere rides against the parent

aluminum of the piston. The holder rings retain the connecting rod sphere within the piston and

provide a lower bearing surface for the sphere. The threaded ring captures the holder rings and

fastens the holder rings and connecting rod within the piston.

Piston

Connecting Rod

Holder Ring

Threaded Ring

l ._"

Nff/_,z,_

N

Figure 3.1.1: Spherical joint piston assembly.

Mechanical load capability of the spherical joint design is excellent because of the large load

bearing area within the joint and axisyrnmetric connecting rod support which eliminates the piston

deflection around the piston pin. An axisymmetric spherical joint piston also provides uniform

thermal growth at operating temperatures. Uniform thermal growth allows for a smaller clearance

between the piston and cylinder liner resulting in improved guidance and reduced oil consumption

[Ref 1].

The ball (sphere) and socket joint is the unique feature of the spherical joint piston design. Unlike

a conventional wrist pin piston with a hole through the piston skirt, the connection between the

spherical joint piston and connecting rod does not interfere with the piston skirt or oil control

ring. The horizontal axis of rotation of the joint can be located closer to the piston's center of

mass. This results in a more stable piston with the added possibilities of reducing the skirt length

and lowering the location of the oil control ring. The axisymmetry of the spherical joint allows

the piston to freely rotate on the connecting rod sphere. Piston rotation promotes uniform piston



temperaturesresulting in uniform thermalgrowth. A 16 to 29% larger bearing area than a
standardwrist pin piston along with symmetricalload support translatesto higher cylinder
pressurecapabilitieswith the sphericaljoint. The sphericaljoint piston was designedand
fabricatedbyKolbenschmidtAG.

3.1.1 Aluminum Squeeze Cast Piston

The monoblock piston is made of squeeze cast aluminum with a sintered niresist chip ring carrier

insert and alumina (A1203) fiber reinforcement in the combustion bowl area and skirt area as

shown in Figure 3.1.2. The squeeze casting process is initiated by placing the alumina fiber

preforms and sintered niresist chip ring carrier insert into the piston mold. Molten aluminum is

then squeezed into the mold under pressure and fills the interstices of the preforms and insert.

The result is an alumina fiber reinforced aluminum piston. At the time of the first piston casting,

this design was the most extensive use of fiber reinforcement known to be incorporated into a

metal matrix composite (MMC) piston.

_ Fiber

Reinforcement

FiberReinforcement

Figure 3.1.2: Squeeze cast aluminum spherical joint piston casting with alumina fiber

reinforcement.

The combustion bowl is reinforced with 20% by volume alumina fibers while the piston skirt is

reinforced with 8% by volume alumina fibers. The fibers used have a planar-random orientation -

the fibers are arranged in layers in one direction but are randomly oriented in the remaining two

directions. The fiber arrangement results in a non-isotropic stress-strain behavior. In the

direction perpendicular to the alumina layers the material properties of the MMC nearly match the

properties of the unreinforced, parent aluminum. However, in the direction parallel to the alumina

layers, the material properties of the MMC are greatly enhanced. The enhancements include

greater stiffness, higher strength and reduced thermal expansion. Therefore, by tailoring the

orientation of the fibers, one can greatly increase the thermal fatigue resistance of the MMC. For

example, in the combustion bowl the fibers are oriented so as to reduce the thermal fatigue hoop



stresses.In the skirt, the fibersare orientedin a mannerto reduceradial thermalgrowth thus

allowing for tighter skirt/cylinder liner clearances which leads to reduced oil consumption.

The most distinctive feature of this piston design is the spherical connection between the piston

and the connecting rod. A major reason for selecting a spherical geometry is that it provides for

more piston/connecting rod bearing area (16 to 29% more) as compared to a conventional piston

and pin (Figure 3.1.3). In addition, the spherical joint piston is symmetric and fi'ee to rotate upon

the spherical joint connecting rod. The advantage of symmetry and fi'ee rotation is uniform

mechanical deformation. This allows a decrease in the piston-to-liner clearance which helps

reduce oil consumption.

Articulated Spherical Joint

>_16% more bearing area with spherical joint

Figure 3.1.3: Conventional and spherical joint piston bearing area comparison.

Skirt pads have been considered to reduce skirt-to-liner friction. These pads would be designed

as raised triangular regions on the skirt. The interaction between the pads and the cylinder liner

oil film is expected to produce a rotational force on the piston. Rotation helps to equalize the

temperatures across the piston and minimizes non-uniform temperatures caused by impinging

injector fuel plumes. Again, this allows for a reduction in piston-to-liner clearance and reduces

stresses in a crown thermal barrier coating.

The holder rings retain the connecting rod sphere within the piston as well as form the inside wall

of the piston cooling gallery. A series of drain grooves were machined into the bearing surfaces

of the holder rings. The grooves allow the cooling oil to drain from the cooling gallery. The

original holder rings were machined from nodular cast iron.

The threaded ring was made of the parent piston aluminum. Four, equally spaced holes were

drilled into the backside of the threaded ring. The dowels on a specially made spanner wrench are
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alignedwithin the holes so that the threadedring can be torqued into place during piston
assembly.

3.1.2 Niresist Chip Ring Carrier Insert

A ring carrier insert was integrated into the spherical joint piston design to prevent the piston

rings from beating in or deforming the parent aluminum. In order to increase the bond strength

between the piston and ring carrier, a sintered niresist chip ring carrier insert was developed. The

insert consists of niresist lathe turnings from the ring groove machining of conventional ring

carder inserts. The chips (turnings) were collected, degreased and then sintered into a preform.

The end result was a ring carrier insert with interstices or voids among the niresist chips.

A conventional cast niresist ring carrier insert relies on a metallurgical bond for joining with the

parent aluminum. The niresist chip ring carder insert, however, relies on both a metallurgical

bond and a mechanical bond. During squeeze casting, the chip preform is completely infiltrated

with aluminum. The aluminum forms a metallurgical (Alfin) bond with each of the chips. In

addition, the aluminum serves to enmesh the chips in place, thus creating a mechanical bond. The

result is an aluminum/chip bond which has twice the strength as the bond developed between the
same aluminum material and a conventional cast niresist insert.

Due to the unique structure of the niresist chip insert, machining processes to produce ring

groove finishes within standard specifications required considerable development. A machining

study conducted by Kolbenschmidt AG yielded procedures which produce ring groove surface

finishes within the niresist chip carrier which are superior to those achievable within a

conventional cast niresist insert. Therefore, the niresist chip insert provides advantages over a
conventional cast niresist insert in terms of better wear characteristics as well as twice the bond

strength to the base aluminum.

3.1.3 Pulsation Testing

The original design of the holder rings called for a interference fit between the holder tings and

the piston to compensate for the greater radial expansion of the piston at operating temperatures.

Because of the interference fit it was necessary to heat the piston to 205°C for assembly. Once

the piston was at temperature the connecting rod and holder rings were placed within the piston

socket. This was a difficult maneuver to execute due to the high handling temperature of the

piston. In addition, the fact that the piston had been heated Up did not ensure an easy insertion of

the holder rings into the piston. Disassembly of the piston assembly was a more difficult task,

often resulting in the irreparable damage to the hardware.

An investigation was initiated to determine whether the interference fit between the holder rings

and piston was necessary to maintain the integrity of the assembled spherical joint.

Kolbenschmidt AG conducted a inertia load fatigue strength study of the spherical joint to

determine whether a clearance fit between the holder rings and piston was feasible under the

projected piston operating conditions. Using a hydropulse technique, several pistons were

evaluated. A schematic of the hydropulse test rig is shown in Figure 3.1.4. In the hydropulse

test, a test oil is supplied to a chamber on the underside of the piston in order to create a constant

reaction pressure. Identical test oil is supplied to a chamber above the piston crown in a manner
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to provided a pulsed pressure loading. The magnitude of the pressure loading at the piston crown

is increased in a stepwise manner until a piston failure occurs. The maximum pressure loading.

number of pressure cycles and the frequency of the pressure cycles are then used to calculate a

fatigue strength for the piston assembly.

Pressure

0

G

-- -. - Pin Loading

M

3 C

Pulse
Pressure

Loading

M

Constant

Reaction
Pressure

Figu re 3.1.4: Schematic of hydropulse test rig.

The results from the hydropulse test indicated the interference fit between the holder tings and the

piston was not necessary for satisfactory fatigue strength of the spherical joint. Test results

showed the joint, without the interference fit, could be operated at engine speeds up to 4100 rpm

with a design factor of 1.2. At the LE-55 engine design speed, 1500 rpm, the test results

indicated the joint had a design factor of 4.1. Based on these test results the holder tings were

redesigned with a clearance fit, allowing assembly of a piston at room temperature.
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3.1.4 Assembly and Engine Testing

The initial design iteration of the spherical piston and connecting rod assembly is shown in

Figure 3.1.5. The first attempt by Cummins to assemble the spherical joint piston and connecting

rod resulted in binding between the piston and rod. When tried by hand, the assembly could not

be made to oscillate or rotate.

Figure 3.1.5: Initial design iteration of the spherical joint piston and connecting rod.

The binding resulted from an incorrectly machined clearance between the aluminum piston and

nodular cast iron holder rings. Small errors in machining can make the spherical joint piston and

connecting rod incompatible. The tight clearances at room temperature - a required clearance of

20 I-tm between the piston socket and the connecting rod - are required to compensate for the

different coefficients of therma!expansion of the piston, holder rings and connecting rod. To

illustrate, at piston operating temperatures, the 20 _m piston/holder rings rod clearance was

anticipated to expand to 120 _m at the operating temperature.
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The sphericaljoint piston, along with a sphericaljoint connectingrod, were returned to
KolbenschmidtAG in order to resolvethe binding issue. A functionalpiston/connectingrod
assemblywas receivedback from KolbenschmidtAG. This piston assemblywas placedon
motoringtest.

3.1.4.1 Motoring Tests

Cummins used a single cylinder version of the L10 engine (SCE L10) to perform DOE/NASA

contract work including the development of the spherical joint piston. The SCE L10 design

incorporates two cylinders from a production multi-cylinder engine _ck. Th_e s_-_cy_der block

is cut through cylinder #4 (cylinder #1 is located at the front of the block). Cylinder #6 is the

power cylinder while cylinder #5 is the balance cylinder. The crankshaft is a specially fabricated

180 ° offset design. The front of the engine uses a production gear plate, gear train and gear

cover. The valve cover, overhead and camshaft are all production hardware modified to

accommodate the shortened cylinder block. The SCE L10 is literally a dual cylinder version of

the six cylinder L10: no balance box is incorporated_in the design. _

Figure 3.1.6: Single cylinder L10 engine (SCE L10).
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The sphericaljoint piston/connectingrod assemblywas initially motored in a SCE L10 to
determinethemechanicalintegrityof the sphericaljoint. A top blockcoverplatewasusedon the
SCEL10 in placeof thecylinderheadfor the motoringtests. Thecoverplatehada hole in it at
the locationof thepowercylinderbut otherwisesealedthetop of thecylinderblock. Thehole in
the coverplateallowedphysicalandvisualaccessto the sphericaljoint piston. The coverplate
holealsoservedto unloadthepistonleavingonly inertialoadsto operateon thejoint.

The test sequenceinvolved motoring the piston at different engine speedsas shown in
Figure3.1.7. The piston wasmotored at 500, 1200, 1500, 1700and againat 500 rpm at 10
minuteintervals. Thesecond500 rpmspeedintervalwasperformedasanaudioknockcheckon
the piston assembly.Early in the motoringtesting it was learnedthat a loud knocking sound
emanatingfrom the cylinderkit indicatedfailure (increasedclear_ces/galling)of the joint. By
performingtheknockcheckat a low enginespeednoiseinterferencefrom thefront geartrainwas
minimized. After completingthe knock check the piston wasmotored at 1000 rpm for 90
minutes.TheSCEL10 lubricationsystemwassetat 115°Cand275kPafor themotoringtest.

2000
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Figure 3.1.7:
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Spherical joint piston motoring test sequence.

Near the end of the first piston motoring test a loud knocking sound could be heard emanating

from within the engine. After stopping the engine, attempts to manually rotate the piston within
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the cylinder liner failed. Disassembly of the piston revealed that the parent aluminum piston

saddle was in good condition. However, the holder rings and the underside of the connecting rod

sphere showed distress and metal transfer from the holder rings to the sphere as shown in

Figure 3.1.8.

Figure 3.1.8: Galled holder ring (top) and connecting rod sphere (bottom) from the first

motoring test.

Metrological analysis of several untested spherical joint pistons found that the as-received holder

ring seat bore in the pistons was not within specifications for concentricity with the piston saddle.

Misalignment due to the lack of concentricity results in reduced clearances between the holder

rings and the connecting rod sphere. Reduced clearances may lead to galling, as was observed in

the first motoring test.

The spherical joint piston was reworked to bring the concentricity between the holder ring seat

bore and the piston saddle within specifications. The piston was assembled and placed on

motoring test. The engine speed and time intervals for the second motoring test were identical to

the first test. However, aider only 30 minutes at 1000 rpm the knocking sound emanating from

the engine was so great that the test was aborted. Disassembly of the piston showed that the

holder rings and connecting rod sphere had suffered similar damage (galling) as that seen in the

first motoring test.
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The holderringswereredesignedin order to prevent galling. The following changes were made

to the holder ring design.

1. Aluminum bronze was substituted for nodular cast iron.

2. The socket area was increased by extending the bearing surface above the equator of the

original socket.

3. Large straight-through oil drain grooves were replaced with thin dead-ended oil drain

grooves set at an angle of 30 ° from horizontal.

4. Grooves were designed into the back side of the holder rings to allow oil to drain from the

piston cooling gallery.

5. A chamfer was included on the seating O.D. of the holder ring.

Aluminum bronze was incorporated into the design to provide an improved material for the

connecting rod sphere to bear against. The aluminum bronze chosen is typically found in aircraft

landing gear. The socket area of the holder ring was modified to provide improved guidance of

the connecting rod sphere for the instance when the sphere transitions between bearing on the

holder rings and beating on the piston saddle. The oil drain grooves were modified to prevent

lubricating oil from draining from the holder ring/connecting rod sphere interface. Drainage of

cooling oil from the piston cooling gallery has been facilitated by cutting grooves the backside of

the holder rings and extending the spanner wrench holes in the threaded ring. Placement of a

chamfer on the holder ring seating O.D. increases ease of assembly/disassembly of the piston. A

comparison between the original and redesigned holder rings is presented in Figure 3.1.9.

I
!

I

!

I
!

I

!

Figure 3.1.9: Comparison of original and redesigned holder rings.

A set of redesigned holder rings was machined, assembled into the piston and placed on motoring

test. The sequence for the third motoring test was modified with additional knock checks as
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shownin Table3.1.1. The number of knock checks was increased based on the expectation that

the holder ring galling could be detected in the earlier stages.

Table 3.1.1: Test sequence for the third motoring test

Engine Speed

5OO

1200

500

1500

500

1700

500

1000

500

Time ai r Speed

_minutes)
10

10

(knock check)
10

(knock cheek)
10

(knock check)
18

/,-Ii | | |_t

. _ _aaocK cnecK) , _.

The spherical joint piston completed the third motoring test without knocking. Disassembly of

the piston showed the holder rings to be in excellent condition. The piston saddle showed no

distress. The connecting rod sphere showed light contact bands. The holder tings showed light

shine patches. The piston and connecting rod were reassembled for installation into the SCE L10

for an engine firing test.

3.1.4.2 Firing Tests

For the first firing test the SCE L10 was started and allowed to idle for a short period before

being set at the engine conditions shown in Table 3.1.2.

Table 3.1.2: SCE L10 operating conditions for first firing test

Engine Speed:

Engine Torque:
Air-Fuel Ratio:

Intake Manifold Temperature:

Coolant Temperature:

Oil Sump Temperature:

1500 rpm
68 N-m'

30:1

43°C

91°C

116°C

Peak cylinder pressures were on the order of 9.7 MPa at this operating point.

The light load run during the initial engine firing test was chosen for two reasons. First, since this

was the first time that this spherical joint piston design was to be fired without a prior experience

base, caution was exercised. Second, the piston being tested had porosity in the bearing saddle

due to less-than-optimal squeeze casting conditions. Running light loads reduced the probability

of cracking the piston.
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Piston#1 was on firing test for four hours. Post-test inspection showed the piston/connecting rod

hardware to be in similar condition as after the third motoring test. The piston saddle was virtually

unmarked. The connecting rod sphere showed the same contact bands but with greater definition.

The holder tings showed increased shine patches. Piston #1 survived the first engine firing test.

A high peak cylinder pressure test was planned for the next engine firing test. Due to the porosity

in the saddle of Piston #1, Piston #2 was assembled for this test. Piston #2 completed 25 hours of

20.7 MPa peak cylinder pressure testing. The SCE L10 operating conditions for the test are

shown in Table 3.1.3.

Table 3.1.3: SCE L 10 operating conditions for the 25 hour, high peak cylinder pressure test

Engine Speed:

Engine Torque:
Air-Fuel Ratio:

Intake Manifold Temperature:

Coolant Temperature:

Oil Sump Temperature:

1500 rpm
247 N-m t

30:1

43°C

91°C

116°C
t

Blow-by at 20.7 MPa peak cylinder pressures _s 250 to 750 Pa. GIMEP at these conditions was 2.28 MPa.

Before shutting down the SCE L I 0 at the end of the high peak cylinder pressure test the peak

cylinder pressure was increased in increments of 690 kPa by increasing the engine boost pressure.

The maximum peak cylinder pressure measured was 24.6 MPa. After 15 minutes at these high

peak cylinder pressures, the SCE L10 was safely shut down for end of test. Disassembly of the

piston revealed the hardware to be in excellent condition.

Piston #3 was assembled for a transient cycle test. The transient cycle involved cycling the fueling

between full load and no load on a three minute interval so that a complete cycle was comprised

of six minutes. Peak cylinder pressures were on the order of 17.2 MPa. Peak exhaust

temperatures were on the order of 695°C. Piston #3 completed 100 hours (1000 cycles). Post-

test inspection of the piston and connecting rod showed the hardware to be in excellent condition.

Piston #4 was assembled for general combustion and performance testing. The piston scuffed

during an SCE L10 low cooling rate test. Before scuffing, Piston #4 had accumulated over 300

engine hours at engine speeds as high as 3000 rpm and extended periods of high peak cylinder

pressures in excess of 22 MPa.

Piston #5 was assembled for temperature telemetry testing (see section 3.3 Spherical Joint

Piston Telemetry). Piston #6 was assembled for the final system demonstration tests of the high

speed diesel engine spherical joint piston concept (see section 3.11 System Demonstration

Testing).
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3.1.5 Piston Rotation Measurement

A unique characteristic of the spherical joint piston is that the piston can rotate upon the

connecting rod sphere. Evidence of piston rotation was found during the engine test activities.

After engine test, several spherical joint pistons showed a continuous burn band at the combustion

bowl rim. With a conventional wrist pin piston, one can typically observe discrete injector spray

plume burns at the combustion bowl rim. The continuous burn band on the spherical joint piston

is evidence that the piston rotates. However, one cannot determine fi'om the burn band whether

the piston rotation was continuous or intermittent, progressive or oscillatory. A rotation

measurement method was developed in order to determine the nature of the spherical joint piston

rotation.

MEASUREMENT METHOD - The piston rotation measurement method developed consisted of

a groove cut into the piston skirt and two diametrically mounted proximity sensors in the cylinder

liner wall. An illustration of the measurement hardware is shown in Figure 3.1.10.

Proximity

I

r

Cylinder
Liner

Piston

Groove

Figure 3.1.10: Piston rotation measurement hardware.

The proximity sensors were used to measure the depth of the piston skirt groove on opposite

sides of the piston. The groove was cut so that its depth varied as a function of angular position.

The mathematical function used to describe the depth of the groove was based on the spiral of

Archimedes. For the spiral of Archimedes, the radius at any angular position has a unique length.

Summing any two diametrically opposed radii on the spiral yields a "diameter" of unique length.
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With apremeasuredmapof thegrooveradiiandknowingtheoperatingenginespeed,onecanuse
scaledproximity sensoroutput to determinethe position,angularvelocityandrotationaldirection
of thepiston. Themapof thepistonskirt grooveradii is shownin Figure3.1.11.
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Figure 3.1.11: Map of skirt groove radii.

The position of the piston skirt groove was chosen so as not to impact the function of the skirt.

Pistons from the previous engine firing tests showed a consistent unmarked band where the piston

skirt had not made contact with the cylinder liner wall. This band was the result of the profile

originally machined into the skirt to compensate for the skirt stiffness induced by the holder ring

seating bore. Since this area of the skirt was not contacting the cylinder liner it was judged to be

the ideal location for the groove.

The proximity sensors were located on the cylinder liner so they would sense the center of the

groove while the piston approached and exited the bottom dead center (BDC) position. The

piston slows down entering BDC, stops at BDC, and slowly speeds up exiting BDC. This motion

allows the maximum time window for the proximity sensors to measure the depth of the skirt

groove.

TEST RESULTS - Piston rotation measurements made in an operating SCE L10 indicate that this

spherical joint piston design does not continuously rotate or oscillate. Piston rotation appeared to

be confined to limited engine speed and load operating conditions. The piston showed the

greatest propensity to rotate at low idle conditions (low engine speed, no load). During a change

in engine speed and load from idle conditions to near rated conditions the piston would tend to

rotate to a specific angular position and then remain there. A change in speed and load back to

idle conditions would also cause the piston to rotate. Rotation under these conditions was slow
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and unpredictable. The piston did not rotate under steady state engine operating conditions.

Plots of piston angular position versus time under idle-to-full-load conditions and full-load-to-idle

conditions are shown in Figure 3.1.12 and Figure 3.1.13, respectively.
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Figure 3.1.12: Piston angular position - idle-to-full-load conditions.
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Figu re 3.1.13: Piston angular position - full-load-to-idle conditions.

The benefits to a rotating piston are reduced scuffang, improved ring sealing, improved

lubrication, mechanical and thermal load symmetry, reduced bearing loads, reduced running

clearances and reduced oil consumption [Ref 1]. These benefits are reduced if the piston does not

rotate in a consistent manner. What is required for controlled piston rotation is a mechanism or

piston skirt geometry which provides a positive drive. The challenge remains to design this
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positivedrive which canoperatewithin the space envelope of the piston and can withstand the

substantial inertia loads present at the piston speeds of a high speed diesel engine.

3.1.6 Modeled Temperature Comparison

Early in the contract, Kolbenschmidt AG performed a 2-D FE temperature analysis of the

spherical joint piston. The FE analysis was conducted using boundary conditions derived from the

LE-55 operating point. A temperature map from the spherical joint piston FE analysis is shown in

Figure 3.1.14.

In order to verify the modeled piston temperatures, a piston telemetry system was developed.

The piston telemetry system was developed because a conventional mechanical linkage system

would have restrained the spherical joint piston's rotation and thus would have seriously

compromised the validity of the temperature measurements (see section 3.3 Spherical Joint

Piston Telemetry).

A spherical joint piston was instrumented with a temperature telemetry system and the piston

system assembly installed into a SCE L10. The SCE L10 engine verification testing was planned

to be run at the LE-55 operating point. However, operating conditions achieved during the

engine test were not identical to the LE-55 operating point as shown in Table 3.1.4.

Table 3.1.4: SCE L10 operating conditions compared to LE-55 operating point for the piston

temperature telemetry test

Parameter

Engine Speed (rpm)

GIMEP (MPa)

Air-fuel ratio

Peak cylinder pressure (MPa)

Intake manifold temperature (°C)

Fuel in temperature (°C)

Oil rifle temperature (°C)

LE-55 Target SCE L10

1500 1500

2.47 2.37

30:1 32.2:1

20.7 22.1

16 38

40 40

116 116

The spherical joint piston in this test was instrumented with seven J-Type thermocouples located

in the combustion bowl center, combustion bowl bottom, combustion bowl rim, socket top center,

back of top ring groove, back of second ring groove and skirt bottom, respectively. The

thermocouples were positioned in vertical radial planes, 60 ° apart. Each thermocouple was

mounted within 2.54 mm of the respective piston surface. The piston temperature measured at

each thermocouple location is shown in bold in Figure 311.14. Note that no data were available

for the back of the top ring groove location due to a failed thermocouple.
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Figure 3.1_14-- Modeled temperatures (°C) V ersus measured temperatures comparison.

Initial observation reveals that all of the measured temperatures, except at bottom skirt, are

significantly cooler than those predicted by the FE analysis. The primary comribution to the

difference in measured versus modeled temperatures is probably due to the differences in the

achieved engine operating condition and the LE-55 operating condition - particularly the leaner

air-fuel ratio run during the engine test. The leaner air-fuel ratio would have a tendency to cool

the piston. This is confirmed by the bottom skirt thermocouple location where the measured
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temperature matched very well with the modeled temperature. This thermocouple location is

farthest from any crown cooling induced by the presence of excess combustion air.

The measured spherical joint piston data remains useful, however. Boundary conditions for the

actual engine operating conditions can be input into the FE analysis. The FE analysis can then be

rerun to determine how well the recalibrated model spherical joint piston temperatures match

actual engine operating temperatures. An exercise to match the measured engine data to a

recalibrated FE model was not attempted before the end of the contract.

3.1.7 Design for Manufacture

The spherical joint piston concept design consists of several precision machined components. It

should be noted that precision machined parts "m the piston design result in higher overall cost of

the piston assembly. Several design refinements are presented which reduce the number of

precision machined parts and lead to a reduction in the ultimate cost of the piston assembly.

A major design refinement would be to machine the complete piston from a single casting. This

approach would incorporate the holder ring within the monolithic piston casting and would

completely eliminate the need for the threaded ring. The proposed one-piece spherical joint

piston design is shown in Figure 3.1.15.

Figure 3.1.15:

/ i \ H

Proposed one-piece spherical joint piston design.

The internal casting cavity could be formed by a sand core. The core could be easily removed

from the casting through the large underside opening. Core techniques are currently available

which would allow the piston to be squeeze cast.

An alternative to the one-piece spherical joint piston is to use two simpler castings - a crown

casting and a skirt casting. The castings would be welded together somewhere in the thin walled

skirt area. This approach would allow substitution of a material with a relatively low coefficient

of thermal expansion for the skirt.
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The piston and connectingrod shouldbe viewed as a system. Typically, in a system,as the
complexityof onecomponentisreducedthe complexity of an associated component increases. In

the case of the one-piece piston, as the piston design is simplified the complexity of the

connecting rod design increases in order to facilitate assembly of the two components.

Consider the amount of bearing area required for satisfactory operation of the small end of the

connecting rod. First, there is the upper bearing surface which transmits the combustion load into

the shank of the connecting rod. Second, there is the lower bearing surface which bears the

inertia load of the piston. The lower beating surface can be made much smaller than the upper

bearing surface since the inertia loads are small in comparison to the combustion loads. Relatively

small side loads require no separate bearing surface.

--_ _ _L.
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Figure 3.1.16: Proposed connecting rod installation for the one-piece spherical joint piston.

Combining the bearing area requirements with the need for low assembly weight, a modified

sphere design results for the small end of the connecting rod which_is simil' ar in appellee to an

apple core. An important advantage of this design isthat its hodz0mal width is smaNer Lhan the
diameter of the original sphere. With careful removal of material from the small end sphere, a___d

aiter finding a procedure for connecting rod inclination and movement, the small end sphere

(apple core) can be introduced through the bottom opening of the piston even though the bottom

opening diameter is only 72.5% of the full sphere diameter (Figure 3.1.16). T_he fact_.,_t,!he_

connecting rod's inclination in an engine is limited to _+ 18.1 ° (r/I = 0.31) ensures satisfactory

connection between the piston and connecting rod once assembled.
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Thereis onerestriction with respect to the cross section of the connecting rod in the vicinity of

the small end. To allow maximum inclination of the connecting rod during assembly while

maintaining sufficient load bearing area the shank cross section has to have an elliptical shape with

the major axis of the ellipse in the direction of the crankshaft. Physical models of the one piece

spherical joint piston and apple core connecting rod have been built. Assembly and disassembly of

the piston and connecting rod is easily accomplished and repeatable.

In production, the one-piece piston would be squeeze cast. The connecting rod would be forged

and the piston bearing surfaces of the single point turned to desired specifications. Under fully

established production, the cost of the piston and connecting rod assembly is anticipated to be

comparable to competing alternative piston designs.

3.1.8 Conclusions - Spherical Joint Piston

A spherical joint piston has been developed through the point of proof-of-concept to

withstand the increased thermal and mechanical loads present at the LE-55 operating

conditions. The fiber reinforced aluminum piston provides high mechanical load carrying

capabilities. The freely rotating piston allows for uniform thermal growth, which facilitates

smaller clearances between the piston and cylinder liner resulting in improved guidance and

reduced oil consumption.

Tests of the spherical joint piston were conducted in a Cummins single cylinder L10 engine.

Engine evaluation included no-load motoring tests, low-load engine firing tests and high-load

engine firing tests. Maximum sustained peak cylinder pressures were in excess of 24 MPa.

One piston completed over 300 hours of general combustion and performance testing; another

completed 100 hours of steady state operation followed by 100 hours of transient cycle

testing. Each !00 hour test was run with 20.7 MPa peak cylinder pressures at full load.

Tests were conducted to measure the rotation of the piston in the operating single cylinder

engine. The rotation measurements indicate that the existing spherical joint piston design does

rotate. However, the piston's rotation is random and unpredictable.

Piston temperatures were measured on an instrumented, operating spherical joint piston using

a telemetry system. Measured piston temperatures were, in general, significantly cooler than

predicted temperatures for the same piston locations. Differences in the temperatures were

most probably due to differences in the actual and modeled engine operating conditions.

Boundary conditions derived from the actual engine operating conditions could be used to

recalibrate the spherical joint piston FE model.

A one-piece spherical joint piston design has been proposed with the intent to reduce the

number of components, weight and cost of the concept piston design. The one-piece piston

design would eliminate the holder tings and threaded ring found in the original design though

the complexity of the connecting rod necessarily increases. Under fully established

production, however, the cost of the one-piece piston and connecting rod assembly is

anticipated to be competitive with alternative piston designs.
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3.2 Spherical Joint Connecting Rod

The ball and socket spherical joint facilitates the design of a shorter piston with high mechanical

and thermal load capability. Unlike a conventional wrist pin piston with a hole through the piston

skirt, the junction of the spherical joint piston and connecting rod does not interfere with the

piston skirt or oil ring. In theory, the center of rotation of the spherical joint piston can be moved

closer to the piston's center of mass. This allows for a more stable piston with the possibility of

reducing the skirt length and lowering the oil control ring. The axisymmetry of the spherical joint

allows piston rotation which promotes a uniform piston temperature distribution resulting in

uniform thermal growth. A 16 to 29% larger bearing area than a conventional wrist pin piston

along with symmetrical load support means higher cylinder pressure capabilities with the spherical

joint.

3.2.1 Baseline Design =

A concept or baseline connecting rod design was developed in Phase I. The concept connecting

rod design consisted of an 80 mm sphere mated to the shank of a 1991 Cummins L10 production

connecting rod. Prototype connecting rods using this baseline design were rough machined from

steel bar stock. The connecting rods were quenched and tempered to 30 HRc with the sphere

further hardened to 50 HRc using a salt dip process. The hardening process was unable to

maintain a uniform hardened case depth of 0.5 mm. It was determined that a different means of

hardening sphere was needed for the connecting rods to be produced within specification.
-- 2;

Interference between the baseline connecting rod and the piston at 90 ° before and after top dead

center (TDC) became evident once a finite element model (FEM) was created. The location of

interference on the connecting rod occurred at the transition between the sphere and the

rectangular shank. The size of this sphere transition zone should be kept sufficiently small to

avoid interference between the connecting rod and the piston holder rings. To keep the stresses in

the sphere transition zone at an acceptable level, the sphere transition zone cross-sectional area

should be maximized. It was evident that the geometry of the sphere transition zone would

control subsequent spherical joint connecting rod designs.

Detailed design analysis of the ball transition zone was subcontracted to ColTec, Inc. of

Columbus, Indiana. ColTec, Inc. used a finite element analysis (FEA) to evaluate stresses and

fatigue strength of the baseline and redesigned connecting rods.

3.2.2 Finite Element Analysis

Cummins provided the geometry data for the baseline design to ColTec, Inc. ColTec, Inc. then

developed a 3-D CAD model of a baseline connecting rod and a simplified piston. The CAD

model was first used to evaluate the interference between the piston and connecting rod. The

maximum amount of interference occurs when the piston is at 90 ° before and after TDC. At these

positions, the angle between the axes of the connecting rod and piston is at its maximum value of

18. I °. A surface model of the baseline rod was rotated 18. I ° about the sphere center and then

overlaid with a surface model of a simplified piston. An intersection of the surfaces indicated

interference between the connectingrod and piston. = _ ....

28



The CAD modelwas furtherutilizedto createa FE modelof the connectingrod. The symmetry
of the connectingrod wasadvantageouslyusedby only modelingone quarterof the connecting
rod. The initial FE modelconsistedof the connectingrod geometryfrom the midpoint of the
shankto thetop of theball. Thismodelingapproachreducedthecomputeranalysistime,allowing
for quick analysesof the primaryregionof interestfor stressesandfatiguestrength- the sphere
transitionzone. Thematerialpropertiesusedin theanalysiswerethosefor alloysteel:

• Modulus: E = 207 GPa

• Poisson'sRatio: v = 0.28

The combustionstrokeand the intakestroke were chosenasloadingextremesunderwhich to
analyze the connecting rod. During the combustionstroke the connectingrod is under
compression.Themaximumcompressionloadingoccursat TDC undera cylinderpressureof 21
MPa. The cylinderpressureexertsa force of 254 kN on the piston. Accountingfor the inertia
forceof the pistonat 1500rpm, the resultantforce which acts on the sphereis 248 kN. This
force is distributeduniformlyover the top half of thebali andresultsin a pressureof 52.2MPa.
Thispressurewasusedasthecombustionloadingin theFE analysis.During theintakestrokethe
connectingrod pulls thepistondownwardandisundertension. With thecylinderpressurenearly
at ambientlevel the only loadingduring the intake stoke is due to piston inertia. The piston
inertia forceactsuniformlyalongtheundersideof the sphereresultingin a pressureof 3.9 MPa.
Thispressurewasusedastheintakeloadingin theFEanalysis.

The stressescalculatedfor the first FE analysisareshownfor the combustionstrokeandintake
strokein Figures3.2.1and3.2.2,respectively.Note the regionwith the higheststresses,shown
in dark blue and yellow respectively,in both loadingcasesis the spheretransitionzone. The
spheretransitionzoneis alsothecritical regionwith regardto fatiguestrength. Cumminsusesan
equivalentfully reversedstress(ge)criterionwhenevaluatingconnectingrod fatiguestrength.

Figure 3.2.1: Stresscontoursfor thecombustionstroke- baselineconnectingroddesign.
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Figure 3.2.2: Stress contours for the intake stroke - baseline rod design.

Equivalent fully reversed stress is defined as:

(3" ° = (_ /
1 m/

-- /"Sf

3.2.1

_a - Alternating stress

Crm - Mean stress

Sf - Fatigue strength coefficient for the material

The Cummins equivalent fully reversed stress criterion for connecting rods is:

o'_ < 152 MPa

For the baseline design, the _ analysis predicted ere = 189 MPa. Since the baseline design failed

the equivalent fully reversed stress and piston clearance criteria, an alternative design was

investigated.

A modified connecting rod design was developed which incorporates an elliptical cross-section

shank. The elliptical cross-section chosen allowed for 2 mm clearance with the piston. This

clearance was chosen in anticipation of forging die wear and flash line. The FE analysis again

showed that the sphere transition zone was the highest stress region. The equivalent fully

reversed stress was o-e= 183 MPa. This stress exceeds the criterion established for 6e. The last

option for meeting the cr_ criterion with the elliptical cross-section was to increase the shank's

cross-sectional area. Increasing the cross-sectional area would cause an interference between the

connecting rod and the piston unless the I.D. of the piston holder tings could be increased.

Kolbenschmidt AG was contacted to determine the viability of increasing the holder rings' I.D.
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Kolbenschmidtagreedto increasetheI.D. from 56 mm to 61mm sincethis modificationdid not
negativelyimpactthebearingcapabilityof the holderrings. Thefinal modifieddesignincludedan
elliptical cross-sectionshankwith sufficientcross-sectionalareato meet the oe criteria. The
equivalentfully reversedstressfor thisdesignwaso0= 147MPa. The stresses calculated for this

design are illustrated in Figures 3.2.3 and 3.2.4. A comparison of the stresses for the three

designs is presented in Table 3.2.1.

-It4._
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Figure 3.2.3: Stress contours for the combustion stroke - initial modified connecting rod

design.
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Figure 3.2.4: Stress contours for the intake stroke - initial modified connecting rod design.
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Table 3.2.1: Stress maxima for three connecting rod designs

Combustion

Design (MPa)

Baseline -414

Elliptical Rod -400

Elliptical Rod - Increased

Cross Section -312

Intake oe

13.1 189

13.1 183

10.3 147

The final FE analysis of the connecting rod was performed after merging the FE model of the

upper connecting rod (sphere to mid-point of shank) with a FE model of the lower rod (mid-point

of shank to crank bore - big end). The final FE model is shown in Figure 3.2.5.

Figure 3.2.5: Final finite element model of the spherical joint connecting rod.

The load cases for the final stress analysis included a preload case along with the previous

combustion stroke and intake stroke cases. The preload case modeled a bok load and a crush

load. The bolt load is the tensile load which holds the cap onto the big end of the connecting rod.

Bolt loading used in this analysis was 86.7 kN. The crush load involves the press fit of the

bearing shells inside the crank bore of the big end. The bearing shells are slightly oversized so

that as the cap bolts are torqued the bearing shells undergo compression. The crush load is

defined by the gap distance, and for this analysis the crush load gap distance used was 0.183 mm.

Results of the preload stress analysis are shown in Figures 3.2.6 and 3.2.7. The figures illustrate

regions of high stress near the rear of the big end where the cap bolt seats. High stresses also

occur in the region where the tip of the bolt threads into the big end. The maximum stress occurs
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in thethreadedregionandhasavalueof 391 MPa. This stress is well below the yield strength of

4340 steel (1,380 MPa) and is considered acceptable.
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Figure 3.2.6: Stress contours for the preloaded case - final modified rod design.

Figure 3.2.7: Stress contours for the preloaded case - final modified design viewed fi'om

the bearing side.
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Thestresscontoursfor thecombustionloadingcaseareshowninFigures3.2.8,3.2.9,3.2.10,and
3.2.11. The highest stresses occur in the vicinity of the bolts as was the circumstance in the

preload case. The bolt region stresses do not vary significantly between the preload and

combustion cases indicating that the preload dominates the stresses in the bolt region. The

dominance of the preload stress ensures that stresses will not change significantly over time.

Therefore, fatigue failures in this region are not a concern. Two high stress areas which were

virtually unstressed at preload include the sphere transition zone and the shank at the top of the

big end bore. Both of these areas are identified with red contours in Figures 3.2.8 and 3.2.9.

Figure 3.2.8: Von Mises stress contours for the combustion stroke - final modified design.

Figure 3.2.9: Von Mises stress contours for the combustion stroke - final modified design

viewed for the bearing side.
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Figure 3.2.10: Equivalent fully reversed stress contours for the combustion stroke - final

modified design.

Figure 3.2.11: Equivalent fully reversed Stress contours for the combustion stroke - final

modified design viewed from the bearing side.

The sphere transition zone was expected to be an area of concern with regard to fatigue as was

observed in the earlier analysis. Figures 3.2.10 and 3.2.11 show that the top of the shank is in a

state of compression. The greatest compressive stress in this Zone is 287 MPa. Figures 3.2.10

and 3.2.11 also show that the compressive stresses at the top of the crank bore are not as

significant as the stresses at the top of the shank. The maximum compression stress at the top of

the bore is 200 MPa. This comparison favors the top of the shank as the critical area for

evaluating the design with regard to fatigue.
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Thestresscontoursfor the intakestrokecaseareshownin Figures3.2.12and3.2.13. Thestress
patternsand levels shownin Figure 3.2.12 are similar to those shown in Figure3.2.6. The
maximum tensile stress is 397 MPa. The maximum tensile stress in the shank for the intake stroke

is 10 MPao This stress occurs at the same location where the minimum compressive stress occurs

during the combustion stroke. This region is where fatigue is of the greatest concern.
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Figure 3.2.12: Yon Mises stress contours for the intake stroke-- final modified design.
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Figure 3.2.13: Von Mises stress contours for the intake stroke - final modified design.
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Thestressresultsfrom the combustion stroke and intake stroke load cases were used to calculate

the equivalent fully reversed stress for the complete connecting rod. The stress was calculated to

be _e = 136 MPa. This stress is well below the 152 MPa limit.

Due to the departure of the connecting rod shank cross-section from the standard I-section, a

whip stress was calculated. Whip stress results fi'om the bending in the shank as the connecting

rod rotates back-and-forth about the piston socket. The maximum bending stress at 2000 rpm

occurs 140 mm from the sphere center. This location is at the base of the shank in the transition

to the big end. The maximum whip stress was calculated to be 21 MPa. This stress is negligible

in comparison to the stresses calculated for the preload case.

Table 3.2.2 summarizes the FE analysis results for the final modified connecting rod. Note that all

the predicted stress levels are below their respective recommended limits. Additionally, adequate

clearance between the piston and connecting rod has been achieved through a minor modification

to the holder ring design.

Table 3.2.2: FE analysis stresses and limits in the final modified connecting rod design

t

Preload Whip
Stress Case Yield Yield

(MPa) (MPa)

Final Modified 391 21

Design

Recommended 1,389 1,389

Limit

Equivalent Fully

Reversed Fatigue

IMPa)

136

152

3.2.3 Machining Development

Machining of the prototype connecting rods was done by C&A Tool Engineering, Inc. of

Churubusco, Indiana. C&A Tool was selected after an exhaustive search for machine shops

capable of meeting the demanding surface finish requirements for thesphere end of the rod.

C&A Tool used 3-D CAD wireframe information provided by ColTec, Inc. to program their CNC

machining stations. A qualification connecting rod was machined from aluminum using the CNC

program. The aluminum half-cut connecting rod was submitted to Cummins Metrology for

inspection. The results from the dimensional qualification of the aluminum half-cut connecting

rod were positive.

The connecting rods were machined from E4340H alloy steel. E4340H is an electric furnace (E)

alloy with deep hardenability (H). This alloy was chosen for its resistance to fatigue and impact

failure. The E4340H alloy also provides a long service life primarily due to its low phosphorus

and sulfur limits. The elemental composition of E4340H is given in Table 3.2.3
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Table 3.2.3: Connectingrod E4340H alloy steel chemistry

Element C Mn P S Si 'Ni cr Mo Fe
II

Percent 0.37 0.60 0.025 0.025 0.15 i.55 0.65 0.20

Composition to to max. max. to to to to Balance

Limits 0.44 0.95 0.30 2.00 0.95 0.30

Machining of the connecting rods involved several processes. The first process was to rough mill

the connecting rods. The connecting rods were then heat treated to increase their hardness fi'om

93 HRB as received to 24 HRc. The connecting rods were then finish milled and rough ground.

The sphere end of the connecting rod was also rough ground at this point. After rough grinding

the sphere end of the connecting rod it was necessary to bring the sphere's hardness up to that of a

standard piston pin - 50 HRc. Heat treating the sphere required care to avoid hardness "bleed"

into the sphere transition zone. Hardness bleed into the transition zone can result in residual

stresses. As discussed in the finite element analysis, minimizing the stresses in the sphere

transition zone is critical for connecting rod fatigue life.

Hardening the sphere was accomplished with a custom fabricated induction heating coil. The

connecting rods were addressed with the coil while they were spun at 1600 rpm. Spinning the

connecting rods held the hardness case depth to 0.5 mm and eliminated hardness bleed. After

induction hardening the connecting rods underwent a cryogenic treat process. This process

involved exposing the ball to cryogenic temperatures with the affect of promoting the_

transformation of austenite phase in the hardened case to martensite phase. Cryogenic treatment

was used to control dimensional variability (self growth) in the sphere after the finish grind.

The last machining process involved finish grinding the sphere end of the connecting rods. The

surface finish of the sphere was held to the equivalent requirements for a conventional piston pin.

The surface finish requirements and the achieved surface finish are summarized in Table 3.2.4. _

Table 3.2.4: Summary of sphere surface finish

"Paran},eter Requirement

Roughness, R_ < 0.102 _tm

Peak-to-Valley, 1Lm 0.5 _tm @ 76 _tm cutoff

Beating Area, T_ > 60% @ 0.25 tam

Achieved

0.02 _tm

0.12 _tm

85%

3.2.4 Fabrication and Testing

C&A Tool Engineering, Inc. was given approval to proceed with fabrication of ten spherical joint

connecting rods. The connecting rods were to be machined to the design proposed by ColTec,

Inc. with a 1.1 mm width reduction at the big end. The width reduction was proposed as a result

of a statistical analysis of the stackup clearances between the spherical joint connecting rod and
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otherenginestructures.The analysisrecommendeda 0.55mm reductionon eachsideof the rod
at thebig end.

In this sphericaljoint piston designthereis no accessfor piston coolingnozzlesto supplyoil to
the undercrown. Supplying lubricatingand cooling oil to the piston was accomplishedby
incorporatingseveraldrillings within the connectingrod. as shownin Figure 3.2.14, a feeder
drilling wasplacedbetweenthe oil supplyat thebig endbearingandthecenterof thebaseof the
connectingrod shank. A maindrilling was thenplacedbetweenthe baseof the connectingrod
andthe centerof the sphere. At the sphere,thedrilling wasseparatedinto threebranches- the
mainbranchproceedsto the top of the spherewhile two lateralbranchesproceedto the left and
right of the vertical center-lineof the sphere. The main branchsupplieslubricatingoil to the
sphere/pistonbearinginterface. The lateral branchessupplycooling oil to the piston cooling
galleryandareangledsuchthat the oil streamclearsthe top of the holder rings throughoutthe
entire enginecycle. The lateral drillings are positionedwithin a planeparallel to the engine
crankshaftcenter-line.
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Figure 3.2.14: Connecting rod oil drillings.

Production big end connecting rod bearing halves were modified with oil slots in order to increase

the oil flow to the connecting rod oil drilling. The bearing modifications are shown in Figure

3.2.15. As shown in Figure 3.2.15, an oil slot was placed along the entire inner diameter of the

lower bearing half while the slot was cut only to the oil drilling on the short side of the inner

diameter on the upper beating half. The oil slot was not cut along the entire inner diameter of the

upper bearing half in order to maximize the beating area in the high load region.
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Figure 3.2.15" Slotted connecting rod big end bearings.

Six connecting rods had been finish milled when one of the rods cracked in the sphere transition

zone. It was determined that the failure was due to a quench crack that was present in the

original bar stock billet. Ultrasound was used to analyze the quench crack. However, this

method could not be used to locate quench cracks, only to confirm their presence. No other

method for finding quench cracks in bar stock b_Iets could be found. To ensure the integrity of

the uncracked rods, the rod spheres were induction hardened as per plan, including the cryogenic

treat process. None of these connecting rods cracked. Since the connecting rods did not crack

during the high stress cryogenic treat process, it Was confidently assumed that quench cracks did

not exist in the remaining connecting rods. The connecting rod spheres were then finish ground.

Ten spherical joint connecting rods were fabricated and found to be in agreement with most

dimensional specifications. One problem found in the first connecting rod delivered was the

minimum and maximum ball to shank transition radii were smaller and larger than specified,

respectively. This situation was remedied on the remaining connecting rods. Figure 3.2.16 is a

photograph of a finished connecting rod.

Initial assembly of the spherical joint connecting rod and piston resulted in binding of the piston

and connecting rod (see 3.1.4 Spherical Joint Piston - Assembly and Engine Testing). Using

a marking compound during assembly trials it was discovered that the contact area between the

piston and connecting rod was not as designed and resulted in binding. Location and

concentricity of the piston saddle and holder rings with respect to the piston skirt, and location of

the sphere with respect to the crank bore are critical parameters that must be controlled.

As stated previously, the initial motoring tests of the spherical joint piston/connecting rod

assembly resulted in galling between the piston holder rings and the sphere of the connecting rod.

Several modifications were made to the holder rings to address the galling (see 3. 1.4 Spherical

Joint Piston - Assembly and Engine Testing). In addition to the holder ring modifications, a

modification was made to the connecting rod to further reduce the potential for galling.
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Figure 3.2.16: Finaldesign(finished)of thesphericaljoint connectingrod.

The modificationto the connectingrod involved increasingthe radiusof the transitionbetween
the sphereand the connectingrod shank. By increasingthe radius, the potential for this
connectingrod featureto plow into the bearingsurfaceof the holder rings wasminimized. As
alreadynoted,modificationsto the connectingrod andholderrings enabledsuccessfuloperation
of thesphericaljoint connectingrod/pistonassemblyin afiring singlecylinderresearchengine.

3.2.5 Conclusions - Spherical Joint Connecting Rod

• The spherical joint connecting rod design provides 16 to 29% greater bearing area than the

traditional wrist pin rod and piston.

• The final connecting rod design incorporates an elliptical cross-section shank with sufficient

cross-sectional area to meet Cummins equivalent fully reversed stress criterion for connecting

rod of ce = 152 MPa. The elliptical cross-section shank was necessary to provide adequate

operational clearance between the connecting rod and piston holder rings.

• Due to the departure of the connecting rod shank cross-section from the standard I-section a

whip stress was calculated. Maximum whip stress was determined to be 21 MPa. The

magnitude of the whip stress was negligible in comparison to other stresses within the

connecting rod.

• A spin induction hardening process was developed to bring the hardness of the rod sphere up

to an acceptable 50 HRc. The hardening process maintained a uniform 0.5 mm case depth.

• The case hardened sphere was subjected to cryogenic temperatures to promote the

transformation of austenite phase in the hardened case to martensite phase. The cryogenic

treatment was used to control dimensional variability in the sphere after finish grind.

• The form and finish requirements of the connecting rod sphere were met and surpassed on the

final grind of the ten connecting rods machined for engine test.

• The spherical joint connecting rod was successfully tested in a single cylinder research engine

aider minor machining modifications were made to reduce the potential for sphere galling

against the piston holder rings.
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3.3 Spherical Joint Piston Telemetry

The spherical joint piston design represents a major departure from piston designs currently used

in on-highway, heavy duty diesel engine applications. Extensive finite element (FE) analysis of

the spherical joint piston was conducted during the initial stages of design. In order to verify the

results of the FE analysis it is necessary to make measurements on a piston operating under in-

cylinder conditions which define the input boundary conditions. A new piston telemetry system

was developed to meet the special measurement requirements of a rotating spherical joint piston

operating under extreme in-cylinder conditions.

In the past, instrumented conventional pistons have _een used in conjunction with flexible lead

wires supported by a mechanical 'grasshopper' linkage. In this manner, electrical signals were

transmitted from the reciprocating piston inside an operating engine to data acquisition equipment

outside the engine. The spherical joint piston differs from a conventional wrist pin piston in that

the spherical joint piston is fi:ee to rotate about the cylinder bore axis. A mechanical linkage

would restrain the spherical joint piston's rotation thus seriously compromising the validity of the

measurements. In addition, mechanical linkages typically require extensive engine modifications

and have a relatively short operating life due to wire fatigue at the linkage flexure points.

Although short range telemetry has been previously used for piston measurements [Ref 2] [Ref 3]

[Ref 4] [Ref 5], wider use of such telemetry systems has been restricted by the problems

associated with providing a simple and reliable source of electrical power. Batteries are subject to

durability and maximum operating temperature limitations and impose a severe weight penalty.

Inductive power transfer systems, though potentially effective, require major engine

modifications. At least one researcher has successfully generated electrical power on a

reciprocating piston using an inertial generator [Ref 2], but at power levels insufficient to activate

most conventional telemetry systems or transducers.

In this effort, a piston-mounted electrical power generator which utilizes the relative motion

between the piston and the cylinder liner wall was developed to overcome the limitations of

currently available telemetry power supplies. The power generator was developed in parallel with

the spherical joint piston and has subsequently been used in conjunction with a custom FM

telemetry system to measure spherical joint piston operating temperatures.

3.3.1 Design Specifications

Real time temperature measurement and dynamic strain measurement were the primary design

requirements for the telemetry system. The signal conditioning requirements for temperature

measurement are quite different from the requirements for dynamic strain measurement. Two

similar but distinct telemetry systems would be required for the two measurements.

An in-house survey of potential piston telemetry users was conducted in order to identify the

major attributes desirable in a telemetry system regardless of specific application. The desired

attributes were then translated into specific design goals for the spherical joint telemetry system

and its associated power supply, as shown in Table 3.3.1. Additional measurement and

environmental specifications were drawn up and are summarized in Table 3.3.2.
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Table 3.3.1: Telemetrysystemdesigngoals

DesignGoal

Minimumenginemodifications

Applicableto variousmeasurement
parametersandtransducertypes

Integral power source

Applicable across engine families

Impose no speed or temperature

constraints upon engine operation

Non-intrusive

Applicable in field

Measure

No cylinder block or other base engine
modifications

Could be adapted to measure acceleration,

displacement, pressure, etc.

Continuous operation not limited by power

source

Package size compatible with smallest piston

Operation from low idle to maximum

overspeed, at piston skirt temperature

No significant change in heat flow or load

paths

Installation and removal by component

substitution, with no permanent engine
modifications

Table 3.3.2: Telemetry measurement and environmental specifications

Parameter , . Temperature System
7or 15Number of Channels

Scan Rate (per channel, user selectable)

Frequency Response

Single Channel
Multi-Channel

Measurement Range

Measurement Accuracy

Power Consumption (max)

Operating Temperature Ranse

Operating Speed Range
Maximum Acceleration

2 to 200 sec

20 to 600°C

+ 3oC

15 mA@9VDC

20 to 130°C

600 to 2300 rpm
6000 m/s/s

Strain System

1,4or7

2 to 200 sec

20 kHz

2.5 kHz

+ 2500 p.e

+ 25 _te

The spherical joint piston's geometry requires that the telemetry system module be designed in the

shape of an annulus. The module package design is shown as-mounted on a spherical joint piston

in Figure 3.3.1. The module consists of two submodules - a telemetry submodule and a power

generator submodule. The telemetry submodule which includes signal conditioning circuitry, a

multiplexer and a transmitter occupies a 240 ° annulus sector. The power generator submodule

occupies the remaining 120 ° sector.
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Figure 3.3.2: Piston mounted temperature telemetry module functional block diagram.

A functional block diagram of the temperature module is shown in Figure 3.3.2. The diagram

consists of a proprietary power generator submodule (lower right) and a telemetry submodule

employing existing and proven signal conditioning and FM-FM radio technology. An antenna is

mounted in the engine oil pan (not shown). A cable connects the antenna to a receiver and

demodulator external to the engine.

A review of commercially available telemetry systems revealed no one system embodied all the

user specified attributes. A number of systems had the required measurement capabilities.
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However, none of the systems had the means to generate electrical power while meeting all the

environmental, duration and minimum-modification constraints. In order to meet the piston

telemetry system design requirements, a novel power generato r was developed in-house.

Development of the in-house power generator is presented in the following section.

3.3.2 Power Generator

Development of the power generator included evaluation of existing concepts, paper studies of

new concepts, initial experimental work, detailed analysis and modeling, rig evaluation and

motoring engine rig tests. To meet the telemetry system design goals and specifications, the

required power generator had to be capable of providing a continuous regulated output of 15 mA

at 9VDC under all anticipated engine operating conditions. The power generator had to be

compact and have minimal effect on temperature or loading distributions within in-cylinder

components. The generator had to require minimum engine modifications for installation and be

applicable for field measurements in customer engines. Though the telemetry system was

intended for use in an operating engine, a means for providing power to the temperature telemetry

system with the engine stopped was required to measure thermal transients after engine shutdown.

CONCEPT - The key to developing a viable power generator was seen as being able to harness a

small portion of the abundant thermal or mechanical energy available within an engine and convert

it into electrical energy. This reasoning led to the concept of taking advantage of the relative

motion between the piston and cylinder liner as the basis of a linear generator using the

arrangement schematically shown in Figure 3.3.3. In Figure 3.3.3, a coil (i) is wound around a

permanent magnet core (_) and mounted on the underside of the piston. The magnet has pole

pieces (_) which extend out to the cylinder liner wall. The cylinder liner wall is machined at a

location below the surface swept by the piston rings to produce annular or arcuate grooves (_)

with spacing equal to that of the magnet pole pieces. The grooves are backfiUed with a flame

sprayed application of a low permeability material. The cylinder bore is then finish machined and

honed to produce a surface finish similar to that of a production cylinder liner. The result is a

zone on the cylinder liner wall with alternating bands of ferromagnetic material (parent cylinder

liner) and non-ferromagnetic material.

As the piston travels through its stroke, the magnetic circuit formed by the coil assembly and

adjacent cylinder liner wall is periodically interrupted by the low permeability bands. The resulting

change in magnetic flux (_/ST) generates an electromotive force (emf) in the coil. The output is

rectified and regulated to provide the required DC voltage. The linear velocity of the coil varies

over each engine cycle. With the variation of piston linear velocity the change in magnetic flux in

the coil and the passing frequency of the magnetic bands in the cylinder liner wall also vary. The

resulting voltage waveform is thus modulated in both frequency and amplitude as shown in Figure
3.3.4.
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Figure 3.3.3: Schematic of linear power generator.

The power generator reties for its operation upon relative motion between the piston and cylinder

liner and therefore cannot directly power the telemetry system with the engine stopped.

However, the power generator design lends itself to the use of a stationary primary winding

located at the base of the cylinder liner in order to induce a voltage in the generator coil while the

coil is not reciprocating. The generator coil would necessarily have to be aligned with the

stationary primary coil. This can be accomplished by barring over the engine to position the

piston. In this manner, the telemetry system can also be used to measure piston temperature or

strain transients immediately after engine shutdown.
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Figure 3.3.4: Calculated power generator vokage waveform.

DESIGN ANALYSIS - An analytical model of the power generator was constructed to assist in

design optimization. Principle parameters incorporated into the analytical model were engine

geometry, magnet material properties and dimensions, the number of coil turns, pole piece

material properties and construction, air gap dimensions, cylinder liner groove spacing and non-

ferromagnetic material properties.

Slider-crank geometry was used to calculate the instantaneous piston velocity throughout a

complete engine cycle. The piston velocity-was used to determine the instantaneous rate of

change of flux in the magnetic circuit as a function of engine crank angle. The magnetic circuit

was modeled to determine appropriate coil assembly dimensions for different permanent magnet

materials and to estimate the corresponding total change in magnetic flux, operating load line and

resultant induced voltage in the coil. With consideration to mechanical and thermal

characteristics, a magnet material was selected on the basis of this analysis. The material

properties of the magnet material were then incorporated into a more detailed analytical model for

optimization of the coil assembly geometry. Power generator module packaging constraints

required the adoption of two smaller coil assemblies connected in series. However, subsequent

testing indicated that only one of the smaller coils is sufficient for all engine speeds above low idle

(nominally between 600 and 700 rpm) provided that operating clearance between the coil and the

cylinder liner wall is tightly controlled.

A major design consideration for the rectifier and regulator circuit was electrical energy

management at low and high engine speeds. At low engine speeds the circuit must extract the

maximum amount of energy from voltage pulses with successively decreasing amplitude. These

pulses occur during piston deceleration at the end of each stroke. At high engine speeds the
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circuit mustdissipateexcessgeneratedpower. A compromiseof theseconflictingrequirements
wasaccomplishedby optimizingthe rectifier andregulator circuit for low enginespeeds. The
rectifier circuit wasthendesignedto dissipatethe excesspower generatedat highenginespeeds.
To aid in regulatorcircuit development,the voltagewaveformpredictedby the analyticalmodel
wasdigitizedandusedas the control signalfor a power amplifierdriventhroughan impedance
matchingstageto give an output characteristicsimilarto that predictedfor the power generator
itself.

3.3.3 Rig Test and Validation

Much of the early telemetry system development work was conducted using the rotating test rig.

Extensive testing was also performed in a motored, single cylinder engine test rig to simulate the

condkions in a rtmning engine while still allowing easy access to the piston for monitoring the

power generator output. Description of the telemetry development work performed using each

test rig follows.

ROTATING TEST RIG - The operating principle of the linear power generator was initially

demonstrated using a lathe which doubled as a rotating test rig. A simple rotating analogy of the

power generator was built. The analogy consisted of a section of a cast iron cylinder liner with

axial grooves machined into its outer surface as shown in Figure 3.3.5. The cylinder liner section

was spun in the lathe with a suitable power generator coil assembly mounted within close

proximity. Early test results were very encouraging. One prototype configuration generated over

15V RMS across a 600_ load at an equivalent engine speed of 2200 rpm. The rotating rig was

used extensively during subsequent development of the power generator.

Figure 3.3.5: Cast iron cylinder liner with axial grooves in the O.D. as used in the lathe

(rotating) test rig.
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The rotating test rig was also used to assistwith the selectionof non-ferromagneticgroove
backfill materials,to assistwith the definitionof the optimum groovedepth and to assistwith
verificationof theanalyticalmodelusedto screenmagnetmaterialsandcoil geometries.A typical
plot of electricaloutput versustest rig rotational speedandtotal coil turns is shownin Figure
3.3.6. Although thetest rig did not permitthe generationof the precisewaveformanticipatedin
anoperatingengine,it did allow mostof the importantdesignparametersto beexploredquickly
and effectively. For determinationof sensitivityto groovedepth, for example,samplecylinder
linerswere externallygrooved, flamesprayedwith various low permeabilitymaterialsand then
latheturnedto successivelysmallerdiametersbeforeeachevaluationon therotatingtestrig.
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Figure 3.3.6: Plot of power generator output versus rig rotational speed and total
number of coil turns.

ENGINE MOTORING TES! RI_- After design opt_zation and module packaging were

completed, the emphasis of the test work switched to demonstrating the ability of the power

generator and telemetry submodutes to operate for extended periods under environmental

conditions similar to those found in an operating engine. System evaluations were conducted on a

engine motoring test rig sho_in Figure 3.3.7. This rig incorporated a single cylinder L10 engine

(SCE L10). The SCE L10 was motored by a 26 kW, variable speed DC drive. Dry-sump

lubrication was provided by an external oil cart equipped with heaters capable of maintaining oil

temperatures up to 122°C.
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Figure 3.3.7: Singlecylinderenginemotoringtestrig.

The initial power generator submodulestested were securedto the base of a modified,
conventionalproduction articulatedpiston. A linearcommutatorsystemwas mountedto the
pistoncrown asshownin Figure3.3.8.

Figure 3.3.8: Linear commutator system on motoring engine test rig.
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Thelinearcommutatorconsistedof two insulatedbrassrodsextendingup throughacylinderbore
sizedhole in a coverplatefitted in placeof the cylinderhead. Carbonbrusheswere brought in
contactwith thebrassroadsandwereconnectedto anexternalelectricalload. Output fi'omthe
loaded reciprocatingpower generatorsubmodulecould therefore be easily measured. The
commutator was also used to supply activation current to the piston mounted telemetry
submodulefor operationof thesubmoduleindependentof thepowergeneratorsubmodule.

Evaluationof both the powergeneratorsubmoduleandthe telemetrysubmodulemountedon a
sphericaljoint pistonwasalsoperformedon theenginemotoring testrig. Thetelemetrysystem
wassuccessfullyoperatedwith temperaturesignalsbeingtransmittedat enginespeedsfi'om as
low as400 rpm to the maximumtest rig speedof 2100rpm. A total of 100hoursof extended
high speedmotored engine rig testing with oil sump temperaturesas high as 122°C were
completed. The temperaturetelemetrysystemhasbeensuccessfullydemonstratedon engine
firing testsin a singlecylinderengine(sphericaljoint piston)and in muki-cylinderengines(both
conventional,productionmonoblockandarticulatedpistons).

3.3.4 Conclusions - Spherical Joint Piston Telemetry

• A new piston telemetry system which utilizes the relative motion between the piston and the

cylinder liner wall has been developed to meet the special measurement requirements of a

rotating spherical joint piston. The telemetry system consists of a piston mounted signal

multiplexer and transmitter. A patented, piston mounted power generator operates in

conjunction with a modified cylinder liner to power the system. The system is robust having

high inertia load capability and high environmental temperature operating capability.

• A single cylinder engine motoring test rig was used to evaluate the telemetry system. Piston

temperature signals were transmitted over a range of motoring speeds fi'om 400 rpm to

2100 rpm Over 100 hours of extended high speed testing with oil sump temperatures up to

122°C were completed.

• The use of this telemetry system is not restricted to measuring piston temperatures and

dynamic strains. Efforts are underway to use the telemetry system to make inter ring gas

pressure measurements as well as piston ring motion measurements. In addition, the telemetry

submodule has been repotted for use on a connecting rod to measure bearing temperatures as

well as connecting rod dynamic strains.

• The use of the telemetry system has grown beyond advanced piston, research applications

(spherical joint piston development) to current product development applications. The system

has been successfully used to study the effect of engine fueling parameters on piston crown

thermal loading in a production multi-cylinder engine. The flexibility of this telemetry system

allows for piston measurements where the physical restrictions of certain engine cylinder

blocks previously made such measurements impossible. The potential uses for this flexible

and capable telemetry system are just beginning to be explored.
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3.4 Alternative Piston Designs

The spherical joint piston was a major departure from current heavy duty diesel engine piston

experience. As a contingency plan, a conventional articulated piston was investigated. A piston

made from nickel alurninide material and a piston made fi'om titanium aluminide material were

pursued. The substitution of these materials in the articulated piston design yielded pistons with

higher strength and thermal fatigue resistance than steel pistons at LE 55 operating conditions.

3.4.1 Nickel Aluminide Crown for Articulated Piston

The nickel aluminide family of alloys possesses many properties favorable to piston design. In

particular, nickel aluminide (NijAI) has a high yield strength which increases with increasing

temperature. Figure 3.4.1 is a plot of specific strength versus temperature which illustrates this

characteristic. The IC-221M nickel aluminide alloy was chosen as a candidate material for the

piston crown application. The percent composition by weight for the various elements in the alloy

is given in Table 3.4.1.
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Figure 3.4.1: Comparison of specific strength versus temperature for nickel aluminide,
4140 steel and aluminum.

Table 3.4.1: Percentage composition by weight of nickel aluminide alloy IC-22 I M

Element A!

% Composition 8.5

Cr Zr

7.8 1.7

B Ni

0.02 balance

Six Ni3AI piston crowns were cast by Precision Castparts Corporation using six different

techniques to optimize the investment casting parameters. After qualification by Cummins

metallurgy staff, six additional piston crowns were cast using the optimized parameters.
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The piston crown castings were finish machined by Kolbenschmidt AG in Germany.
Kolbenschmidt'sinitial machiningefforts using tungstencarbidecutting tools resulted in tool
breakage.The fractureof with thetungstencarbidecutting tools waseliminatedby resortingto
tool steelcutting tools. However,thewearrateon thetool steelcuttingtoolswasveryhigh.

Due to the largegrainstructureandductility of the nickel aluminide material, Kolbenschmidt AG

was unable to hold the surface finish requirements for the piston ring grooves by machining. Ring

groove circumferential waviness and chatter were difficult to control. After a concerted effort to

grind the groove surfaces to finish specifications, the piston crown most closely meeting those

specifications was placed on a 50 hour test in the single cylinder research engine.

The piston was first run-in for 20 hours at light load (68 N-m, 1500 rpm and 25:1 A/F, 8.3 MPa

PCP). Initial blow-by was higher than normal (1 kPa versus < 0.25 kPa). The high blow-by was

not unexpected due to the circumferential waviness and chatter in the ring groove surfaces. Atter

the 20 hour run-in period, the load on the engine was increase to 136 N-m (12.4 MPa). The

blow-by remained relatively constant at 1 kPa. The load was then increased to 203 N-m (15.2

MPa). Blow-by increased to 2 kPa. The increase in blow-by was believed due to the inability of

the rings to properly seat against the surface of the ring grooves. Therefore, the load was reduced

to 136 N-m for the remainder of the 50 hour test to maintain blow-by at reasonable levels.

Post-test engine tear down revealed that the nickel aluminide piston had scuffed. The scuff

included the piston crown (primarily the second land) and the piston skirt. All three piston rings

had stuck. At this point the investigation with regard to the nickel aluminide material was

suspended in favor of investigating titanium alumiru'de as a piston crown material.

3.4.2 Titanium Aluminide Crown for Articulated Piston

Titanium aluminide (TiAI) was chosen for evaluation as a piston crown material based on its low

density (about half that of steel) and superior specific strength when compared to nickel

aluminide, steel and aluminum. The room temperature specific strength of titanium aluminide is

much greater than nickel aluminide as shown in Figure 3.4.2.
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Figure 3.4.2: Comparison of specific strength versus temperature for titanium aluminide,

nickel aluminide, 4140 steel and aluminum.

53



As temperatureincreases,the specific strength of titanium aluminide decreases to a level

equivalent to the specific strength of nickel aluminide. At -650°C, the specific strength of

titanium aluminide recovers to match the specific strength of nickel alumilu'de and increases with

increasing temperature. The percent composkion by weight for the various elements in the

titanium aluminide used in this investigation is presented in Table 3.4.2.

Table 3.4.2: Percentage composition by weight oftitaniurn aluminide alloy

Element AI
I

% Composition 32.5

Cr Fe
II

2.5 0.03

Nb -Ti Balance

4.6 60.3 0.07

Casting of the titanium aluminide piston crowns was also done by Precision Castparts

Corporation. Casting tooling for the titanium alumim'de piston crowns was developed by

modifying the tooling used for the nickel aluminide piston crowns. Several casting runs were

made to minimize porosity in the titanium aluminide casting. Once the casting parameters for the

titanium aluminide material were optimized ten castings were made suitable for finish machining.

Karl Schmidt UNISIA, Inc. (the U.S. subsidiary to Kolbenschmidt AG) was responsible for finish

machining the titanium aluminide piston crowns. The titanium aluminide material proved to be

very difficult to machine due to its extreme hardness. The approach taken to finish machine the

titanium aluminide piston crowns was to use a electro-discharge machining (EDM) process.

EDM was used to form the combustion bowl, initial cut the piston ring grooves and to cut the

piston pin bores. The piston ring grooves and second land were finish gro_und. Finished _t_itmaim;n

aluminide piston crowns were not available for engine test. Issues witfi regard to narrow pist6n

ring groove widths could not be resolved by the end of the program. Therefore, no titanium

aluminide piston crowns were tested in the single cylinder research engine.

Conclusions - Alternative Piston Designs -_ -

• Nickel aluminide piston crowns were cast and finish machined. The nickel aluminide alloy IC-

221M used in this investigation had a very large grain structure and was very ductile when

cut. The alloy caused high tool wear rates and was very difficult to machine to specified

surface finish requirements.

• One nickel aluminide piston crown was tested for 50 hours in the single cylinder research

engine. Post-test tear down inspection revealed that the piston had scuffed. The scuff was

most likely due to the suboptimal piston ring groove surface finish characteristics (waviness

and chatter). All three tings on the scuffed piston had stuck.

• Titanium aluminide piston crowns were cast and finish machined. The titanium aluminide

alloy used in this investigation was very hard and required an EDM process to cut the piston

bowl, initial cut the piston ring grooves and to cut the piston pin bores.

• Due to issues with regard to narrow piston ring groove widths, no titanium aluminide piston

crowns were tested in the single cylinder research engine.
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3.5 Steel Compression Rings

Piston rings are critical to the advanced power cylinder. The primary functions of piston rings are

to seal combustion from the crankcase and to seal lubricating oil from the combustion chamber.

Control of oil consumption is critical to meeting current and future particulate emission

regulations. Higher cylinder pressure requires improved top ring performance in both sealing and

structural durability. High BMEP levels also raise temperatures and thermal loads on the rings.

At these high loads and temperatures the current ductile iron top ring with an electroplated

chromium coating is not sufficient. New materials and designs are required for the top ring to

maintain its durability.

Much of the piston ring development was concentrated on the top piston ring due to the higher

thermal and pressure loads the ring must tolerate. The ring design criteria included improving the

fatigue strength compared to the current cast iron top ring in the Cummins L 10 engine, without

sacrificing conformability to the cylinder bore. The piston ring that was developed is a reduced

cross section ring made of 440B stainless steel with gas nitrided flanks and a ceramic face coating.

The reduction in ring cross section is necessary to maintain conformability due to the higher

elastic modulus of the steel ring material.

The process of designing the ring began with the selection of a base material that would withstand

the severe LE-55 operating condition. The properties of the ring were evaluated through its high

temperature fatigue and tribological properties. Compliance of the ring to cylinder wall

irregularities has been shown to improve the ring performance. Choosing the correct ring

geometry plays an important role in the compliance of a ring. The face coating was also

examined. With the proper face coating, it was conceivable that both ring and liner wear could be

reduced. Then finally, the experimental work confirms the viability of the advanced ring concepts.

3.5.1 Material Selection

SAE 9254 steel and stainless steel AISI 440B were chosen as alternatives to ductile iron for the

top ring base material. To evaluate the different ring materials, a series of fatigue and wear tests
were conducted.

Fatigue testing of plasma coated and chrome plated tings is one of the standard tests performed in

the evaluation of new coatings and base materials. The three major ring features tested were the

base material, keystone angle, and coating process.

The fatigue test machine used holds four tings and is enclosed in an oven. Rings are prepared for

fatigue testing by drilling two small holes in the rings at 90 ° and 270 ° . Rings are placed between

the static and dynamic side of the machine. They are then compressed to their designed diameter,

introducing closure stress. Rings are deflected further by an eccentric cam, introducing

alternating or dynamic stress. Finally, the sample temperature is raised by the furnace, introducing

thermal stress. Rings are cycled at a preset frequency. As each ring fractures its failure cycle is

registered automatically by a computer. The test is only stopped when all rings are fractured or

106 cycles are obtained. Frequency, temperature, and breakage cycles are stored by the computer.
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Theresultsof the fatigue test are shown in Table 3.5.1. From the table it can be seen that the

endurance limit of AISI 440B increases as the ring temperature increases. This increase in the

fatigue strength is due to the strengthening effect of strain aging of steels at elevated

temperatures. Cast irons have similar behavior, but not as pronounced. The highly alloyed steels

which contain more than 10% Chromium, have increased fatigue strength at high temperatures.

Table 3.5.1: Endurance limit data (mm) from the fatigue tests on different materials and

coatings

Part Number

XC05501

Material

440B

Coatin_

Plasma

Keystone

Angle (o)

10

38 I 371
12.70

89902 Iron Chrome 10 5.21 7.62

C5524 Plasma

ChromeC5456

7.75

7.75

Iron 12.70

7.62

Temperature(°C)

[ 260 316

10.16

6.35 6.35

10.16 7.62

7.62 6.35Iron

7.62

7.62

A comparison of rings 89902 and C5456, in Table 3.5.1, shows that keystone angle differences do

not have a significant effect on fatigue strength at the higher temperatures. The coating process

has little effect on the fatigue life of the ring at the higher temperature as seen by the comparison

of C5524 and C5456. The most significant comparison is made between C5524 and XCO5501.

At 260°C both rings had accumulated 10 6 cycles with cyclic deflection of 10.16 mm. At 371°C

the 440B sample was cycled 12.70 mm in comparison to the 7.62 mm deflection for ductile iron.

This indicates that the rings made of AISI 440B stainless steel have _gher fatigue strength than
ductile iron rings at elevated temperatures. The steel rings tested were n0t--gas nitride& A

nitriding process is expected to either increase or have no effect on the fatigue strength of steel.

Another evaluation for the ring base material is the wear rate between the side of the ring and the

ring groove. Side wear testing is done by simulating ring motion within the ring groove with a

Cameron Plint test rig. Using this rig it is possible to measure wear rate and establish surface

interaction mechanisms of ring and groove materials. The results are used in ranking the side

wear resistance of the candidate ring materials. Rings fabricated from ductile iron (K-28), SAE

9254 steel, and nitrided 440B stainless steel were tested. For each ring, three groove materials

were tested. These materials were full Niresist, SAE 4140 steel, and aluminum impregnated chip

Niresist (partial Niresist). The effect of surface finish was examined for the nitrided 440B ring

material. Ground samples were prepared to a surface finish of IL = 0.6 _tm with a SiC 80 grit

wheel prior to the nitriding process. Polishing of the nitrided surface finish was improved to P_ =

0.1 lam. During hand polishing, the brittle 0.010 mm thick white layer formed in the nitriding

process was removeC ....... -

Combining the wear test results for each material, Table 3.5.2 and Figure 3.5.1 show the average

wear coefficient for each ring and groove material. As expected, both ring and groove material

wear rates increased in sooted oil. Table 3.5.2 shows that the nitrided 440B ring material has a

lower wear rate than K28 ductile iron and SAE 9254 steel in sooted oil. The partial Niresist
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groove material showed the highest rate of wear in sooted oil ..........
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Figure 3.5.1: Ring and ring carrier wear coefficients in fi'esh and sooted oils for various

ring and ring carrier materials.

It is worth noting in Table 3.5.2 that the SAE 9254 ring tested against Niresist has slightly lower

ring wear than the polished nitrided ring. However, in all cases, the total system wear (ring and

groove) is lower for nitrided 440B than SAE 9254. The steel rings showed the lowest ring and

groove wear in fresh oil when tested against the partial Niresist groove material.

The wear rate of the materials alone does not reveal the total history of surface interactions.

Surfaces must be examined and characterized by Scanning Electron Microscopy and X-ray

Elemental Mapping. The most significant wear mechanisms were adhesive, abrasive,

delamination, corrosion, and surface fatigue.

Wear of the Niresist groove material surface revealed surface corrosion and signs of abrasive

wear when the mating surface is the SAE 9254 ring material. In comparison, nitrided 440B rings

tested on the Niresist showed no sign of abrasive wear or any other wear mechanism. The

Niresist did show signs of delamination and contact fatigue. The contact fatigue wear is

contributed to higher Hertzian contact pressure. This could be due to the higher modulus of

elasticity in the nitrided layer compared to the base metal.
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Table 3.5.2: Wearratecoefficientin mm3/N-mmx 101°for variousring andring groove
materialsin freshandsootedoils

Ring
Material

FreshOil SootedOil
Groove

Material

Full Niresist

Ring Wear

0.66

Groove

Wear

2.3

Ring Wear

II II

4.6

30.0

K28

K28 Partial Niresist 7.0 7.0 26.0

K28 SAE 4140 2.5 6.5 8.2 3.6

SAE 9254 Full Niresist 0.3 6.7 1.8 8.6

SAE 9254 Partial Niresist 0.2 0.3 7.0 20.0

SAE 9254 SAE 4140 0.2 7.0 2.5 14.0

Nitrided Full Niresist 0.7 5.0 1.3 10.0

440B

Polished Full Niresist 1.3 6.0 3.5 4.0

Nitrided

440B

Polished Partial Niresist 0.75 2.0 4.0 10.0

Nitrided

440B

SAE 4140 4.4 5.0 2.5 10.0Polished

Nitrided

440B

Groove

Wear

4.2

-r -

SAE 4140 groove material suffered from moderate abrasive wear and plastic deformation when it

was tested against SAE 9254. The SAE 9254 surface showed moderated signs of abrasion. In

contrast, the nitrided 440B ring material shows low abrasive wear against SAE 4140. In this

case, the groove material exhibited most of the wear symptoms such as mild plastic deformation

and abrasion ........ - : : _ _

The problems are more severe for the partial Niresist groove material than SAE 4140. This

groove material, tested against SAE 9254, suffered delamination from the contact stresses and

mild abrasion. The mating SAE 9254 surface showed minor signs of corrosion. The test of

partial Niresist against nitrided 440B did not fare any better. Both surfaces suffered from mild to

severe abrasion with fracture occurring on the groove material. Back scattered images of worn

partial Niresist showed cracking in the Fe/Ni phase. In the aluminum phase, delamination of the

material occurs.

3.5.2 Ring Geometry

Steel was considered as a base material in the previous sections. However, steel has a higher

modulus of elasticity than the standard ductile iron rings. As a resuk, a steel ring will be less

conformable to variations in the cylinder wall than an iron ring with the same cross section. If the

ring does not conform well to the cylinder wall oil consumption will increase. The steel ring can
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bemademoreconformable by reducing the radial width. As a result, the steel ring was designed

with a reduced cross section as shown in Figure 3.5.2. The piston ring that was developed is a

reduced cross section ring made of stainless steel with gas nitrided flanks and a ceramic face

coating. Selection of the ceramic face coating is discussed in the next section.

Figure 3.5.2:

Reduced

Original Cross Section

Increase in the

I.D. of the ring

Cross section comparison for a standard and reduced cross section top

compression ring.

3.5.3 Face Coating Selection

Three thermal sprayed coatings were developed. A metallic coating of Iron-Moly, a ceramic

coating of Chrome Oxide, and a Cermet coating of NiCr Chrome Carbide were considered. The

metallic and ceramic coatings were plasma sprayed while a high velocity oxygen fuel (HVOF)

technique was used to spray the Cermet powder. The ceramic Chrome Oxide top coat required a

bond coat, and four different bond coats were examined.

Coating properties measured were hardness, chemistry, oxides, percentage of porosity, unmelted
particles, and relative adhesion. Results from these tests are shown in Table 3.5.3.

Table 3.5.3: Results from the physical property tests conducted on various ring coatings
and bond coats

'l I

Face Coating Bond Coating

Iron/Moly
Chrome/Oxide

Chrome/Oxide

Chrome/Oxide

Chrome/Oxide

Chrome/Oxide

Chrome Carbide

Twist Test Hardness Porosity

NiChrome-Sph

(o) (DPH) (%),

- 48 680-720 < 5

None 38 1225-1400+ < 5

72

68

70 - -
NiChrome-Frag

45 745

Ni3A1

NiCrAIY 70 - -

- <5
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A twist test was employed to determine the relative adhesion strength of the top coatings and the

bond coatings. In this test, one ring tip was held stationary while the opposite tip was twisted in

a perpendicular plane to the ring. From Table 3.5.3, it can be seen that without the bond coat the

Chrome Oxide coating failed at a twist angle of 38 °. Bond coats increased the twist angle to as

much as 72 ° .

The Iron-Molybdenum coating had an average bulk hardness of 650-DPH-300 with some

hardness phases as high as 710-DPH-300. Molybdenum dispersion in the coating was

determined to be uniform and multiple iron-molybdenum carbon phases exist in the coating.

Coating oxidation is more apparent at the rails than in other places in the groove. It was

observed that less oxide banding occurs at the center of the groove than in other sections of the

ring,

The Chrome Oxide cross sectional average hardness ranged from 1225 to greater than 1400-

DPH-300. These differences inhardness were due to different enthalpies used in the plasma

spraying process. Higher enthalpy sprays produced a harder top coat. Coating porosities were

between 1% and 5% and no visible unmelted Chromium Oxide was observed in the cross

section. All of the ceramic powders were sprayed from one powde r lot.

Spherical and irregular shaped Nichrome powders were used to produce bond coatings. The

finer spherical powder oxidized more readily than the irregular shaped powder during the plasma

spray process. This effect was insignificant s!nce there were excessive unme!!ed_particles

produced by the irregular powder. NiCrA1Y and Ni3AI bond coatings showed the highest

resistance to oxidation during the plasma spray process; however, oxidation caused no significant

change in the maximum twist angle.

The average bulk hardness of the Chromium Carbide coating was 745-DPH-300 with the lowest

hardness at the rail (700-DPH-300). This coating had the highest hardness at the center of the

groove (780-DPH-300).

The Cameron Plint wear tester was also used to evaluate the top coats. In this case coated rings

were tested against segments of a honed liner. The wear results are summarized in Figure 3.5.3.

The chromium plated face coating wore substantially more than all the other coatings. In

addition, cylinder wear induced by the electroplated chromium was higher than the thermally

sprayed coatings. The Iron-Molybdenum metallic coating showed higher face wear than the

chromium carbide Cermet and chromium oxide ceramic coatings, but induced the lowest liner

wear of all the coatings.
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Figure 3.5.3: Ring and cylinder liner wear coefficients for various ring materials and ring

coatings.

Conclusions - Steel Compression Rings

The 440B stainless steel is the best candidate for the base ring material because of its high

fatigue strength and improved tribological properties.

• The polished nitrided 440B is the best choice of ring material for reduced wear.

• The Full Niresist groove material has the best tribological characteristics of the three groove
materials tested.

• In fi'esh oil the partial Niresist had the lowest wear rate of all candidates with steel tings.

• For a steel ring it is necessary to reduce the cross section to maintain the conformability of the

ring.

• NiCrA1Y is a good bond coat for the Chrome Oxide top coat due to its superior oxidation
resistance.

3.5.5 Engine Testing of Steel Compression Rings

3.5.5.1 Oil Consumption - Reduced Cross Section Steel Rings

Initial tests were performed on a single cylinder engine. Both reduced and full cross section steel

rings were tested. The results showed a large (34%) and statistically significant (90% confidence)

reduction in oil consumption with steel rings over the ductile iron rings (Table 3.5.4). There was

no statistical difference between the full and reduced cross section rings. The first ring had no

twist and the second rings had a positive twist.
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These single cylinder engine tests were followed by a full six cylinder engine test. The tests

showed a large reduction in oil consumption with the steel ring. The reduction is quantified in

Table 3.5.4.

Table 3.5.4: Oil consumption results comparing steel and ductile iron rings in a single

cylinder engine

Nominal Oil

Consumption

Standard

Deviation.

Ductile Iron 1.0 0.26

Reduced Cross section Steel 0.28 0.10

0.43Full Cross section Steel

There has been no mechanism that has been verified to explain the reduction in oil consumption

observed with the steel rings. However, the ductile iron baseline comparison was with old style

rings that had not been optimized for oil consumption. In the following tests, comparisons were

made with the optimum ductile iron ring configuration.

3.5.5.2 Description of Full Cross Section Steel Rings Tested

The rings used in the work were made at the Cummins Piston Ring Division. They were made

with a 9254 steel substrate with a High Velocity Oxygen Fuel (HVOF) sprayed Chrome Carbide

Moly (CCM) top coat. The tings were standard size (not reduced cross section). The top ring

had no twist and the second ring was positive twist. The twist of the rings is different from the

current ring configuration. The current rings have a positive twist top ring and negative twist

second ring, which had been optimized for good oil consumption.

3.5.5.3 Summary of Results - Full Cross Section Steel Rings

The following tests were performed.

1. Tests for oil consumption (1800 rpm, overload)

2. 500 hour Torque Peak Enduranc e (split test, 1200 rpm, overload) - Durability

3. 500 hour Cold Flush Thermal Shutdown (cyclic test) - Durability

4. 650 hour Torque Peak Endurance (1200 rpm, overload) - Durability

5. 130 hour Exhaust Gas Recirculation (split test, 1800 rpm) - Durability

Oil Consumption

Oil consumption and blowby were higher with the steel rings than with production

rings. - .... : :

Steel rings did not show the same ring motion as production rings (shown by the

carbon on the top side of the rings) due to the different twist of the steel rings.
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3.5.5.3.2 Coating Durability

• No apparent loss in the functionality of the top rings were observed in the abuse tests.

The exception being one scuffed cylinder due to excessive dust.

• The percent of the face worn was less than what would be expected from a standard

chrome ring. In split tests the wear of the ring face was significantly less than the

chrome.

• Some signs of coating distress or cracking was observed in the Cold Flush Thermal

Shutdown and Torque Peak Endurance tests. These areas of distress were only found

on two rings and were very small in size.

3.5.5.3.3 Metallurgical Evaluation

The HVOF Chrome Carbide Moly top coating displayed, in general, acceptable

surface wear characteristics with respect to its integrity (porosity), wear scar size and

uniformity and durability (chipping, flaking, and/or cracking).

• Microstructurally, the Chrome Carbide Moly coating displayed acceptable properties

with respect to its bulk and individual phase hardness, individual phase size, shape, and

distribution and bond adherence to the steel substrate.

• Chemical analysis of the coating, using energy dispersive (EDS) techniques, showed a

very wide range of elemental compositions, between ring sets/lots, of the Chrome

Carbide Moly coating.

• Metallurgically, the piston ring substrate material (steel) displayed acceptable

properties respect to its hardness, microstructure, and chemical composition.

3.5.5.3.4 Conclusions - Engine Testing

Steel rings were shown to be durable in the engine tests.

The advanced HVOF Chrome Carbide Moly face coating was also durable and had

less wear than the standard Chrome coating. However, small signs of distress were

observed in the most abusive test which requires further investigation.

Metallurgically, the advanced steel rings and coatings showed acceptable properties.
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3.6 Thermal Barrier Coatings

Thermal barrier coatings were initially investigated for "adiabatic" diesel engines due to first law

thermodynamic predictions of significant fuel economy improvements, reduction in heat rejection,

and the potential to increase power density of the diesel engine. Cummins Engine Company, Inc.

conducted extensive evaluation of existing thermal barrier coatings using the Cummins V903

diesel engine. These initial exploratory efforts were conducted using duplex coatings consisting

of a NiCrA1Y bond coating and a yttria stabilized zirconia top layer. Total coating thickness was

on the order of 1.5 mm with the bond coating thickness of approximately 0.1 mm. These

investigations conducted in the early 1980's revealed that the existing thermal barrier coatings

were insufficient to survive short duration tests in a high output diesel engine (1.38 MPa brake

mean effective pressures (BMEP)) [Ref 6]. Extensive trial and error development efforts

conducted at that time using plasma sprayed zirconia coatings did not result in acceptable or

reproducible coating lives.

Efforts sponsored by the DOE/NASA, Tank Automotive Command (TACOM), and Cummins

internal funds in the mid 1980's focused on understanding the stresses in the thermal barrier

coatings with a goal of significantly improving the fife of the coatings in diesel engines.

Approximately two orders of magnitude ha thermal barrier coating fife improvements were

necessary for utilization of the coatings in advanced diesel engines,

The DOE/NASA program [Ref 7] had an o(ajective to develop zirconia based thermal barrier

coatings with a thermal conductance of 410 W/m2-K which could survive 100 hours of operation

in a research single cylinder engine. The engine chosen for this program was the Cummins V903

direct injection diesel engine with a 140 mm bore and 120 mm stroke. The V-8 engine was rated

at 360 kW at 2100 rpm for the turbocharged configuration. The geometric compression ratio

chosen for this work was 13.5:1, and the peak cylinder pressure was limited to a maximum of
13.8 MPa.

Extensive diesel engine cycle simulation and finite element analysis of the coatings were

conducted to understand the effects of a coating on diesel engine performance and the stress state

in the coating and underlying metal substructure. The TACOM programs [Ref 8] expanded the

effort initiated with DOE to develop improved thermal barrier coatings which could survive the

high cylinder pressures and thermal loads projected for military applications.

An engineered coatings approach was used in the DOE program which consisted of using existing

databases augmented where necessary by the collection of additional data, modeling of stresses in

the coatings by finite element techniques, and extensive rig and engine tests. Cummins and

United Technologies Research Center cooperated on this program to modify thick thermal barrier

coatings developed for turbine tip seals for diesel applications.
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3.6.1 Coating Development for Diesel Engines

3.6.1.1 Modeling

Diesel engine performance modeling was conducted which projected that the maximum benefits

of the thermal barrier coatings were obtained by applying the coatings to the piston and cylinder

head surfaces. The effects of the coatings on valves and cylinder liners were not projected to

result in significant fuel economy improvements. Therefore, research efforts on the DOE/NASA

and TACOM programs concentrated on cylinder head and piston coating development. With the

insulation levels defined by the coating thermal conductance, diesel engine performance models

predicted that the in-cylinder heat rejection would be reduced by 38% and that the fuel economy

would be improved by 2% for a turbocharged engine and 3% for a turbocompound version of the

engine.

United Technologies Research Center (UTRC) used one-dimensional thermal-structural modeling

to select preferred coating systems for spray fabrication trials and rig tests. A one-dimensional

thermal-structural model was established to predict both the temperature gradients across layer

interfaces of candidate coating systems and overall coating state-of-stress at maximum operating

conditions. Predicted temperatures from the thermal analysis were used to predict stresses within

the coating systems at a diesel engine maximum operating condition. The modeling indicated that

single layer coatings systems were in compression at the top of the coating and in tension at the

bond/substrate interface [Ref 9]. Previous single layer coatings have been shown to delaminate in

the zirconia coating in this tensile region above the bond coating.

It was determined that multilayer coatings, consisting of multiple layers of ceramic metal mixtures

with a top coating of ceramic, reduce in-plane tensile stresses in the ceramic top layers. Figure

3.6.1 shows that the thermal stresses were significantly less than the measured coating strength.

The coating was in compression at the top surface which was 2.5 mm from the bond coating-

ceramic coating interface. Metal substrates were also analyzed and it was determined that

substrate yielding should not be expected. Additionally, thermal modeling indicated that the metal

temperatures were insufficient to result in bond coating oxidation in the short time that engine

coating delamination was experienced in previous engine tests.

Two dimensional finite element modeling using the cycle average boundary conditions also

suggested that a multilayer thermal barrier coating could survive engine conditions. Efforts

concentrated on the understanding of a 2.5 mm multilayer coating. This coating consisted of

mechanical mixtures of CoCrAIY and zirconia fully stabilized by yttria. The 2.5 mm coating

consisted of 0.5 mm layer of 40% zirconia/60% CoCrA1Y, followed by a 0.5 mm 85% zirconia/

15% CoCrAIY layer, followed by a 1.5 mm thick 100% zirconia layer. The zirconia layer was

approximately 85% dense. Processing conditions were developed to generate residual stresses in

the thermal barrier coatings by controlling the substrate temperature during the deposition

process.

65



1

Substrate : 4140 8te_

0.S! T_gass_: 7_g$CC (1460___ ........

i

i

o_i,
(

I

-1 ! ---_ --J- : ..... _- _-'_ --_

0 0.2 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4

COATING THICKNESS, mm

i

° MultilayerZlrconla

Figure 3.6.1: Coating strength to stress ratio through the thickness ofa multilayer

zirconia based coating. .... , ............

It is also important to consider thermal transients when designing with cer_c materia)s. The

low thermal diffusivity oft_he ceramics causes their temperatures to quickly respond to changes in

operating environment while the temperatures of the base materials respond much more slowly.

This thermal response behavior causes significantly different temperature and _ithcrrna_! stress

profiles to be encountered under transient operation than those observed at steady-state.

The first thermal transient considered was a sudden cooling of the combustion face. Calculations

were made at steady-state for conditions representative of full load operation at rated speed. At

time zero, the in-cylinder conditions were suddenly changed to those representative of no-load

conditions. The resulting transient - spatial thermal response within the coating is s_ed in

Figure 3.6.2, where the surface temperature drops rapidly while the interior temperature reacts

more slowly. With increasing time, the coating temperature decreases. The predicted thermal

stresses in the coating are shown in Figur¢_3_6.3. _The trend shows a relaxation of the
compressive stress at the surface with increasing time. This relaxation results in a slight reduction

in the tensile stress experienced in the bond coat adjacent to the substrate. Cycle-to-cycle

transients and rapid heating of the coating were also modeled.
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It was determined through transient analysis using a simple finite element model that:

1. Temperature and stress profiles under transient conditions were found to be

significantly different than those at steady-state.

2. Engine load changes, though resulting in a change in stress profiles, were not predicted

to result in coating failure for the cases considered.

3. Firing cycle transients resulted in a predicted surface temperature swing of 225°C, and

an increase compressive stresses in the surface layers of the coating. These

compressive stresses were predicted to be less than 0.13 mm into the coating.
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3.6.1.2 Spray Fabrication and Rig Tests

UTRC developed a spray fabrication technique to define material properties most representative

of actual coating material. Flat-plate substrates were attached to a rotating holding fixture in

areas representing the piston crown diameter. Heat was applied to the panels through the use of

small propane torches mounted on a ring that surrounded the base plate. A thermocouple placed

on the backside of the substrates provided the processing temperature and allowed for manual

adjustment of the propane to maintain the desired prestress temperature through the spray run.

The actual robot motion control and spray processing parameters used to coat the piston crowns

were used to coat the substrates. Test specimens were fabricated from the substrates in locations

indicative of the crown rim and center dome areas of the piston. This approach was needed to

verify uniformity of properties across the crown diameter.

Based on preliminary one-dimensional transient analysis performed by Cummins for the baseline

multilayer-layer coating on ductile iron, the rig thermal cycle was targeted to achieve a maximum

surface temperature of approximately 675-730°C with a maximum thermal gradient across the

coating of approximately 480-537°C at a seven second time point into the cycle.

Test rig conditions were calibrated using the baseline multilayer-layer coating system on a nickel-

based superalloy test panel that had been instrumented with embedded thermocouples. A test

cycle which closely reflects the predicted diesel engine thermal environment was created with a

maximum thermal gradient across the coating of approximately 510°C in seven seconds and a top

surface temperature of 675°C. Two additional test cycles representing _um thermal

gradients of 555°C and 705°C respectively were used to further screen thermal strain capability at

higher temperatures.

Ductile iron test panels with the baseline multilayer coating system were sprayed at both a

medium fabrication temperature and a medium (hybrid) fabrication temperature which

incorporated a temperature spike through the bond coat region. These panels were then exposed

to the same thermal cyclic test conditions. The panel sprayed at the medium fabrication

temperature was initially tested and survived the 510°C thermal gradient. Examination of the

panel aiter five cycles yielded no visible damage. The panel was then subjected to the more

severe 555°C and 705°C thermal gradients. No damage occurred after the 555°C cycle.

However, after the 705°C cycle, the coating showed moderate cracking at the 40/60
zirconiaJCoCrAlY to 85/15 zirconiaJCoCrA1Y interface.

The panel fabricated at the medium (hybrid) prestress temperature profile was exposed to the

705°(2 thermal gradient and showed minimum cracking sensitivity. These test results showed the

superior strain capacity of the baseline multilayer coating system fabricated with the medium

(hybrid) fabrication temperature control.

A prototype plasma spray facility with the capabilities needed to continuously apply multilayered

thermal barrier coatings was set up to coat Cummins V903 and L10 piston crowns and single

cylinder heads [Ref 9]. The facility was equipped with a six-axis articulating robot to provide gun

motion control. Part holding flxturing for all diesel engine components was developed for both

simulations and actual hardware. The fixturing for the piston crown incorporated a flame shroud
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to provide the capability of heating the piston crown substrate during the spray processing to

control fabrication temperature. A powder feed delivery system was used to provide continuous

feed rate control during coating deposition. This powder system had the capability to deliver four

coating materials sequentially.

Spray process parameters to produce zirconia-based thermal barrier coatings on V903 piston

crowns and cylinder heads were developed by translating UTRC's experience in producing turbine

seal coatings on curved duct segments. Fundamental issues addressed included prestressing

technology and special processing techniques needed to coat each of the specific diesel engine

components.

Initial processing efforts focused on developing robotic control software for the plasma gun

motion. Applying the coating system across the piston crown diameter proved to be difficult and

variable due to the complex bowl geometry. Simulated piston crowns were machined and used to

assess the magnitude of the coating thickness variation across the actual piston crown contour. A

combination of single-layer and multilayer coating systems were sprayed on the simulated crown.

The simulation was then sectioned and polished for metaliographic examination of the thickness

variation of the individual layers, particularly in the bowl area of the crown. From thickness

measurements it could be seen that the deposition was not efficient in areas away from the 90 °

spray angle. By moving the plasma gun in a circular arc across the piston diameter and including

a gun rotation into the wall area resulted in the highest degree of thickness, microstructure and

properties uniformity across the crown diameter. Baseline robotic control parameters such as

speeds and program increments were determined empirically by conducting a series of coating

trials on piston crown simulations.

3.6.2 Engine Evaluation

Single cylinder engine tests confimaed that the multilayer thermal barrier coatings exhibited fives

approximately an order of magnitude greater than the duplex thermal barrier coatings. These

multilayer zirconia based coatings achieved the DOE/NASA contractual goals of 100 hours at

rated engine conditions and approximately 1.38 MPa brake mean effective pressure (BMEP),

while meeting the thermal conductance goals of 408 W/m2-K. However, engine fuel economy

was not improved and coating life capability was marginal. Further evaluation of similar

multilayer zirconia coatings in a commercial L 10 engine revealed that the coatings could survive

steady state operation at 1.38 MPa BMEP. However, cyclic tests resulted in coating

deterioration and coating loss. Further confounding was the observation that the zirconia

coatings had open crack patterns at the surface of the coating while finite element stress

calculations predicted the coating to be in compression for the input boundary conditions.

Additional improvements in coating life and capability were required for the technology to be

commercially viable.

TACOM sponsored efforts concentrated on the engine evaluation of thermal barrier coatings on

an articulated steel piston in a multicylindei L10 engine to further define coating durability at

higher brake mean effective pressures, 1.83 MPa. Initial tests at steady state operation confirmed

that multilayer zirconia coatings would survive steady state operation for 200+ hours. Cyclic

tests were conducted between high idle and full power conditions. Coating loss was experienced
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in thesecyclictests. Furthercoatingevaluationfocusedon the evaluation of the coating in cyclic

tests which were conducted for 75 hours followed by removal of the cylinder head. Various

zirconia multilayer coating strategies were evaluated including varying residual stresses, using

partially stabilized zirconia instead of fully stabilized zirconia, varying plasma gun power, and

other coating changes. These modifications had essentially no measurable effect on the coating

life.

Contrary to intuition and predicted stresses, a mullite based mukilayer coating was tested. Mullite

was selected due to this materials lower thermal expansion and higher thermal conductivity

compared to zirconia coatings. The mullite based coatings had significantly improved

performance as compared to the zirconia based coatings as shown in Figure 3.6.4. Diesel engine

evaluation of zirconia and mullite based coatings demonstrated that the muUite coatings

significantly outperform the zirconia coatings in steady state and cyclic engine tests. In multiple

engine builds, the mullite mukilayer coatings survived transient conditions that extensively

damaged zirconia based coatings.

Cycle = 1.83 MPa BMEP 2 min./Idle 2 min.
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Figure 3.6.4: Lifetime improvements in thermal barrier coatings in cyclic diesel engine

tests.

3.6.3 Nondestructive Evaluation

Although state-of-the-art plasma control systems and robotics have been used to deposit thermal

barrier coatings, minox _ errors in plasma gun manipulation, concentric powder feed and plasma

alignment and slight changes in coating deposition rates can alter the coating structure and

coating performance. Since the thermal barrier coatings are applied individually to the pistons and

limited production studies have been conducted, a reliable inspection process is required for the

coatings. At the period of time that the coatings were being developed, Cummins initiated efforts

with Wayne State University to apply infi'ared imaging techniques to investigate and understand

the coating appearance before and after engine test. Thermal wave imaging was found to offer

significant advantages, including speed of data collection and user fi'iendly interpretation of the

images [Ref i0]. Destructive evaluation of the coatings confirmed that delaminations or coating
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inconsistencieswere detected by the thermal wave imaging technique. Infi'ared imaging is

currently used to inspect the thermal barrier coating prior to and after engine evaluation at

Cummins. This nondestructive evaluation technique has led into new areas of research and has

confirmed several hypotheses. One of which was that the center portion of the piston is difficult

to coat and in selected cases was delaminated in the region prior to engine evaluation. Another

hypothesis was that peak temperatures were critical in defining coating life.

3.6.4 Coating Crack Initiation

As a gradual increase in coating durability was realized, the coating life was still inadequate for

many advanced diesel applications. A critical factor missing in many investigations was the

understanding of the crack initiation and propagation mechanisms in thermal barrier coatings.

Purdue University and Cummins began an investigation to determine the mechanisms responsible

for surface crack initiation at conditions that simulate the engine thermal loading conditions in a

diesel engine [Ref i 1] [Ref 12] [Ref 13].

A simple experiment was designed to simulate the boundary conditions imposed during diesel

engine combustion. In direct injection diesel engines, combustion of the fuel results in localized

high heat flux regions on the piston and cylinder head. These areas of high heat flux

concentration correlate with coating damage observed during diesel engine evaluation of thermal

barrier coatings. Previous analytical modeling had predicted that the thermal barrier coating was

in compression through all engine operating conditions. This resulted in a paradox, since crack

opening due to tensile stresses was observed in thermal barrier coatings. To understand the

observations from diesel engine tests, an experiment was designed as a two dimensional

representation of the diesel engine combustion. An advantage of this specimen design was that

during crack formation, the depth of the surface crack and the presence of interface cracks could

be determined by low power optical inspection. The specimens consisted of multilayer beam

specimens with a concentrated heat flux in the center of the sample. The experiments and analysis

were conducted on three specimen configurations.

The concentrated heat flux region was created by high powered infrared lamps. Temperature

measurements were recorded at multiple points on the coating surface and the substrate. Tests

were conducted by heating the specimen by turning the lamps on at full power and then

maintaining a steady state temperature for two hours. A two hour test time was used in order to

allow the surface stresses to equilibrate. At the end of the test, the specimen was cooled to room

temperature under natural convective cooling.

In order to develop an understanding of the stress distribution in the specimens, analytical models

of the specimens were developed using the finite element method. The magnitude of the in-plane

stress in the top layer governed the formation of the surface crack. The temperatures and the

stresses were calculated in four discrete steps.

. The residual stresses were calculated by assuming a uniform stress fi'ee temperature of

618°C which approximates the manufacturing temperature used in the coating

deposition for the test specimens.
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2. The thermal stresseswere calculated at steady state temperatures

measurements of the heat flux generated by the lamps.

3. Stress relaxation was allowed to occur for a two hour period.

4. The specimen was uniformly cooled back to room temperature.

based on

The stress relaxation of the zirconia was estimated using a strain gauge mounted to the bottom of

the substrate to measure the strain change as a function of time during steady state heating.

Experimental measurements showed that the temperature of the coating surfaces reached

approximately 870°C for a thick zirconia specimen and 760°C for a comparable mullite coating

thickness. The stress relaxation was modeled [Ref 14] as e= A6" where A = 4.03"10 19 and n =

1.59 for zirconia at 870°C and A = 2.98"10 17 and n = 1.1 for muliite at 760°C. Surface crack

formation was observed in the thicker zirconia specimen, but was not observed in the thick

mullite. Crack formation started at the zirconia surface, thus indicating that a tensile stress at the

surface governs crack initiation behavior. In orde r to understand - the thermal crack initiation

behavior in the zirconia, the stress distributions were calculated analyticallyl The stress in the

thick zirconia coating is in compression of 200 MPa near the surface. During the heating of the

zirconia surface, the zirconia coating surface reaches a much higher temperature than the

underlying metal surface. The result of this thermal gradient is that the zirconia coating expands

more than the underlying metal which results in a large calculated compressive stress "m, the

ceramic coating. However, at the higher temperatures, stress relaxation locally reduces the

magnitude of the compressive stress. This stress relaxation results in a local tensile residual stress

in the coating at room temperature. This operational induced residual tensile stress is sufficient to

crack the zirconia coatings.
: =

The model suggests that the stress relaxation properties should be reduced to extend the service

life of the coating. Since stress relaxation is highly temperature and material dependent, analysis

was conducted for a mullite coating. The model predicts the temperatures were not sufficient to

induce cracking for the lower temperature and different mechanical properties of mullite.

3.6.5 Emissions and Engine Fuel Eeonomy

An extensive data set of engine performance measurements have been made comparing a single

cylinder diesel engine using steel articulated pistons with an insulated coating of yttria stabilized

zirconia or mullite [Ref 15], Measurements made on back-to-back single cylinder tests included

cylinder pressure, brake torque, NOx, unburned HC, and particulate as a function of timing at four

speed-load operating conditions. The effect on heat transfer of insulated pistons was determined

based on indicated fuel consumption versus centroid of heat release curves. Engine performance

using the zirconia coated piston was measured to have 1 - 3% higher indicated and brake specific

fuel consumption in comparison to the baseline, as shown in Figure 3.6.5. The difference between

the two pistons was greatest at the most advanced injection timings.

72



Figure 3.6.5: Comparison of metal and zirconia coated pistons at 1800 rpm and rated

load. Indicated specific fuel consumption (ISFC) versus centroid of area

where 95% of heat release has occurred.

The mullite coated pistons displayed a fuel consumption increase which was as much as 8% at

advanced timings, as shown in Figure 3.6.6. Heat release was slightly extended for the zirconia

pistons and extended even longer on the muUite pistons.

Error analysis of the measurement methods showed an uncertainty of _+ 3% in the indicated

specific fuel consumption and _ 2 crank degrees in the centroid could be expected for this set of

measurements. The data was therefore inconclusive on the effect of insulation on heat transfer for

the zirconia coated pistons, but the mullite coated pistons displayed a measurable reduction in

indicated mean effective pressure which was judged to be caused by increased heat transfer.
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Figure 3.6.6: Comparison of metal and mullite coated pistons at 1800 rpm and rated

load. Sweeps refer to specific timing sweeps when data was collected.
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Emissionsfor the insulatedpistonsshowedsimilarNOx particulatetrade-offcurvesat retarded
timings, but the particulateincreasedat advancedtimingson the mullite coatedpistons. The
zirconiacoatedpistonsdisplaceda slight increasein particulateandNOx at advancedtimingsas
showninFigure3.6.7.
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Figure 3.6.7: Fuel specific NOx and particulate trade-off curve for metal, zirconia, and

muUite coated pistons at 1800 rpm and part load conditions.

3.6.6 Conclusions- Thermal Barrier Coatings

Thermal barrier coating life has been significantly c n_h_anc_ed_by understanding the mech_sms

that control the coating life. Initial diesel cycle average boundary conditions did not

adequately represent the thermal loading applied to the thermal barrier coating.,

• Nondestructive evaluation based on the infrared imaging technique was instrumental in

understanding the thermal barrier coating structure as deposited _d after engine evaluation.

Thermal wave imaging confirmed that some coatings were delaminated prior to engine

evaluation. This technique also confirmed that local thermal gradients tied to the diesel

combustion process were resulting in localized damage. This information led to the

development of a low thermal expansion mullite based coating system [Ref 16] which had

better thermal fatigue resistance than the zirconia coatings.

• Use of robust thermal barrier coatings permitted the engine fuel economy and emissions data

collection which was not complicated by combustion chamber changes due to coating loss.

• Engine fuel economy and emissions performance improvements were not realized for the

state-of-the-art diesel engines evaluated. Metal temperatures underneath the coatings have

been shown to be reduced which impacts thermal fatigue life of these components.
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3.7 Insulated Cylinder Head

The thermal input to the cylinder head when subjected to the abusive LE-55 operating condition

demanded a new design with greater thermal fatigue resistance. The cylinder head must withstand

the high thermal loading without compromising reliability or durability. The approach in

developing the cylinder head was to use high alloy gray cast iron material for the bulk of the head

with high temperature materials in critical areas. The cylinder head concept utilized strategic oil

cooling which eliminated water as the cooling medium. The intake and exhaust ports were

insulated to minimize heat transfer between the gases flowing through the ports and the cylinder

head. A high temperature alloy combustion face insert was designed to increase the resistance to

thermal fatigue in the valve bridge region of the cylinder head. Based on a finite element analysis

of this overall concept, the cylinder head had essentially infinite thermal fatigue life at the

thermally abusive LE-55 operating condition.

A specific design objective for the cylinder head was to retain the use of gray cast iron where

possible, while substantially improving the thermal fatigue life compared to the current L10 head

design, even with the high thermal loading imposed by the LE-55 engine configuration. The

cylinder head design retained the valve, injector, and capscrew locations of the production L10
cylinder head.

A decision was made to cool the head as required in order to reduce the thermal gradients during

operation. With such minimal cooling, it was dete_ed that the coolant passages would operate

at higher surface temperatures than appropriate for conventional glycol and water mixtures.

While glycol alone could be used, the decision was made to use the engine oil as the head cooling

fluid. Cooling was focused in the critical Valve bridge areas using oil drillings. The substitution of

oil drillings for water cooling jackets increased the volume within the head so that aerodynamic

improvements could be made to the intake and exhaust ports, even with ceramic insulating port

liners. Figure 3.7.1 illustrates the various design features of the cylinder head.
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Figure 3.7.1: Finite element mesh of the LE-55 cylinder head.
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3.7.1 StrategicOil Cooling

In order to effectively utilize engine oil as the cooling fluid, heat transfer improvement devices

called turbulators were developed to enhance heat transfer within the oil drillings. Turbulators

enhance heat transfer through primarily three mechanisms. First, turbulators increase swirl in the

oil which increases the velocity at the wall, and therefore heat transfer. Second, turbulators cause

a break up and reformation of the fluid boundary layer which increases heat transfer by reducing

the thickness of the boundary layer. Finally, the turbulators add surface area to the cooling

passage which also increases heat transfer. One disadvantage of turbulators is that the pumping

power to achieve a given flow rate is increased.

Bench tests were performed to determine an optimum turbulator design. Eleven types of

turbulators were constructed and tested. The turbulator types consisted of twisted sheet metal,

springs, tapped threads, roughened surfaces, and variations of these. The results of these bench

tests are illustrated in Figures 3.7.2 and 3.7.3. Figure 3.7.2 shows the performance of the baseline

oil passage and various turbulator designs from a heat transfer standpoint. Figure 3.7.3 compares

the baseline and turbulator designs based on their restriction to oil flow. The choice for the final

turbulator design was a compromise between the turbulator with the greatest improvement in heat

transfer coefficient and the smallest pressure drop across the passage.
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Figure 3.7.2: Experimental convection coefficient versus flow rate for various turbulator

designs.

Based on this investigation it was determined that changing the surface finish from a smooth to

rough surface did not necessarily enhance heat transfer. In fact, a threaded surface resulted in

local stagnation of flow and inhibited heat transfer. It was determined that the best turbulator

design was a coiled wire (Spring #1) insert from both a pressure drop and a heat transfer
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standpoint.With thecoiledwire insert,theconvectioncoefficientcouldbe increasedby at leasta
factorof four overthebaselinecase.

450

400

350

300

250

e_ 200

150

a_
100

5O

I I [ ,t I I

4 6 8 10 12 14 16 18 20

Flow Rate 0pm)

_Spring #l

-----ll'-- Modine Insert

--ik'-- Str. Turbulator Mad.

1.5 Turn Metal Tape

Baseline

Figure 3.7.3: Experimental pressure drop versus flow rate for various turbulator designs.

3.7.2 Combustion Face Insert

To reduce heat rejection and improve combustion face fatigue resistance, a dual approach was

taken. The central portion of the combustion face contains a nickel aluminide insert which

thermally isolates the gray iron in the injector and valve bridge regions. A discussion on the

material properties of nickel aluminide can be found in section 3.4 - Alternative Piston Designs.

The insert was t_ee to thermally expand without causing undue stress in the valve bridges. The

remaining combustion face outside of the insert was designed to have a plasma sprayed ceramic

thermal barrier coating

3.7.3 Finite Element Analysis

A finite element (FE) analysis of the cylinder head was conducted to determine the thermal effects

of insulation design strategies and to evaluate the thermal and mechanical stresses generated

within the cylinder head. The insulation strategies considered were ceramic port insulation, a

superalloy valve bridge insert and a thermal barrier coating sprayed onto the combustion face. To

accurately model actual engine conditions, the cylinder liner, cylinder block, and valve assembly

were included in the finite element mesh (FEM). Figure 3.7.1 and 3.7.4 illustrate the model used

in this analysis. Figure 3.7.1 is a sectioned view of the cylinder head which shows the inner

structure. Figure 3.7.5 illustrates the various boundary conditions used for the structural analysis

of the cylinder head. Figure 3.7.6 shows the finite element model surfaces which had forced

convection boundary conditions imposed upon them.
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Figure 3.7.4: Finite element mesh of the NASA cylinder head, cylinder liner, and engine
block.
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Figure 3.7.5: Structural boundary conditions used in the NASA cylinder head FE

analysis.
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Figure 3.7.6: Convective boundary conditions used in the NASA cylinder head FE
analysis.
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The model was used to revise specific design details, and to predict the relative thermal fatigue

life of the various designs options. Figure 3.7.7 summarizes the results of the thermal analysis for

various design options. Shown in the figure is the percent reduction in metal temperature as

compared to the baseline case. The baseline head is an uninsulated cast iron configuration with

unturbulated focused oil cooling. The conclusions from the thermal analysis are that, compared to

the baseline cylinder head configuration, insulating both the intake and exhaust ports significantly

reduces the thermal gradients above the valve bridge cooling passages. The ceramic ports,

however, have no effect on the valve bridge andinjector seat temperatures. The ceramic thermal

barrier coating on the combustion surface does reduce the parent metal temperature, however, the

resulting temperature, 540°C, is still unacceptable_ Increasing the valve bridge cooling by a factor

of three also has an effect on combustion face metal temperatures, but even with these features,

the valve bridge insert is required to obtain adequate protection for the cast iron.
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Use of the valve bridge insert reduces parent metal temperature by 105°C to 420°C, acceptable

for gray cast iron. Figures 3.7.8 and 3.7.9 show the finite element model results for the fully

insulated cylinder head at full load conditions. Figure 3.7.9 shows the effect the valve bridge

insert has on metal temperatures. Large temperature gradients across the valve bridge insert and

port liners show their effectiveness in reducing the gray cast iron metal temperatures.
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Figure 3.7.8: Steady state FE temperature analysis of the fully insulated NASA cylinder

head at 1500 rpm and full load (355 kW).
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3.7.4 Port Liner Development

Previous work at Cummins has shown that insulating the exhaust ports can substantially lower

cylinder head temperatures and therefore increase thermal fatigue resistance. In addition, it is

desirable to have a low intake air temperat_e to_ improve charge air densitY and minimize the

demands on the turbocharger compressor. Since it is desirable to operate the cylinder head at

high temperatures, to minimize cooling needs the cylinder head design includes ceramic insulated

intake ports to reduce heat transfer to the intake airl The port liners were designed to be readily

made by a cerarrdcsllp casting procesff. The exteHdr-0f tqie_i:t liner is covered Wkh a porous

compliant layer designed to crush and absorb the casting stresses.

The ceramic materials selected for port development were aluminum titanate and sodium-

zirconium-phosphate (NZP). Both of these ceramic materials have low thermal conductivity and

excellent thermal shock resistance based on their low thermal expansion characteristics. The

aluminum titanate ports were provided by Coors Ceramics Co. and the NZP ports were provided

by Ceramatec, Inc. Prior to this progr_ the NZP _terial had not been formed by slip casting.

A materials property study concluded that modified aluminum titanate and NZP have sufficient

strength and stability to withstand the cylinder head operating conditions. Various properties of

the ceramics are given in Table 3.7.1.

Table 3.7.1: Properties of materials used in ceramic port development

Flexural Thermal Thermal

Material Young's Strength Conductivity Expansion

Modulus (MPa) (W/m-K) Coefficient

(GPa) _10-6/°C)

Aluminum 50 30 1.6 1.5 t

Titanate

NZP 80 70 1.0 0.3

tAverage coettieient for heating cycle - 20 to 1000°C

Initial work on insulating ports involved direct replacement of the cast iron geometry with

aluminum titanate ceramic port liners. This created ceramic shapes which were not optimized for

survival during castingl The design of the cylinder head had to be modified to account for the

properties of the ceramics and allow for port shapes with rounded surfaces and smooth transitions

with a minimum of angles and sharp comers. The design included insulation for both intake and

exhaust ports

3.7.5 Casting Development

Successful cylinder head castings with ceramic ports are highly dependent on the performance of

the compliant layer in absorbing the stresses generated during the casting process. The compliant

layer is designed to be of low density and high porosity. These characteristics allow the compliant

layer to crush and absorb the stresses that are created during the cooling and compression of the

gray iron. Initial development of NZP involved casting an intake port in gray iron in a crucible
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without acompliantlayerto determineif thebaseNZP materialhadanybasicadvantagesover the
modifiedaluminumtitanate. Resultsof this cruciblecastingtrial indicatethat the NZP material
cannotwithstandthecompressiveandtensilestressesgeneratedin a complexport shapewithout
a compliantlayer. This result is similar to previousexperiencewith aluminumtitanateports.
Developmentof a compliantlayerbecamecrucial for successfulcastingof ceramicport liners.
Ceramatecwasableto fabricateNZP portswith a compliantlayer. However,theseports were
consideredtoo fi'iableto beusedincasting. Additionalportsmadefrom NZP weresuppliedwith
animprovedcompliantlayerandwereusedin thefirstNZP cylinderheadcastingtrial. Aluminum
titanateports fabricatedwith a foamedaluminumtitanatecompliantlayerwereusedfor their first
castingtrial. Theseinitial castingtrialsresultedin excessivespallingandcrackingof both typesof
ceramicports. A total of five castingswere poured for the initial port development. Three
castingsweremadewith all aluminumtitanateportsandtwo weremadewith anNZP intakeport,
an aluminumtitanateintake port, and an aluminumtitanateexhaustport. Modificationsto the
compliantlayer andto the castingprocessitself were madeafter eachtrial. Compliantlayer
modificationsincludedchangesto the density,porosity, andthickness,aswell as applicationof
Fiberfrax®felt to critical areas. Thealuminumtitanateports showedimprovementthrougheach
subsequentcastingtrial, andintakeportsweresuccessfullycaston the fifth trial. TheNZP ports
displayedextensivenetwork cracking in both castingtrials. It was determinedthat extensive
developmentof the NZP materialwould be requiredfor successfulcastings. For this reason,
developmentof NZP asaport materialwasdiscontinuedon thisprogram.

The next set of casting trials consisted of three cylinder heads with aluminum titanate ports.

Initially, one cylinder head was cast to determine the effect of minor geometry changes in the port

design on the success of ceramic castings. Inspection showed that the ceramic exhaust port had

sustained a severe crack. The final two heads poured used ports with improved geometry and

modified compliant layers. Inspection of these heads immediately after removal from the sand

mold revealed no cracks in the ceramic ports. The temperature of the casting at this point was

estimated to be 150°C. Just prior to bead blasting, a ceramic exhaust port in one of the heads

cracked. The remaining cylinder head survived bead blasting and initial grinding before a crack in

the exhaust port was discovered. The temperature of the casting when the crack was discovered
was 40°C.

Additional modifications to the port geometry and compliant layers resulted in the successful

casting of two cylinder heads with aluminum titanate intake and exhaust ports. Changes to the

port geometry included a larger radius of curvature in the section joining the two legs of the

exhaust port and the removal of the holes used for the valve guide passages. The valve guide

passages must now be cut into the ports using ultrasonic machining after successful metal casting.

The change to the compliant layer that resulted in the successful castings was the addition of

compliant material to the ends of the ports.

3.7.6 Port Flow Testing

Elimination of the water cooling jackets in the cylinder head created space so the intake and

exhaust ports could be more aerodynamically designed. The goal in redesigning the ports was to

increase effective flow area and decrease swirl as compared to a production L10 cylinder head.

The intake and exhaust ports were redesigned using CAD surfacing techniques. Core plug molds
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wereproduceddirectlyfrom theCAD file to reduceproductiontimeandeliminate possible errors

in fabrication. In order to test the effect of the port geometry changes, a plastic cylinder head

model was made using these core plugs.

The cylinder head port flow box was tested on an air flow rig. Effective flow area through the

intake and exhaust ports and swirl in the combustion chamber were measured at various valve

lifts. This data was then compared to port flow tests done on a production L10 cylinder head.

The redesigned intake and exhaust ports showed significant improvement in effective flow area at

all valve lifts. Effective flow area versus valve lift for the standard L10 and LE-55 cylinder head

are illustrated in Figure 3.7.10. Since the L10 combustion was optimized around a quiescent

combustion chamber, another goal of the port redesign was to maintain or decrease the swirl

level. The redesigned cylinder head maintained lower swirl levels than the production L10 head at

all valve lifts. The redesigned cylinder head has improved the port flow characteristics over the

production L 10 head.
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Figure 3.7.10: Effective flow area versus valve lift comparison for the L10 and LE-55

cylinder heads.

3.7.7 Engine Testing - Port Liners

Sequential engine testing of an uninsulated and otherwise identical port insulated cylinder head

was performed to determine the effectiveness of the insulation on reducing metal temperatures.

Engine tests at conditions similar to those used in the finite element analyses were performed in a

effort to validate the model. Engine performance data was also collected to quantify the effects of

intake and exhaust port insulation on engine performance.

A single cylinder research engine was used for evaluation of the LE-55 cylinder head. Achieving

precise operating conditions and quantifying these conditions required extensive instrumentation

of the single cylinder engine. Each cylinder head was instrumented with five thermocouples for

measuring metal temperatures. Two thermocouples were located 9 mm above the combustion

86



face in the exhaust-exhaustand intake-exhaustvalve bridge region. Two additional
thermocoupleswereplaced27 mm l_omthe combustionface,abovethe oil drillings. The fifth
thermocouplewaslocatedabovetheexhaustport. Exhaustgastemperaturesweremeasuredwith
a sheathedE-typethermocoupleand a fast responsethermocoupie. The temperature,pressure,
and flow rate of the lubricationoil, cylinderheadcoolant oil, intakeair, and diesel fuel were
measured. High speedcylinderpressuredata were collectedto determinethe gross indicated
meaneffectivepressure(GIMEP) andapparentheat release rate (AHRR). An injector needle lift

sensor was used to monitor the start of fuel injection. The use of this instrumentation allowed for

precise control and monitoring of the engine operation.

To reduce the error associated with the test measurements, an average of ten individual data

points was used to define each condition. Each of the individual data points represents the

average of 120 samples recorded during a two minute fuel reading. Standard deviations were

calculated based on the individual data points for each operating condition.

The boundary conditions used for the FE analysis of the cylinder head were designed to simulate

the LE-55 operating condition. The recipe for this operating condition specifies a number of

critical engine operating parameters. A summary of the ideal operating conditions for the recipe

and the conditions achieved during the testing are presented in Table 3.7.2.

Table 3.7.2:LE-55 engine recipe and actual test conditions

Parameter

GISFC (g/gikW-hr)

Engine speed (rpm)

Peak cylinder pressure (MPa)
Air-fuel ratio

Compression ratio

Intake manifold temperature (K)

LE-55 Recipe Test Conditions

167.9 175.5

1500 1500

19.3 17.2

30:1 30:1

17.3:1 17.1:1

283 316.5

The single cylinder research engine presents a challenge when evaluating engine performance

characteristics since the single cylinder engine did not have a turbocharger. Without a

turbocharger, evaluating the benefits of exhaust port insulation was difficult since the extra energy

available in the higher temperature exhaust gas does not provide higher boost pressure.

Additionally, if the engine operating conditions are set up using constant air and fuel mass flow

rates as was typically done, then the benefits of intake port insulation are not fully realized in the

typical engine performance measures. To address the fact that no turbocharger was present, the

exhaust gas temperature was measured to determine if there was an increase in temperature due

to the exhaust port insulation. To evaluate the effects of intake port insulation on engine

breathing, a constant air pressure was supplied to the intake manifold. By supplying a constant

intake manifold pressure, the differences in air mass flow rate and volumetric efficiency could be

used as a means of determining the effects of intake port insulation.
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Metal temperaturedata for the uninsulatedand insulatedcylinder headswere collectedat a
numberof GIMEP levels. GIMEP levels ranged for 900 kPa at an air-fuel ratio of 30:l up to 2.7

MPa at and air-fuel ratio of 25:1.

At critical high temperature locations, above the exhaust port for example, insulation reduced

metal temperatures by as much as 80 K as shown in Figure 3.7.11. At the exhaust-exhaust valve

bridge, temperatures were reduced by as much as 11 K. Below the exhaust port, temperature

reductions ranged from 13 K to 40 K across the operating range. Figures 3.7.12 and 3.7.12

illustrate the temperature reductions. Figures 3.7. I 1 through 3.7.13 represent data recorded at an

engine speed of 1500 rpm and an air-fuel ratio of 30:1. Temperature reductions were similar at

1200 rpm and 1800 rpm and were more pronounced at air-fuel ratios of 25:1.
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Figure 3.7.11: Metal temperatures measured above the exhaust port with and without

ceramic insulation.

70,')

_,-:,

6i:,

Z

---t:3-.--L.'ninsulatcd

Port Ir m.liated

l(iO0 1500 200!! 250

GIMEP (kPa)

Figure 3.7.12: Metal temperatures measured at the exhaust-exhaust valve bridge with
and without ceramic insulation.
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Figure 3.7.13: Metal temperatures measured below the exhaust port with and without
ceramic insulation.

Temperature results at the LE-55 operating condition were compared to the temperatures

predicted by the FE analysis. Table 3.7.3 quantitatively compares the results. Some of the

discrepancies between the model and the test results can be attributed to differences in the

cylinder head configuration. The primary difference between the model and the cylinder head was

the oil drilling configuration. The FE model and cylinder designed were originally constructed

with only three oil cross drillings, leaving out the fourth drilling above the intake-intake valve

bridge. Further analysis of oil flow around the injector dictated that a smaller drilling above the

intake-intake valve bridge was necessary to prevent flow stagnation.

Table 3.7.3: Cylinder head temperature reduction comparison

Location

Above exhaust port

Exhaust-exhaust valve bridge

Below exhaust port

FE Predicted Engine Test

Reduction Observed Reduction

60- 80 K 62 K

0- 10K I1 K

40 -60 K 32 K

The engine performance data gathered on the uninsulated and port insulated cylinder heads were

used to determine how port insulation affects specific fuel consumption, volumetric efficiency and

exhaust gas temperature. The gross indicated specific fuel consumption (GISFC) was used for

comparison rather than the brake specific fuel consumption (BSFC) since the engine tests were

performed on a single cylinder engine. On single cylinder engines where the oil pump, fuel pump,

and other accessory drives are removed, brake quantifies become unrealistic measures of engine

89



performance.The volumetricefficiencywas measured relative to the intake manifold conditions

using the formula:

2m. 3.7.1

where,

m_ = Air mass flow

Pa,i = Intake manifold air density

Vd = Displaced volume

N = Engine speed

Volumetric efficiency is a key indicator of cylinder head performance since it is a measure of how

efficiently air is pumped through the engine. Exhaust gas temperature was measured to determine

how exhaust port insulation might affect turbocharger operation and thus engine performance.

A reduction in specific fuel consumption (GISFC) of 1 to 4% was observed with the port

insulated cylinder head. The observed fuel consumption (GISFC) at an engine speed of 1500 rpm

and an air-fuel ration of 30:l is plotted versus GIMEP in Figure 3.7.14. The error bars in Figures

3.7.14 and 3.7.15 represent one standard deviation. Measured fuel consumption at 1500 rpm

increased as the air-fuel ratio decreased to 25:1 as shown in Figure 3.7.15. Reductions in fuel

consumption at 1200 rpm and 1800 rpm due to port insulation were similar to those observed at

1500 rpm. The specific fuel consumption measured at the LE-55 operating condition was 175.5

g/gikW-hr. This was within 4.5% of the fuel consumption target. The fuel economy benefits

observed with port insulation were encouraging.

] '-35

ltj ¸

-7

.t

7

; 75

J_av

---O--- Un in related

+P,a_ !nsutated

1000 1500- 200_3 250_

GIMEP (kPa)

Figure 3.7.14: Specific fuel consumption comparison, 1500 rpm, 30:1 air-fuel ratio.
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Figure 3.7.15: Specific fuel consumption measured at 1500 rpm, 25:1 air-fuel ratio,

with and without port insulation.

Volumetric efficiency increased by 1 to 3% for the port insulated cylinder head. Figure 3.7.16

illustrates the volumetric efficiency increase due to port insulation at an engine speed of 1500 rpm

and an air-fuel ratio of 25:1. Volumetric efficiency gains were similar at 1200 rpm and 1800 rpm

and were slightly greater at 30:1 air-fuel ratio. Figure 3.7.17 is a plot of volumetric efficiency

versus GIMEP at an engine speed of 1800 rpm and an air-fuel ration of 30:1. The increase in

volumetric efficiency realized with the insulated cylinder head suggests that the ceramic intake

ports reduced the reheating of the charge air, however, a direct measurement of the air

temperature before and alter the port could not be made.
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Figure 3.7.16: Volumetric efficiency measured at 1500 rpm, 25:1 air-fuel ratio,
with and without insulation.
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Figure 3.7.17: Volumetric efficiency measured at 1800 rprn, 30: I air-fuel ratio,
with and without insulation.

Exhaust port insulation increased the exhaust gas temperature across the range of GIMEP levels

and engine speeds tested, as shown in Figure 3.7.18. At the LE-55 operating condition the

exhaust gas temperature increased 34 K. Figure 3.7.18 is an example of the increase in exhaust

gas temperature at an engine speed of 1800 rpm and air-fuel ratio of 25:1. The increase in energy

in the exhaust gas is a direct result of the exhaust port insulation. The extra energy in the exhaust

gases would have Otherwise been transferred to the cylinder head and lost to the coolant. This

additional energy could be used by the turbocharger to provide increased intake boost, however,

the single cylinder engine used for evaluation could not be equipped with a turbocharger.

Additional testing on a multi-cylinder engine with a turbocharger would fully define the benefits of

exhaust port insulation.

Figure 3.7.18:
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Exhaust gas temperature measured at 1800 rpm, 25:1 air-fuel ratio,

with and without insulation.

3.7.8 Engine Testing - Oil Drilling Turbulators

A large amount of heat is produced in a diesel engine. The heat will accumulate in the cylinder

head where it can have damaging effects including valve bridge cracking. By installing coiled wire

turbulators in strategic locations, heat can be transferred from the cylinder head to the oil coolant.
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Increasedheat transfer to the oil coolant keeps the valve bridges and injector cavity cooler which

in turn decreases the metal temperatures in the cylinder head. Reduced metal temperatures result

in increased thermal fatigue life and engine durability.

The coiled spring were sized using the following two equations:

d = 50Ret° s75_D 3.7.2

P = 10d 3.7.3

Equation 3.7,2 was used to determine the wire diameter for the turbulator. In Equation 3.7.2, D

is the diameter of the oil drilling and Re is the Reynold's number. The diameter of the drilling (D)

was 6 mm or 4 mm. The Reynold's number was dependent on individual drilling flow rates and

drilling characteristics. Equation 3.7.3 was used to determine the pitch of the turbulator which

was ten times the diameter of the coiled spring wire (d).

Turbulators were placed in the cylinder oil supply drilling and three oil drain drillings. The

turbulators ran the length fi'om each drilling entrance to the injector bore. Each turbulator was

stretched and placed inside the respective oil drilling. Afterwards, the turbulator was allowed to

expand and firmly press against the oil drilling wall.

To properly evaluate the effects of turbulators on cylinder head metal temperatures extensive

instrumentation was employed on the single cylinder research engine. Five therrnocouples were

located in the cylinder head: one above the exhaust port, one above the oil drilling but below the

exhaust port, 27 mm above the combustion face, one in the exhaust-exhaust valve bridge, 9 mm

above the combustion face, one above the oil drilling on the intake side, and one below the oil

drilling in the intake-exhaust valve bridge, 9 mm above the combustion face. The single cylinder

research engine conditions run for the turbulator evaluation are shown in Table 3.7.4.

Table 3.7.4: Engine conditions run during evaluation of oil drilling turbulators

Parameter
II

Engine Speed

Injection timing (TVC)

Intake manifold temperature

Fuel in temperature

Oil rifle temperature

Cylinder block coolant out temperature

Cylinder block coolant flow rate

Cylinder head coolant flow rate

Setpoint

1500 rpm

28 °

43°C

40°C

116°C

91 °C

39.3 lpm

12.5 lpm

The turbulators reduced cylinder head metal temperatures in each of the five thermocouple

locations. The temperatures of turbulated and nonturbulated cylinder heads are shown in Figures
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3.7.19 through3.1.28for eachof the thermocouplelocationsat eachair-fuel ratio. As canbe
seenfrom Figures3.7.21and3.7.22for the locationabovetheoil drilling but below theexhaust
port, 27 mm abovethe combustionfaceandFigures3.7.23and 3.7.24 for the exhaust-exhaust
valve bridge location, 9 mm abovethe combustionface, theselocationsshowedthe greatest
temperaturereduction. At anair-fuel ratio of 25:1, theselocationshadan averagetemperature
reductionof 15%and 14%,respectively.At anair-fuelratio of 30:1,thesesamelocationshadan
averagetemperaturereductionof 13%(seeFigures3.7.29and3.7.30alongwith Figures3.7.21
through3.7.24). Thelocationabovetheexhaustport hadthesmallesttemperaturechangeat both
air-fuel ratios: a 1.5%reductionat 25:1 and a 0.7% reductionat 30:1 (seeFigures3.7.29and
3.7.30alongwith Figures3.7.19and3.7.20). Thesmalltemperaturereductionabovetheexhaust
port wasexpectedsincethis locationwasa large distancefrom the turbulatedoil drilling. The
locationabovethe oil drilling on the intake sideand the locationbelow the oil drilling in the
intake-exhaustvalve bridge, 9 mm abovethe combustionface showeda minimal temperature
reductionat bothair-fuel ratios (seeFigures3.7.29and3.7.30alongwith Figures3.7.25through
3.7.28).
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Figu re 3.7.19: Metal temperatures above the exhaust port, with and without turbulators,
25:1 air-fuel ratio.
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.Figure 3.7.20: Metal temperatures above the exhaust port, with and without turbulators,

30:1 air-fuel ratio.
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Figure 3.7.21: Metal temperatures below the exhaust port, above the oil drilling, 27 mm

above the combustion surface, with and without turbulators, 25:1 air-fuel

ratio.
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Figure 3.7.22:

5OO

Metal temperatures below the exhaust port, above the oil drilling,

27 mm above the combustion surface, with and without turbulators,

30: l air-fuel ratio.
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Figure 3.7.23: Metal temperatures at the exhaust-exhaust valve bridge, 9 mm above the

combustion face, with and without turbulators, 25:1 air-fuel ratio.
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Figure 3.7.24:
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Metal temperatures at the exhaust-exhaust valve bridge, 9 mm above the

combustion face, with and without turbulators, 30:1 air-fuel ratio.
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Figure 3.7.25: Metal temperatures above the oil drilling, intake side, with and without

turbulators, 25:1 air-fuel ratio.
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Figure 3.7.26:
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Figure 3.7.27: Metal temperatures 9 mm above the combustion surface, intake-exhaust

valve bridge side, with and without turbulators, 25:1 air-fuel ratio.
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Figure 3.7.28: Metal temperatures 9 mm above the combustion surface, intake-exhaust

valve bridge side, with and without turbulators, 30:1 air-fuel ratio.
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Figure 3.7.29: Percent temperature reduction at head thermocouple location,
25:1 air-fuel ratio.
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Figure 3.7.30: Percent temperature reduction at head thermocouple location,

30:1 air-fuel ratio.

When the turbulators were removed from the cylinder head aRer engine test, no oil coking was

evident in the oil drillings or on the turbulators(- However, two turbulators had bee partially

forced out of their drillings (the turbulators located at the outlets which drain into the cam box).

Based on this observation, larger turbu!ators or machined turbulators should be considered to

prevent this occurrence.

3.7.9 Conclusions - Insulated Cylinder Head

• A finite element analysis (FEA) of the insulated LE-55 cylinder head predicted a maximum

metal temperature of 420°C at the thermally abusive LE-55 operating point.

• The FEA performed on the LE-55 cylinder head predicted infinite thermal fatigue life at the

LE-55 operating condition point.

• Improvements in the intake and exhaust port designs resulted in a 20% increase in effective

flow area with swirl levels cut in half.

• Ceramic intake and exhaust ports fabricated from aluminum titanate were successfully cast

into a grey iron cylinder head.

• Engine performance data collected on a single cylinder research engine suggested that a l to

4% fuel consumption reduction is possible through the use of ceramic port insulation. The

benefits of ceramic port insulation are shown in Table 3.7.5.
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Table 3.7.5: Benefits of ceramic port insulation

Benefit

Reduced metal temperature

above exhaust port

Reduced fuel consumption
GISFC

Increased volumetric

efficiency

Increased exhaust gas

temperature

Observed Value Percent Benefit

62 K 10.5%

2 - 8 g/gikW-hr 1 - 4%

0 - 3.7% 0 -4.3%

16 - 48 K 2 - 5%

• Coiled spring turbulators inserted into the valve bridge cross drillings significantly reduced

metal temperatures in an oil cooled cylinder head.

• The greatest cylinder head metal temperature reductions occurred above and below the

exhaust-exhaust oil drilling. The average unturbulated temperature above the exhaust-exhaust

oil drilling of 300°C was reduced by 15% at an air-fuel ratio of 25:1 with turbulators. At an

air-fuel ratio of 30:1, the average temperature of 266°C Was reduced by 13%. The average

unturbulated temperature below the exhaust-exhaust oil drilling of 380°C was reduced by

14% at an air-fuel ratio of 25:1 with turbulators. At an air-fuel ratio of 30:1, the average

temperature of 338°C was reduced by 13%.

• Due to the large distance between the oil drillings and the thermocouple above the exhaust

port, the use of turbulators resulted jn the smallest temperature reduction above the exhaust

port. The average unturbulated temperature of 337°C was reduced by 2% at an air-fuel ratio

of 25:1. At an air-fuel ratio of 30:1, the average temperature of 293°C was reduced by 1%.

• The temperature reduction due to the use of the oil drilling turbulator enhances the thermal

fatigue life of the LE-55 cylinder head.
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3.8 Radial Combustion Seal Cylinder Liner

A successful cylinder liner design is one that simply and reliably seals combustion pressure while

retaining bore integrity for minimal oil consumption. The cylinder liner concept for the LE-55

engine incorporates oil cooling of the block as well as a radial combustion sealing strategy.

Apart from housing the cylinder kit, the cylinder liner plays an important role in controlling oil

consumption. Large axial clamping forces necessary to seal a conventional cylinder cause bore

distortion. Distortion in the cylinder liner bore can be detrimental to oil consumption. To counter

bore distortion, a unique cylinder liner sealing concept was designed to transform the axial

clamping loads to radial clamping loads.

Figure 3.8.1 illustrates the radial combustion seal cylinder liner design. The radial combustion

seal design involves a top-extended cylinder liner, a grooved cylinder head, and a standard

cylinder head gasket fire ring. The I.D. of the cylinder head groove is machined with a 5° taper

(the groove is wider at its opening than at its bottom). When the cylinder head is placed upon the

top-extended cylinder liner, the chamfer in the cylinder head groove radially forces the fire ring

against the cylinder liner. The resulting combustion seal has large radial clamping forces and

significantly reduced axial forces. Additionally, the radial combustion seal is augmented by

cylinder pressures which work to force the fire ring into the tapered cylinder head groove.

Therefore, combustion sealing is actually improved as cylinder pressure increases.

Figure 3.8.1: Radial combustion seal cylinder liner concept.

Figure 3.8.2 illustrates the difference in force distribution between a 1991 Cummins L10

combustion seal and the radial combustion seal. The objective of the radial combustion seal is to

confine the radial clamping forces to a small region at the top of the cylinder liner. Theoretically,

if the axial loads on the cylinder liner are reduced, bore distortions will be reduced, and oil

consumption control will be enhanced. To verify this hypothesis, a series of tests were performed

to measure cylinder liner distortion on cylinder liners installed in an engine block.
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Figure 3.8.2: Standard cylinder liner versus radial combustion seal cylinder liner force

comparison and their effects on bore distortion.

3.8.1 Bore Distortion Testing

An Incometer was used to measure bore distortion of the cylinder liner. The Incometer is capable

of making bore measurements at different levels along the cylinder axis and at different angles

around the cylinder bore. From the Incometer measurements it is possible to determine actual

bore distortion and calculate an average or RMS distortion over all or part of the cylinder liner.

In previous bore distortion tests a torque plate was used in place of the cylinder head. Holes were

bored through the plate to allow the Incometer to be installed fi'om above. For this investigation,

however, a cylinder head was used instead of a torque plate since it was thought that the torque

plate could not truly duplicate the complicated clamping loads of a cylinder head. A holding

fixture was fabricated to support the Incometer fi'om the crankshaft main bearing journals with the

engine block invertedl In this way, it was possible to have the cylinder head and main bearing

caps in place and torqued to specification while making measurements with the Incometer.

A statistical design of experiments was used to identify the effects of various factors on bore

distortion. Three different head bolt clamp loads were tested: 100%, 75%, and 50% load. The

effects of the fire ring were also included by testing with two different diameter fire rings and no

fire ring. Two cylinder heads were tested, the 1991 Cummins L10 cylinder head modified for a

single cylinder engine and the LE-55 cylinder head. There was concern that there may be an

interaction between the dowel in the cylinder block used to locate the cylinder head and the radial

combustion seal cylinder liner which also acts as a dowel for the cylinder head. As a result, tests

were made with and without the cylinder block dowel.

The bore distortion testing served a dual purpose. Primarily, the tests were used to compare the

distortions of the radial combustion seal cylinder liner to that of the 1991 Cummins L10 cylinder
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liner. Secondly, the tests were used to investigate the root causes of cylinder liner distortion.

Identifying the root causes required an examination of the magnitude and order of the distortions.

Figure 3.8.3 shows the RMS distortion in the upper half of the two cylinder liners investigated. It

can be seen that the distortion of both cylinder liners is much greater with the cylinder head

torqued onto the engine block than without. The radial combustion seal cylinder liner and the

conventional cylinder liner have nearly the same magnitude of distortion in the upper half of the

cylinder liner with the cylinder head bolted on.
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Figure 3.8.3: RMS distortion comparison between a 1991 Cummins L10 cylinder liner

and a radial combustion seal cylinder liner at the upper region of the bore.

The primary contact surface between the cylinder head and the radial combustion seal cylinder

liner is through the fire ring. Other locations where the cylinder liner contacts the cylinder hea d

and cylinder block are "slip" fits and are not intended to cause distortion. As shown in Figure

3.8.3, however, the bore of the radial combustion seal cylinder liner distorts when the cylinder

head is bolted down without the fire ring. This distortion indicates an interaction between the

liner and block or head other than through the fire r_g. _ .... ....

The most significant difference between the 1991 Cummins L10 cylinder liner and the radial

combustion seal cylinder liner is the RMS distortion in the lower half of the cylinder liner. The

radial combustion seal cylinder liner has significantly more distortion than the 1991 Cummins L 10

cylinder liner, as shown in Figure 3.8.4. In this case, however, the distortions of the radial

combustion seal cylinder liner without the fire ring are about the_eas_the-cdse_¢ithout-t_

cylinder head. The interaction between the cylinder head or cylinder block and the cylinder liner
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that was observed in the upper portion of the cylinder liner is not observed in the lower portion of

the cylinder liner.
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Figure 3.8.4: RMS distortion comparison between a 1991 Cummins L10 cylinder liner

and a radial combustion seal cylinder liner at the lower region of the bore.

Based on the statistical test matrix, the largest contributor to the distortion of the lower half of the

radial combustion seal cylinder liner is due to the fire ring. In fact, without the fire ring. the lower

distortion is equivalent to the distortion without the cylinder head (Figure 3.8.4). It can be

concluded from these tests that the interaction between the fire-ring and the cylinder head and

cylinder liner causes the distortion at the top of the cylinder liner to be transmitted to the lower

half of the radial combustion seal cylinder liner.

Figure 3.8.5:

• .,."

Harmonic orders of distortion.
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The harmonicorder of the distortions(Figure3.8.5) in the 1991CumminsL10 and the radial
combustionsealcylinderlinerwerealsocharacterizedto assesstheeffectof theradialcombustion
sealcylinderliner. The software for the Incometer incorporates a Fourier analysis to determine

the magnitude of each mode of distortion. It was found that the lower order distortions (modes

0-5) show no statistically significant difference between the 1991 Cummins L10 and radial

combustion seal cylinder liner. However, at the higher orders (modes 6-8) there is a significant

difference. The i991 Cummins L10 cylinder liner has larger distortions of the higher order than

the radial combustion seal cylinder liner. Piston rings cannot conform to the higher order

distortions as well as they are able to conform to the lower order distortions. This nonconformity

may cause greater oil consumption with the 1991 Cummins L10 cylinder liner than with the radial

combustion seal cylinder liner.

Results from this analysis indicate that the overall magnitude of distortions in the radial seal liner

will not be lower than the 1991 Cummins L10 cylinder liner. However, the harmonic order of the

distortions will be lower. Since the ring can conform better to lower order harmonics in the

cylinder liner, a benefit in oil consumption might be expected.

3.8.2 Sealability Testing

The concept behind the radial seal cylinder liner allows for lower clamping loads to maintain

similar sealing characteristics. Sealability tests were performed to help understand how the axial

clamping load affected the sealing characteristics of the radial seal cylinder liner.

Sealability testing work was carried out at Fel-Pro. Two fixtures were constructed. One fixture

simulated the cylinder block and held the cylinder liner, while the other fixture was comprised of a

plate with a machined groove to simulate the cylinder head. A dummy piston was used to seal the

gases and a mass flow transducer was used to monitor air leakage. The radial seal cylinder liner

was mounted in the fixtures. An MTS machine was used to load the cylinder head fixture. In this

manner it was possible to vary the load on the cylinder head, simulating different torque loads on

the cylinder head bolts. It was also possible to vibrate the cylinder head fixture to simulate

dynamic loads. For all tests the cylinder was pressurized to 13.8 MPa with nitrogen gas. Tests

were run at both ambient and elevated (150°C) temperatures.

The fire ring in the 1991 Cummins LI0 cylinder head gaskets requires approximately 700 kN/m to

seal combustion pressures. Sealability tests showed the radial combustion seal could seal

effectively down to clamping loads as low as 263 kN/m. At 175 and 219 kN/m substantial

leakage was observed. The monitoring period for all of the tests was between 15 minutes and 1

hour. Testing at 150°C showed no gas leakage with clamp loads of 263 kN/m. These results

indicate the use of the radial combustion seal cylinder liner requires 60% lower clamping loads to

achieve static sealing characteristics similar to the 1991 Cummins L10 cylinder liner.

The concept behind the radial combustion seal cylinder liner is to seal the combustion gases with

the wire fire ring. There should be no direct contact between the cylinder head and the cylinder

liner, except through the fire ring. It was desired to determine whether the sealing action was due

to the fire ring or inadvertent contact between the cylinder head and cylinder liner. The sealability

test fixture was assembled without the fire ring and pressurized. The leak rate observed without
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the fire ring was high for all clamping loads tested. This indicated that the seal is accomplished

through the fare ring.

Dynamic sealability tests were also performed at room temperature and at 150 °C. In these tests,

the cylinder head fixture was vibrated by 0.017 to 0.018 mm at 16 and 32 Hertz. The cylinder

head was loaded to a clamping load of 350 kN/m (approximately 150kN) and the cylinder

pressurized to 13.8 MPa. No gas leakage was observed during these tests.

Results of the sealability testing showed no gas leaks in the static and dynamic tests at ambient

and elevated temperatures. Based on these tests it was believed that the radial combustion seal

cylinder liner would be able to seal combustion pressures in an operating engine at bolt loads 50%

less (350 kN/m) than the 1991 Cummins L10 cylinder liner.

3.8.3 Cooling Jacket Heat Transfer Enhancement

Using engine off as a cooling medium for the cylinder liner presented challenges due to the

thermal property differences between oil and water. Oil has a higher specific heat than water, is

more viscous than water and operates at a higher temperature than water. These characteristics

make using oil as a coolant more difficult.

As with the cylinder head, increasing heat transfer from the cylinder liner to the cooling oil in the

cylinder block was examined. Unlike the cylinder head oil drillings, the water jacket on the 1991

Cummins L10 cylinder liner would not allow for flow turbulence. To enhance the heat transfer

within the water jacket, performance of extended heat transfer surfaces or fins was investigated.

Cylinder liners were prepared for bench testing by machining separate heat transfer fin geometries

(small circumferential, larger circumferential, small axial and large axial) into their respective

cooling jackets. Of the heat transfer fin geometries evaluated, the greatest increase in heat

transfer was demonstrated with the large axial fins Figure 3.8.6 compares the heat transfer

coefficients for different geometries. Large axial fins increased heat transfer by a factor of 1.7.
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Figure 3.8.6: Heat transfer rate comparison for cylinder liner heat transfer enhancements.
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After benchtesting, the cylinderliner with the largeaxial, water jacket heat transferfins were
placedon test in the singlecylinder L10 engine(SCE L10). Extensiveinstrumentationwas
employedon the SCEL10. The cylinderlinerswere instrumentedwith 12 thermocoupleseach
for measuringmetaltemperatures.Thethermocoupleswere placedat threeaxial locations: first
ring top reversal, second ring top reversal and first ring bottom reversal. Four thermocouples

were installed at each axial location and space 90 ° apart around the circumference of the cylinder

liner. Thermocouple locations are illustrated in Figure 3.8.7.
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Figure 3.8.7: Thermocouple locations on the cylinder liner with large axial cooling

jacket fins. All dimensions in millimeters.

Finned and standard cylinder liners were evaluated in SCE L 10 tests. The effect of two coolants

(50/50 ethylene glycol - water mixture and 15W-40 oil) and coolant flow rate on cylinder liner

metal temperatures was also investigated. To properly evaluate the effects of the heat transfer

fins, several engine operating parameters were held constant as shown in Table 3.8.1.

Table 3.8.1: Engine operating parameters held constant for cylinder liner heat transfer

fin evaluation

Parameter

Engine Speed

Injection timing (TVC)

Intake manifold temperature

Fuel in temperature

Oil rifle temperature

Cylinder block coolant out temperature

Cylinder block coolant flow rate

Cylinder head coolant flow rate

Setpoint

1500 rpm

28"

43°C

40°C

116°C

91 °C - 50/50 glycol / 116°C - oil

39.3 lpm

12.5 lpm
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Two air-fuel ratioswererun: 25:1and30:1. In orderto obtainthe averagetemperatureat each
peak cylinderpressureand air-fuel ratio, the four thermocouplesat eachaxial locationon the
cylinderlinerwereaveragedtogether.

High speedcylinderpressuredatawere collectedto determinegross indicated mean effective

pressure (GIMEP) and heat release. A needle _ sensor was used to monitor the start of fuel

injection. This instrumentation allowed for precise control and monitoring of engine operation.

Test results showed at first ring top reversal and an air fuelratio of 25:1 that heat transfer fins

reduce the cylinder liner temperature by an average of 10% with the 50/50 glycol coolant and by a

average of 7% with oil as coolant as shown in Figure 3.8.8. At an air-fuel ratio of 30:1, heat

transfer fins reduced the cylinder liner temperature by an average of 8% with the 50/50 glycol

coolant and by an average of 7% with oil as coolant as shown in Figure 3.8.9.
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Figure 3.8.8: Cylinder liner temperatures at first ring top reversal, 25:1 air-fuel ratio.
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Figure 3.8.9: Cylinder liner temperatures at first ring top reversal, 30:1 air-fuel ratio.

At second ring top reversal and an air-fuel ratio of 25:1, heat transfer fins reduced the cylinder

liner temperature by an average of 12% with 50/50 glycol as coolant and by an average of 3%

with oil as coolant as shown in Figure 3.8.10. At an air-fuel ratio of 30:1, heat transfer fins

reduced the cylinder liner temperature by an average of 9% with 50/50 glycol as coolant and by

an average of 4% with oil as coolant as shown in Figure 3.8.11.

300

.... 25O

200
&
E

150

Standard - Glycol
Rnned - Glycol
Finned- Oil

Standard-Oil

100 -
I0.0 12.0 14.0 16.0 18,0 20.0 22,0 24.0

Peak Cylinder Pressure (MPa)

Figure 3.8.10: Cylinder liner temperatures at second ring top reversal, 25:1 air-fuel ratio.
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Figure 3.8.11: Cylinder liner temperatures at second ring top reversal, 30: I air-fuel ratio.

At first ring bottom reversal and an air-fuel ratio of 25:1, heat transfer fins reduced the cylinder

liner temperature by an average of 7% with 50/50 glycol as coolant. However, heat transfer fins

increased the cylinder liner temperature by an average of 6% with oil as coolant as shown in

Figure 3.8.12. At an air-fuel ratio of 30:1, heat transfer fins reduced the cylinder liner

temperature by an average of 6% with 50/50 glycol as coolant. However, heat transfer fins

increased the cylinder liner temperature by an average of 5% with oil as coolant as shown in

Figure 3.8.13. It is possible that the fins affected the oil coolant flow at the first ring bottom

reversal location causing the temperature increase.
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Figure 3.8.12: Cylinder liner temperatures at first ring bottom reversal, 25:1 air-fuel

ratio.
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Figure 3.8.13: Cylinder liner temperatures at first ring bottom reversal, 30:1 air-fuel ratio.

At first ring top reversal, heat transfer fins reduced the cylinder temperature by an average of 9%

with 50/50 glycol as coolant and by an average of 7% with oil as coolant At second ring top

reversal, heat transfer fins reduced the cylinder liner temperature by an average of 11% with 50/50

glycol as coolant and by an average of 4% with oil as coolant. At first ring bottom reversal, heat

transfer fins reduced the cylinder liner temperature by an average of 7% with 50/50 glycol as

coolant but increased the cylinder liner temperature by an average of 6% with oil as coolant.

Averaging all measured locations, heat transfer fins reduced the cylinder liner temperature by an

average of 9% with 50/50 glycol as coolant and 2% with oil as coolant.

The effects of oil flow rate on cylinder liner temperatures are shown in Figures 3.8.14 through

3.8.19. All temperature measurements for the figures were taken at an air-fuel ratio of 25:1
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Figure 3.8.14: Finned cylinder liner temperatures at first ring top reversal versus coolant

oil flow rate, 25: l air-fuel ratio.
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Finned cylinder liner temperatures at second ring top reversal versus

coolant oil flow rate, 25:1 air-fuel ratio.

Figure 3.8.16:
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Figure 3.8.17: Standard cylinder liner temperatures at first ring top reversal versus
coolant oil flow rate, 25: l air-fuel ratio.
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Figure 3.8.18: Standard cylinder liner temperatures at second ring top reversal versus

coolant oil flow rate, 25:1 air-fuel ratio.
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Figure 3.8.19: Standard cylinder liner temperatures at first ring bottom reversal versus

coolant oil flow rate, 25:1 air-fuel ratio.

3.8.4 Conclusions - Radial Combustion Seal Cylinder Liner

• The radial combustion seal cylinder liner had bore distortion in the upper half of the cylinder

liner that are similar to the 1991 Cummins L10 cylinder liner. The radial combustion seal

cylinder liner had larger distortion ihan the 1991 Cummins L 10 cylinder liner in the lower half

of the cylinder liner.

• The distortion in the radial combustion seal cylinder liner were of a lower harmonic order than

in the 1991 Cummins L10 cylinder liner. The lower order harmonic distortions in the radial

combustion seal cylinder liner might help to reduce oil consumption.

• Sealability tests predicted that the radial combustion seal cylinder liner would effectively seal

combustion pressures at 50% lower bolt loads than the 1991 Cummins LI0 cylinder liner.
Lower bolt loads could result in lower bore distortion.

• The use of large axial heat transfer fins increased the heat transfer to the coolant by 1.7 times.

• A cylinder liner with large axial heat transfer fins machined into the cooling jacket region

showed marked metal temperature reduction over a cylinder liner with no heat transfer fins.

The fins reduced cylinder liner temperatures by an average of 9% with 50/50 glycol as coolant

(91°C) and 7% with oil as coolant (116°C) at the first ring top reversal location. At the

second ring top reversal location, heat transfer fins had an average temperature reduction of

[ I% with 50/50 glycol as coolant (91°C) and 4% with oil as coolant (I 16°C). Heat transfer

fins had an average temperature reduction of 7% with 50/50 glycol as coolant (91 °C) at the

top ring reversal location. Heat transfer fins increased cylinder liner temperatures by an

average of 6% with oil as coolant (116°C) at the top ring bottom reversal location.

• Oil coolant flow rate had a minimal effect on temperature reduction with the firmed cylinder

liner. However, with the cylinder liner with no fins, increasing the oil coolant flow rate from

19 lpm to 28 lpm resulted in temperature reductions of 4%, 4°,4 and 6% at the first ring top

reversal, the second ring top reversal and the first ring bottom reversal locations, respectively.
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3.9 Alternative Combustion Seals

With increasing demands on engine performance, engine components are required to have greater

durability and to perform under more stressful conditions. Alternative combustion seals were

investigated to determine their capability to handle high peak cylinder pressures and temperatures.

With reliable and durable combustion seals, engine performance and longevity can be increased.

3.9.1 C-Ring Seal and Omega Seal

As an alternative to the radial combustion seal (See Section 3.8 Radial Combustion Seal

Cylinder Liner) two active combustion seal designs were evaluated: a C-Ring combustion seal

and an Omega combustion seal. Figures 3.9.1 and 3.9.2 illustrate the geometry of the C-Ring

combustion seal and the Omega combustion seal, respectively.

Interaction here

Water Jacket

Side

Gas Pressure

Side

Figure 3.9.1: Installed C-Ring combustion seal geometry.

Water Jacket

Side
Gas Pressure

Side

Figure 3.9.2: Installed Omega combustion seal geometry.

/'he characteristic of an active combustion seal is any movement by the cylinder head will cause a

corresponding movement by the combustion seal. The C-Ring combustion seal seals by the spring

action of the seal geometry. The Omega combustion seal seals by the spring action of the seal

geometry and is augmented by hn-cy/inder gas pressure. Both seals were design to crush down

14% when installed in an engine. Table 3.9.1 lists other pertinent data with regard to each

combustion seal.
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Table 3.9.1: C-RingandOmegacombustionsealdata

Manufacturer
JacketMaterial

Coating
SpringMaterial

O.D.

C-Rin_Seal
AdvancedProducts

Alloy 718
Nickel

Alloy X-750
139.7mm

OmegaRin_Seal
Parker-O-SealDivision

Inconel718
Soft nickel

na

137.2 mm

3.9.2 Assembly and Engine Test

The seals were evaluated over steady state and thermal cycle tests in a single cylinder research

engine. Steady state tests were performed at 20.7 MPa peak cylinder pressure at an air-fuel ratio

of 30:1. The thermal cycle tests consisted of operating the engine at the steady state point for

three minutes and at a no-load point for three minutes for a six minute cycle. A minimum of four

hours of steady state testing and a minimum of 16 hours of thermal cycle testing (160 cycles)

were required to pass the evaluation. Tests were conducted with standard head bolt torques (2 ! 7

N-m +90 °) and reduced head bolt torques (217 N-m and 136 N-m).

Since it was unknown how the C-Ring combustion seal would perform at reduced head bolt

torques, testing was started at standard head bolt torques (217 N-m +90 °) and progressed to

reduced head bolt torques. Rough calculations were performed to determine the lowest

theoretical head bolt torque where the clamping load would equal the gas pressure force. The

formula used to calculate clamping load from head bolt torque was:

Clamping Load = 0.2 x torque x dbol, 3.9.1

where dbojl is the bolt diameter.

At a head bolt torque of 136 N-m, the clamping load on the cylinder head just exceeded the gas

pressure force at 22.1 MPa peak cylinder pressure. Testing of the Omega combustion seal was

started at a reduced head bolt torque of 136 N-m.

In steady state tests, the C-Ring combustion seal satisfactorily performed at head bolt torques of

217 N-m +90 ° and 217 N-m. At a head bolt torque of 136 N-m, the C-Ring combustion seal

leaked. During thermal cycle testing, the C-Ring combustion seal performed well at the standard

head bolt torque of 217 N-m +90 °. However, at 217 N-m, the C-Ring combustion seal leaked.

The C-Ring was not thermal cycle tested at 136 N-m as shown in Table 3.9.2.
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Table 3.9.2: Test resuks of C-Ring combustion seal - 20.7 MPa peak cylinder pressure

Head Bolt Load

136 N-m

217N-m

217 N-m +90 °

Stead_¢ State Thermal C_,cle
Seal leak Not tested

_" Seal leak
¢, ¢,

The Omega combustion seal performed adequately in steady state tests at a reduced head bolt

torque of 136 N-m. Since the Omega combustion seal did not leak at this head bolt torque, the

seal was not tested at 217 N-m nor 217 N-m +90 °. In thermal cycle tests, the Omega combustion

seal leaked aider 3.4 hours at a head bolt torque of 136 N-m. However, the Omega combustion

seal satisfactorily performed during thermal cycle tests at a head bolt torque of 217 N-m.

Therefore, the Omega combustion seal was not tested at 217 N-m +90 ° as shown in Table 3.9.3.

Table 3.9.3: Test results of Omega combustion seal - 20.7 MPa peak cylinder pressure

Head Bolt Load
I

136 N-m

217 N-m

217 N-m +90 °

Stead_" State Thermal C_'cle
_" Seal leak

Not tested ¢"

Not tested Not tested

3.9.3 Conclusions - Alternative Combustion Seals

• The Omega combustion ring performed well at a reduced head bolt torque of 136 N-m in

steady state tests. The seal leaked at 136 N-m head bolt torque during thermal cycle tests.

The Omega combustion seal satisfactorily performed during a 16 hour thermal cycle test at a

reduced head bolt torque of 217 N-m.

• The C-Ring combustion seal leaked at a reduced head bolt torque of 136 N-m during steady

state tests. The seal also leaked at a reduced head bolt torque of 217 N-m during thermal

cycle tests. The C-Ring combustion seal performed satisfactorily at the standard head bolt

torque (217 N-m +90°).

• It was thought that the C-Ring combustion seal failed before the Omega combustion seal due

to the manner in which the C-Ring is seated into the groove (gland) in the cylinder liner.

When the C-Ring combustion seal was installed into the cylinder liner groove, it fit quite

snugly around the O.D. of the cylinder liner groove. It is possible that the interaction between

the ends of the seal gap and the groove O.D. restricted the seal's ability to flex and remain

resilient. When the cylinder head was torqued down and the seal crushed, the forces between

the cylinder liner groove O.D. and the C-Ring may have increased. It was hypothesized that

during engine operation the aforementioned forces would further increase as the seal heated

up and expanded into the cylinder liner groove.
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3.10 Powdered Metal Cylinder Liner

Friction and wear are important issues in cylinder liner design. For the LE-55 concept engine,

various powdered metal (PM) cylinder liner materials were examined for their tribological

properties. The powdered metal material can improve the wear characteristics and reduce friction

which should help the cylinder kit achieve and withstand the conditions imposed by the operating

requirements of the LE-55.

The evaluation of PM materials concentrated on identifying materials for use in cost-effective,

high durability cylinder liners as part of an optimized tribological system. The PM technology

lends itself to optimizing a cylinder liner that will meet many different physical requirements. The

goal of this test program was to find a material that would give an order of magnitude reduction

in piston ring and cylinder liner wear compared to conventional materials (electroplated hard

chromium tings and pearlitic grey cast iron liners). Also, the material should maintain a low

friction coefficient.

3.10.1 Material Selection

PM cylinder liners are made from blend of metal powders that optimize mechanical and

tribological properties. The process and methods of using a cold isostatic dry bag press for

producing cylinder liners has been in the development for about ten years. The powders are

compacted into the final shape and sintered. After sintering the cylinder liners are thermally or

isostatically sized to give as accurate a shape as possible.

It is well known that PM materials have porosity. The shape, size and amount of pores can be

controlled by the type of powder, compaction pressure, sintering procedure and type of alloying

elements. The pore system can serve as a natural reservoir for the lubricant oil. This will serve to

retain oil on the cylinder walls for engine startup. In many of the PM materials available for

cylinder liners it is possible to have different solid lubricants in the pore system. This has the

potential of reducing friction and minimizing metal-to-metal contact. This becomes most

important when there is no oil or very thin layer of oils at piston top dead center.

One of the PM cylinder materials examined, TS56, has a fine pearlite matrix with a micro

hardness of 250 to 350 MHV 0.!0. The structure is strengthened by phosphorus and copper in

solid solution. In comparison to high phosphorus gray cast iron, PM materials do not form free

steadite. The mechanical properties are superior to gray cast iron, especially tensile strength, yield

strength and modulus of elasticity. TS56 can be used where reduced cost is important.

A TS62

strength
bainite.

146,000

material containing alloying materials Ni and Mo was examined in order to build a high

and wear resistance matrix. This material contains a structure of martensite, pearlite and

The tensile strength is approximately 650 MPa and the modulus of elasticity is over

MPa. This material can contain solid lubricant to help lower friction.

TS29, a high efficiency PM material with higher surface hardness and stiffness, was also studied.

The tribological properties of TS29 are superior to those of TS56 and TS62. The structure of

TS29 consists of a fine pearlite strengthened with alloying metals. A high alloyed carbide
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containingstructure is embeddedin the pearlitewhich givesTS 29 excellenthigh temperature
wear properties. TS29 can be fabricatedwith different solid lubricantsdependingon the

application. Table 3.10.1 lists a comparison of the PM materials tested.

Table 3.10.1: Comparison of mechanical properties of gray cast iron, TS29, TS56 and TS62

cylinder liner materials. Values listed are typical for the materials studied

Material Density Tensile Elongation Modulus of Macro Micro

Strength Elasticity Hardness Hardness

(_/cm 3) (MPa) (%) (MPa) (HV10) (HV0.1)

Gray Iron 7.2 300 <1 100,000 210

TS56 6.9 600 i.2 140,000 170 250-350

TS62 6.9 650 1.5 140,000 195 250-500

TS29 6.8 550 1 130,000 210 300-500

Microstructures of the PM materials were obtained from the suppliers. All the materials

investigated were largely pearlitic. However, the TS62 and TS29 grades contained some

martensite. The TS56 material contained grain boundary carbide/phosphide networks. The TS29

grade, a mixture of 20% M2 tool steel with an iron based powder, contained regions of essentially

unalloyed M2 tool steel with a fine carbide dispersion (primarily WC). One of the differences

between the PM materials and the cast irons was the lower carbon content, typically 1%, of the

former. Thus, PM materials contained much less free graphite than the cast irons. The chemical

composition of various cylinder liner materials is listed in Table 3.10.2.

Table 3.10.2: Percent composition by weight for gray cast iron and various PM cylinder
liner materials

Material C Si Mn P S Cu Ni Mo Cr V Other

Gray 3,2 1.8 0.5 0.15 0.1 0

Iron to to to max max to

5.5 2.6 0.8 1.0

TS56 1.1 0.45

TS62 0.9 0.6 0.4 1.6

TS62-1 0.9 0.6 0.4

TS29 1.4 0.06 0.7 0.4 2.0

TS29-6 1.2 0.6 1.0 0.4

TS29-7 1.2 0.6 1.0 0.4

0 0 0.2

to to to

0.5 0.5 0.8

4.0 0.5

1.0

1.0 0.8 0.4 W:

1.3

M2A

1203:

20

M2:

20
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3.10.2 Wear Testing

Wear tests were performed on a Cameron Plint reciprocating wear tester. The test conditions

were chosen to represent the ring/cylinder liner engine environment near to the top ring reversal

position. Liner samples were tested against one of the advanced piston ring coatings, a High

Velocity Oxy-Fuel Chrome Carbide/Nichrome coating. The test time was six hours and the

normal load was 225 N. The lubricant (CE/SF 15W-40) was dripped onto the samples at a rate of

one drip every ten seconds. Fresh oil was used with the system heated to 200°C and 350°C.
Sooted oil was tested at 200°C.

Common practice in the diesel and automotive industries is to apply a thin coating of manganese

phosphate (Lubrite) to cylinder liners to facilitate break-in of the engine. The Lubrite process was

not applied to the cylinder liner materials investigated. All data reported here refer to uncoated

cylinder liner samples.

The results of the wear tests are shown in Figures 3.10.1, 3.10.2 and 3.10.3. Figure 3.10.1 shows

normalized average cylinder liner wear for each condition and material tested. It can be seen that

the PM materials reduced wear by more than 50%. The best PM candidate (TS29-6) showed

wear less than 10% of the standard gray iron cylinder liner. The measured ring wear was about

the same for all the PM candidates as shown in Figure 3.10.2. Figure 3.10.3 shows a small

decrease in fi'iction with the powder metal materials.
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Figure 3.10.1: Normalized average wear for various cylinder liner materials.
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Figures 3.10.4, 3.10.5, and 3.10.6 illustrate the effects of oil conditions on ring wear coefficients

for various cylinder liner materials. As shown in Figure 3.10.4, the powdered metal cylinder liner
materials have little effect on wear in flesh oil at 200°C. Wear test were also conducted on

various cylinder liner materials in fresh oil at 350°C and sooted oil at 200°C. The results from

these tests are illustrated in Figures 3.10.5 and 3.10.6.
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Figure 3.10.4: Ring wear coefficient for various cylinder liner materials in fi'esh oil at 200°C.

Rings coated with HVOF Cr3C2 - 20% NiCr.
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Figure 3.10.5: Ring wear coefficient for various cylinder liner materials in fi'esh oil at 350°C.

Rings coated with HVOF Cr3C: - 20% NiCr.
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Figure 3.10.6: Ring wear coefficient for various cylinder liner materials in sooted oil at 200°C.

Rings coated with HVOF Cr3C2 - 20% NiCr.

3.10.3 Wear Surfaces

The 350°C flesh oil tests resulted in cylinder liner wear surfaces covered with oil deposits and

surface films which largely obscured the microstructural features. The appearance of the wear

scars clearly indicated that the liner wear mechanism at high temperatures is dominated by

corrosive mechanisms such as oxidation and reaction with lubrication additives.

The wear scar from the baseline pearlitic gray iron liners in flesh oil showed a substantial amount

of pitting and possible evidence of corrosive wear, either by oxidation or reaction with lubricant

anti-wear additives. There was no abrasive wear normally evidenced by ploughed wear grooves

running parallel to the sliding direction. Delamination around the graphite flakes was visible as

lifting &thin layers of metal.

With high-soot oil the gray iron wear surface showed substantial abrasion. Pitting and surface

films were visible in some areas. However, much of the surface appeared to be clean. It is
believed that the anti-wear additives in the sooted oil were less active than in the flesh oil due to

reactions with the soot and oxidative depletion of the additives.

A flesh oil wear scar on the TS56 sample was dominated by abrasive wear grooves with little

evidence of chemical attack. Wear rates were lower than for the pearlitic gray cast iron cylinder

liner. Abrasion was still the dominant wear mechanism with high-soot oil, although etched

pearlite colonies were resolved in the wear surface, indicating some chemical attack.

A flesh oil wear scar on the TS62 sample showed evidence of abrasive wear, although wear

grooves were less deep than the TS56 material. Evidence of pitting was also observed. With
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high-sootoil, thewear scarshowedabrasion(again,lessthan for materialTS56) andetchingof
pearlitecoloniesindicatingcorrosivewear.

The TS29 material showeda mixture of pitting and deep abrasionmarks on the fresh oil
lubricatedwearsurface.M2 tool steelregionsdid not appearpitted.

3.10.4 Conclusions - Powered Metal Cylinder Liner

The best powdered metal (PM) material studied was TS29-6. This material showed the

largest decrease in wear and a small improvement in friction. The standard TS29 material also

performed well.

• Cylinder liner wear mechanisms were dominated by two processes - chemical attack or

reaction with oil additives, and abrasion.

• The cost of the PM cylinder liner, estimated at mature production volumes, is anticipated to

be 50% greater than the current bainitic gray cast iron cylinder liner.
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3.11 System Demonstration Testing

The final task for Phase IV of the program was to run a steady state test and a transient cycle test

with all the developed in-cylinder components installed in the single cylinder research engine (SCE

L 10). The in-cylinder components to be evaluated in these tests were:

• Spherical joint piston and connecting rod

• Reduced cross-section steel top ring

• Iron second and steel oil ring

• Strategically oil cooled cylinder head

• Oil drilling turbulator inserts

• Radial combustion seal cylinder liner with cooling jacket heat transfer fins

3.11 1 Engine Test Matrices

The program requirement for the Cummins In-Cylinder Components program was that the steady

state test and thermal cycle test be run for I00 hours each at the LE-55 operating point. Engine

operating parameters for each 100 hour test are shown in Table 3.1 I.I. All engine operating

parameters were to be held constant for the steady state test. The thermal cycle test, however,

involved cycling the fueling between full load and high idle on a 3 minute interval so that a

complete cycle would comprise 6 minutes. The 6 minute cycle length allowed for 10 cycles per

hour or 1000 cycles in 100 hours.

Table 3.11.1:100 hour Steady State and Thermal Cycle engine parameters for

System Demonstration Testing

Test: , Stead_ State Thermal C_,cle

Duration 100 hours 100 hours

Engine speed

Air-Fuel ratio:

Peak cylinder pressure

Engine coolant

Coolant temperature

1500 rpm
30:I

20.7 MPa

15W-40 Oil

ll0°C

1500rpm

30:1 (fullload)

20.7MPa(fullload)
15W-40 Oil

ll0°C

A separate single cylinder research engine was built up for each test. During the engine build for

the steady state test the cylinder head port insulation was found to be damaged. An uninsulated

cylinder head was substituted. All other in-cylinder components for these builds were as listed
above.

The single cylinder research engine built up for the steady state test was placed on test on

Monday, July 31, 1995. The engine accumulated 24 hours at the LE-55 steady state test

conditions by Friday, August 4, 1995. Continuous (around the clock) engine testing was initiated
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on Monday,August 7, 1995. Seventy-eighthours at the LE-55 steadystate conditionswere
accumulatedcontinuouslyon the enginethrough the first shift on Thursday, August 10, 1995.

Total test time at the LE-55 steady state conditions was 102 hours.

A check of the peak cylinder pressures for the LE-55 steady state conditions was conducted at the

conclusion of the test. The cylinder head was removed from the engine and a cylinder pressure

transducer was installed. Removal of the cylinder head permitted visual inspection of the cylinder

head combustion face, the piston crown and the cylinder liner. The hardware appeared to be in

excellent condition. The spherical joint piston could still be rotated by hand. Post test check of

the cylinder pressure showed that the engine had been operating with peak cylinder pressures in
excess of 20.7 MPa.

The second single cylinder research engine built up for the thermal cycle test was placed on test

on Wednesday, August 30, 1995. The engine ran continuously for approximately 50 hours before

being shutdown for an extended holiday weekend. After test restart, the single cylinder research

engine ran continuously until the end of test. The engine test was completed on Thursday,

September 7, 1995. A total of 103.5 test hours were accumulated at the thermal cycle conditions

resulting in 1021 cycles.

3.11.2 Post Test Analysis

The in-cylinder components (piston, connecting rod, piston rings, cylinder liner and cylinder head)

evaluated in the 100 hour thermal cycle test were the same as those tested in the 100 hour steady

state test. Post thermal cycle test observations of the hardware follow.

SPHERICAL JOINT PISTON- The piston did not exhibit any signs of abrasive skirt-to-cylinder

liner wear. The piston was free to rotate on the connecting rod ball without any binding.

The piston did not appear to have rotated during the tests as evidenced by discrete spray plume

burn spots on the combustion bowl rim. A small dent in the fiat of the combustion bowl cone was

observed indicating a possible impact with the injector nozzle tip. The rings appeared to be in

good condition.

A detailed analysis of the spherical joint piston was provided by Kolbenschmidt AG.

The skirt diameter may be somewhat too large in the upper part. There is distinctive wear

down to the bottom of the lathe cut grooves. To reduce this wear it may be helpful to

remove the short skirt oil drain grooves thus enhancing the size of the skirt pads which run

undisturbed. The end of the skirt appears to be in poor condition. On one side, at the

height of the threaded ring, there is much skirt wear. It appears that the threaded ring

thermally expanded and forced the skirt out and thus enlarged the skirt diameter. The

diameter of the oil drain holes in the threaded ring could be enlarged to increase the oil

change rate in the piston with the expectation that piston and skirt temperatures will be

reduced. For the next piston design iteration it is suggested that a redesigned skirt barrel

profile be incorporated.
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Thefirst andsecondringsappearto have run very hot. The first ring appears to be

slightly overheated in the vicinity of the ring gap. The ring land between the first

and second ring is too small in diameter resulting in the deposition of hard carbon

which has polished the cylinder liner.

SPHERICAL JOINT CONNECTING ROD - The connecting rod appeared to be in excellent

condition. The spherical joint did not have any significant end play between the connecting rod

and piston. The connecting rod could be moved freely and smoothly within the piston socket.

However, it was observed that the holder tings could rotate within the socket by moving the

connecting rod. The situation with the holder rings indicated that the threaded ring torque had

relaxed during engine test. The big end connecting rod bearings were in excellent condition with

much of the original top layer bearing material still present.

CYLINDER LINER - The cylinder liner appeared to be in excellent condition. No excessive

wear in the cylinder liner bore surface was observed. A raised section of carbon built up above

the top ring reversal location was noted. The heat transfer fins located in the cylinder liner

cooling jacket were clean and free of oil deposits.

CYLINDER HEAD - The cylinder head tested was the original design iteration with only three

valve bridge drillings: two intake-exhaust and one exhaust-exhaust. The redesigned cylinder head

has four oil bridge drillings. The cylinder head was in excellent condition. The combustion seal

fire ring was severely crushed by the radial combustion seal cylinder liner due to an excessive

interference fit. One of the oil drilling turbulators had moved due to cooling oil supply pressure
and flow.

3.11.3 Conclusion - System Demonstration Testing

* The in-cylinder components including a spherical joint piston, a spherical joint connecting rod,

a reduced cross-section steel top ring, an iron second ring, a steel oil ring, a strategically oil

cooled cylinder head, oil drilling turbulator inserts and a radial combustion seal cylinder liner

with cooling jacket heat transfer fins, have been successfully evaluated in a single cylinder

research engine. The in-cylinder components completed 100 hours of steady state test and

100 hours of thermal cycle test at the LE-55 operating conditions.

• Issues with the durability of the cylinder head port insulation require additional manufacturing

development.

• Issues with the spherical joint piston skirt profile, second ring land diameter and piston

temperature control require additional design iteration.

• Issues with combustion seal fire ring crushing due to suboptimal interference fit between the

cylinder head and cylinder liner require additional design iteration.

• Issues with the fixing of oil drilling turbulator inserts within the oil drilling require additional

design iteration.

• Design proof-of-concept of the components developed on the Cummins In-Cylinder

Components program has been successfully demonstrated.
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3.12 Effects of lnsulation on Performance and In-Cylinder Heat Transfer

3.12.1 Experimental Measurements on the Effects of Piston Insulation

For years, the use of insulated components to reduce in-cylinder heat transfer has been

investigated as a means of improving engine performance by increasing thermal efficiency,

increasing exhaust gas energy and reducing or eliminating cooling requirements. Studies on the

anticipated benefits to fuel consumption through insulation produced estimates ranging from 3 to

20% as reported by investigators such as Morel et al. [Ref 17] and Bryzik and Kamo [Ref 18]. In

testing insulated engines, experimental findings have been mixed and, at best, below the level of

the benefits anticipated. Woshni et al. [Ref 19] and Furuhama and Enomoto [Ref 20] tested

insulated components and concluded the opposite of the desired heat transfer reduction occurred.

Woshni et al. concluded heat transfer increased as wall temperatures rose above 600 K. This

conclusion was confusing in light of experiments by Morel et al. [Ref21] [Ref22] [Ref 23] and

Assanis [Ref 24] which showed a decrease in heat transfer to the cylinder head of insulated

engines. Many other studies followed, most of which measured worse fuel consumption using

insulation while some measured an improvement.

Little progress has been made in explaining the conflicting results and in determining the physical

explanation behind the data. The intent of this work was to obtain a large data set using careful

measurement techniques to determine the effect of insulation on in-cylinder heat transfer. The

data were to be repeated in order to show and understand the scatter and uncertainty of back-to-

back data from one engine build to the next. The large data set was to be used to put prior work,

which includes smaller sets of data, into perspective.

3.12.1.1 Experimental Set-Up

A performance comparison among coated and uncoated pistons was made by exchanging pistons

in the single cylinder L10 engine (SCE L10). The SCE L10 was equipped with an electronic,

closed nozzle, unit fuel injector. Cooling water, lubricating oil, fuel and combustion air were

temperature controlled and supplied to the engine by auxiliary systems within the engine test cell.

Combustion air and fuel flow rates and temperatures were controlled to specific values.

Two coatings were tested on separate pistons: yttria stabilized zirconia and mullite. Yttria

stabilized zirconia has been used extensively in insulated engine experiments but shows poor

durability in extended tests. Mullite is less insulating than yttria stabilized zirconia. However, the

mullite coating is more durable and has survived the engine tests reported here.

Steel articulated piston crowns were prepared to receive the multi-layer coatings by machining

1.52 mm of material fi'om the piston bowl and crown. The coatings were then sprayed to a depth

of 2.0 mm. Each coating was preceded with a bond coat which has a coefficient of thermal

expansion between that of the metal and the sprayed coating [Ref25]. The sprayed coatings were

then ground back to the original piston dimensions. By preparing the spray coated pistons in this

manner the compression ratio of the uncoated piston was maintained.
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The baseline engine test matrix consisted of injection timing sweeps at 1200 and 1800 rpm with

full load and part load operating points as shown in Table 3.12.1, The timing sweeps were used

to characterize indicated fuel consumption (ISFC) as a function of injection timing or centroid of

heat release. The ISFC as used in this paper was determined based on the cylinder pressure

during the closed portion of the engine cycle (4-stroke). Therefore, the ISFC used in this paper

represents the gross indicated specific fuel consumption (GISFC).

Table 3.12.1: Test matrix for back-to-back engine tests

Speed

1200

1200

1800

1800

Load

Part

3.5 kg/hr fuel

86.2 kg/hr air

Full

7.08 kg/hr fuel

143 kg/hr air

Part

5.4 kg/hr fuel

181.4 kg/hr air

Full

7.94 kg/hr fuel

231 kg/hr air

Timing

10 Injection Timings

-12- 11 cad

Start of Combustion

5 Injection Timings

-8 - 3 cad

Start of Combustion

11 Injection Timings

-17- 12 cad

Start of Combustion

7 Injection Timings

-8 - 10 cad

Start of Combustion

Combustion air and fuel flow rates were held constant at each operating condition shown in Table

3.12.1. This meant, in the case where the cylinder charge air was heated more during the intake

process, a higher intake pressure was needed to supply the same combustion air flow rate.

Start of injection and injection duration were controlled electronically by a solenoid valve within

the injector. The injector timing valve closure (TVC) signal was used as a nominal value to match

start of injection between data sets. Injector push tube loads were also collected on a crank angle

resolved basis to measure injection uniformity. Injector push tube load results showed injection at

the same TVC produced repeatable timing for the start of injection.

Cylinder pressure was measured with a water cooled AVL-QC32C piezoelectric quartz pressure

transducer. The shaft encoder used was capable of 0.5 crank angle resolution. One hundred

(100) cycles of cylinder pressure data were ensemble averaged for use within the heat release

analysis.
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Severaltiming sweepswere run with the uncoatedpistonsfollowed by the coated pistons. As

shown in Table 3.12.2, the coated pistons were not run at all the operating points. This test

matrix design was used since it was believed additional information would not be gained from the

operating points/material combinations not run. In total, over 300 data points were taken in an

effort to obtain enough data to observe the repeatability and accuracy of the measurements.

Table 3.12.2: Piston coatings and the number of timing sweeps at each speed and load

Piston

Coating

Uncoated

Zirconia

Mullite

1200 rpm
Part Load

2

1

0

1200 rpm
Full Load

2

0

0

1800 rpm

Part Load

4

2

4

1800 rpm
Full Load

3.12.1.2 Experimental Method

The coated and uncoated pistons were compared from two perspectives. One perspective

involved a direct comparison of performance characteristics such as fuel consumption and

emissions. The other perspective involved a comparison of heat transfer characteristics. A

comparison of performance parameters provided information on the effect of the coated pistons if

they were used to replace uncoated pistons in an existing engine. However, this comparison does

not provide information on whether an engine with the coated pistons could be optimized to a

condition of improved performance. Heat transfer, however, is a more fundamental characteristic

which, if decreased, should lead to better performance characteristics for a given optimized

combustion system. Both the overall performance and heat transfer characteristics of the coated

pistons must be considered simultaneously in order to determine if there are benefits to the overall

combustion system. For example, the benefit of reduced heat transfer must not outweigh a cost
to exhaust emissions. _ :

Engine performance was compared by measuring brake specific fuel consumption, nitrogen oxides

(NOx), particulate and unburned hydrocarbons. In-cylinder heat transfer was evaluated using a

thermodynamic first law energy balance over the closed portion of the combustion cycle. The

approach taken to evaluate the heat transfer can be explained by considering the injection timing

sweep generated by an engine cycle simulation computer program as shown in Figure 3.12.1. The

solid line in Figure 3.12.1 represents a typical timing sweep where ISFC is plotted as a function of

the centroid of heat release. Note that ISFC decreases as timing is retarded until a minimum is

reached just to the right of top dead center (TDC) near three crank angle degrees (cad). For ideal
combustion (no heat transfer) the minimum would occur at TDC because the closer the fuel is

burned to TDC the higher the effective expansion ratio resulting in maximum thermal efficiency.
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Figure 3.12.1: Typical ISFC versus centroid curve for a diesel engine.

The dashed curve in Figure 3.12.1 represents a timing sweep with heat transfer included. With

heat transfer the ISFC curve shifts up and to the right. The upward shift is necessary but not

sufficient to indicate increased heat transfer. As timing is advanced, heat transfer increases due to

longer residence times for the hot burned gases. Heat transfer shifts the minimum toward more

retarded timings. The magnitude of the shift in the minimum is an indication of the quantity of

heat transfer.

An increase in the duration of heat release can also cause the curve to shift upward due to fuel

which burns at the same centroid but further from TDC, resulting in higher fuel consumption.

The increased duration also tends to increase the total heat transfer because the duration of the

combustion event is longer, allowing more time for radiation. A z-axis comprising combustion

duration might then be imagined for Figure 3.12.1 which would show an increase in ISFC as the

duration of the combustion event increases. This defines a surface above which instantaneous

heat transfer increases and below which instantaneous heat transfer decreases.

In this set of experiments, timing sweeps were run to create ISFC versus heat release centroid

curves. The data were repeated after engine rebuilds to determine the uncertainty associated with

the best fit line through the data points. This approach was found to match the error analysis

well. Heat transfer characteristics were then compared by considering the location of the minima

and degree of shift in the curves. This technique allowed the observation of a trend to be

established using data which involved multiple operating conditions instead of a comparison at a

single operating point.

Combustion air and fuel flow rates and temperatures, engine speed, and injection pressure can all

affect combustion duration and, in turn, influence the heat transfer. In this set of experiments it

was decided to hold the combustion air and fuel flow rates and temperatures constant, thereby

fixing the mass flow into the cylinder. The consequences of holding the mass flow constant was

that pressure in the cylinder at intake valve closing had to shift to the value necessary to obtain the
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desiredflow. Injector push tube loadswere monitored to assurethe injection pressure and

duration were maintained constant and repeatable.

3.12.1.3 Error Analysis

The data presented here and in many studies done on insulated components rely heavily on the

accuracy of the ISFC and heat release centroid calculations. Therefore, the accuracy of the

experimental measurements must be understood in order to determine how closely the differences

in test results using coated and uncoated pistons can be resolved. The ISFC is calculated from the

integrated pressure versus volume history of the combustion event. Errors in the cylinder

pressure measurement and volume calculation can contribute to an error in ISFC. The centroid is

determined from the heat release which is also calculated fi'om the pressure/volume relationship.

A list of the type of measurement errors associated with the determination of ISFC is presented in

Table 3.12.3. Each error type is discussed briefly below.

PHASING - Phasing errors result from assigning the cylinder pressure to a given crank angle

from which volume is calculated. It is very difficult to phase an optical crank angle encoder to

pressure data better than 0.2 cad. Each 0.1 error in crank angle can be shown to result in a 1%

error in the calculated ISFC. This error can best be reduced by using the same encoder location

for all of the engine tests thereby eliminating the relative error between data points. The error in

phasing also affects the centroid calculation since the heat release calculation is dependent on

volume. The potential error is significant but smaller, being approximately 0.2 cad error in

calculated centroid for each 0.1 cad change in the encoder phasing.

Table 3.12.3: Error types associated with ISFC and heat release centroid measurements

Error Type

Phasing Error

Initial Pressure

Calibration

Thermal Fatigue

Fuel Flow Rate

Ensemble Average

ISFC

1% per 0.1 cad

1%

1-3%

1 -3%

0.2 - 0.5%

Centroid (cad)

0.2 per 0.1 cad

0.02-0.04 per mm Hg

0.5

1-3

0.1 -0.2

INITIAL PRESSURE - The piezoelectric cylinder pressure transducer is a very linear and

accurate measuring device. However, this type of transducer measures relative and not absolute

pressures. Therefore, one point on the pressure history must be assigned a value. A common

approach is to assign the bottom dead center (BDC) pressure to equal the intake pressure. When

running a coated piston, the relationship between intake and BDC pressure may change relative to

the uncoated piston resulting in an error in the initial pressure. In these experiments, the initial

pressure was selected using an algorithm which searched for a pressure which provided the best

fit to a linear regression of the compression line on a In(pressure) versus In(volume) diagram.
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Thistechnique may be affected by the different reheat characteristics of the coated and uncoated

pistons. However, though assignment of an absolute pressure affects the heat release and
centroid calculation it does not affect the calculation of ISFC.

CALIBRATION - It was possible to statically calibrate the cylinder pressure transducer to within

1% of point over the entire cylinder pressure range. This error can be larger, however, if the

transducer is not calibrated often or experiences some damage resulting in a change in sensitivity

over time.

THERMAL FATIGUE - Thermal fatigue occurs in all piezoelectric transducers and is caused by

thermal stresses induced by temperature gradients in the transducer. Thermal fatigue is more

readily apparent in a pressure measurement near the end of combustion tending to affect the heat

release and therefore the centroid calculations. The main issues are 1) a cylinder pressure

transducer's thermal fatigue resistance can change with time; and, 2) the degree of thermal fatigue

resistance among transducers may vary even though they are of the same design. A transducer's

thermal fatigue resistance is not easily quantified and, therefore, results among different

transducers or the same transducer over long periods of time are difficult to compare.

FUEL FLOW - The fuel flow rate was measured with a weigh scale and a timer. The errors

involved can be large if the fuel rate measurement system has not reached a steady temperature.

There is an inherent potential problem in the fuel measurement, however, since the ensemble

averaged cylinder pressure data are taken over a much shorter time period (1 to 10 seconds) than

the time period required for the fuel measurement (1 to 3 minutes). If there are any unsteady

surges in fuel flow they cannot be detected by the fuel measurement system.

ENSEMBLE AVERAGE - The ensemble average of the cylinder pressure data creates some

uncertainty. The numbers shown in Table 3.12.3 and 3.12.4 are for 100 cycle averages. The

contribution to the total error is fairly insignificant. As the number of cycles included in the

ensemble average is increased beyond 100 the reduction in error is very small.

The uncertainty of measurements for four different error sources is also shown in Table 3.12.4.

First, consider the relative error between data taken consecutively with the same setup on a given

engine build. Relative errors for phasing, calibration and thermal fatigue are close to zero since

there is little change between data points. The only errors left are associated with the fuel flow

and ensemble averaging errors with an expected RMS uncertainty of 1.2%. In the case of a

typical engine tear down and calibration where the optical encoder is not disturbed but the

cylinder pressure transducer is replaced, the calibration and thermal fatigue errors must be

included. The expected error in this second case would be 1.7%. In the third case where several

measurements are made over time and the cylinder pressure transducer experiences wear and must

be replaced, the error due to thermal fatigue becomes more significant. The expected error

among data points taken at different times where all the uncertainties must be included, but at the

smallest possible level, is close to an RMS sum of + 3%. Finally, in the fourth case, when the

encoder must be replaced and several cylinder pressure transducers are used over long periods of

time and a conservative estimate of each error is used, the RMS uncertainty is + 5°,4 ISFC and +
3.6 cad in the heat release centroid.
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Table 3.12.4: Error sourcesassociatedwith ISFCandheatreleasecentroidmeasurements

Error Source

SameSet-up
TearDown,
Calibration

Multiple Sweeps
WorstCase

ISFC

1.2%
1.7%

3%
5%

Centroid(cad)

0.6
1.6

2.0
3.6

For the data taken in these experiments the expected error is between _+3 and + 5%. Several data

sets were taken over a long period of time using several cylinder pressure transducers and two

different optical encoders. This suggests that all of the errors need to be included in the estimate.

Care was taken to check the cylinder pressure transducers often for thermal fatigue and to correct

their calibrations such that the lower of the possible error for each component was expected.

The + 3% uncertainty should be kept in mind while reviewing the data to be presented. The error

analysis identifies a grim reality for ISFC measurements. The ability to resolve differences of less

than 3% is marginal and the method is incapable of resolving differences below 1.5%. Most of

the ISFC differences measured previously among engines with insulated and uninsulated in-

cylinder components have been less than 3% and most of them have relied on cylinder pressure

and ISFC measurements to draw conclusions with regard to in-cylinder heat transfer. It is easy to

understand why resuks have been mixed when the measurement capability can so easily produce a

greater uncertainty than the differences among the engines being measured.

3.12.1.4 Results

Results for the baseline uncoated piston over timing sweeps at the four selected speed and load

operating conditions are shown in Figures 3.12.2 through 3.12.5. The figures exhibit the

expected shape for the ISFC versus centroid curve. Note that at 1200 rprn, torque peak and 1800

rpm, full load, there are no minima. This is due to the fact that the injection timing could not be

advanced earlier than the optimum due to peak cylinder pressure limits. Four timing Sweeps are

shown at 1800 rpm and part load, while two timing sweeps are shown for the remaining operating

points. Data fi'om the first timing sweep are shown with solid symbols while the remaining timing

sweeps have open symbols. Typically, a timing sweep took several days to complete. The first

timing sweep was completed at each speed and load operating point before the second sweep was
run.
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Figure 3[12.2: Two timing sweeps for 1200 rpm, part load using the uncoated piston.
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Figure 3.12.3- Two timing sweeps for 1200 rprn, full load using the uncoated piston.
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Figure 3.12.4: Four timing sweeps for 1800 rpm, part load using two identical uncoated pistons.
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Figure 3.12.5: Two timing sweeps for 1800 rpm, full load using the uncoated piston.

The data in Figures 3.12.2 through 3.12.5 show that the repeatability of the ISFC measurement

for the same piston was approximately 3%. The part load conditions show more scatter while the

full load conditions appear more repeatable. This may be an indication that the fuel measurement

system had a better signal-to-noise ratio at the higher flow rates.

For the four timing sweeps shown in Figure 3.12.4 at 1800 rpm, part load, two different pistons

were used. The piston was replaced between sweeps 2 and 3 as well as between sweeps 3 and 4.

This piston swapping produced relatively large scatter in the data. This observation is important

since a piston replacement is necessary in order to compare a coated piston with an uncoated

piston. The scatter in the data between the two uncoated pistons indicates how large the

differences between the coated and uncoated pistons need to be in order for a measurable
difference to be observed.

Data points were often taken in groups of two or three at each timing. Careful examination of the

figures shows the points in these groups to be close together. For example, in Figure 3.12.5, the

three data points in the upper right comer (open squares) were all taken on the same day at the

same injection timing, speed and load. The three data points just to the lower left of the previous

data points (solid squares) were also taken on the same day at the same injection timing, speed

and load. However, the latter data points were taken several months prior to the first group of

data points. The data indicate that, within the same day, the repeatability is within 1 to 1.5%

which is expected fi'om the uncertainty of the fuel flow measurement as discussed previously in

the error analysis. The scatter from one sweep to the next, however, indicates a larger error in the

measurement involving differences in the response of the pressure transducer or transducers over

time. The change in heat release centroid indicates thermal fatigue characteristics have changed,

as well as a possible change in optical encoder phasing. It can be shown that this shift in the

centroid and ISFC can be attributed to the pressure measurement. Figure 3,12.6 shows BSFC

versus injection timing (Timing Valve Closed - TVC) at 1800 rprn, part load. Using the measured

load on the dynamometer to calculate the BSFC eliminates the effect of the cylinder pressure

transducer. The scatter between data points at a given injection timing is greatly reduced,
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showingthe pressuretransducerindicateddifferencesin fuel consumptionwhenthere actually
werenodifferences.
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Figure 3.i2,6: Two timing sweeps for 1800 rpm, part load using the uncoated piston

Timing sweeps were attempted using the zirconia coated piston after the first two timing sweeps

with the uncoated piston were completed at each speed and load. The results for 1800 rpm are

shown in Figure 3.12.7 and Figure 3.12.8. At part load, the data for the zirconia coated piston

fall within the scatter of the data for the uncoated piston at the retarded timings. As the timing

becomes more advanced, the ISFC for the zirconia coated piston appears to be slightly higher

than the data for the uncoated piston.
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Figure 3.12.7: All four uncoated piston and two zirconia coated piston timing sweeps at

1800 rpm, part load
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Figure 3.12.8: Two uncoated piston and two zirconia coated piston timing sweeps at

1800 rpm, full load.

Repeat of the data at a given injection timing resulted in the grouping of the data points at a given

heat release centroid as seen in the figures. The timing sweep for the zirconia coated piston was

only done at every other timing point for comparison to the timing sweeps for the uncoated

piston. Knowing the data from these groups of points resulted from heat release curves which

had the same injection timing, allows for a comparison of the duration of the heat release by

comparing the locations of the centroid. Data which shows a retarded centroid for the same

injection timing must have a longer burn duration. The bum duration appears to be the same for

both pistons at retarded timings but longer at advanced timings for the zirconia coated pistons.

This can be seen in the data at the upper right comer where, at retarded timings, the uncoated and

zirconia coated pistons have the same centroids at the same injection timing. However, at

advanced timings, as seen in the lower left data points, the centroid for the zirconia coated piston

has shifted to the right.

In the 1800 rprn, full load data (Figure 3.12.8), the shift in heat release centroid is much larger

and occurs at all but the most retarded timing. Three of the data points appear to be at a

significantly higher ISFC; approximately 5% higher than the data for the uncoated piston.

However, since this ISFC data is 4% higher thanthe first timing sweep with the zirconia coated

piston it is difficult to conclude that the difference compared to the uncoated piston is due to the

coating alone.

Two trends appear to be clear in the data. The first trend is the combustion duration tended to

increase as injection timing was advanced. The second trend is the difference in ISFC between

the coated and uncoated piston also tended to increase as timing was advanced. Since the heat

release duration is longer, it is unclear whether the observed increase in ISFC is due to heat

transfer. The magnitude of the effect of increasing the heat release duration on ISFC will be

explored in Section 3.12.15 Discussion of Results.
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If only one or two data points were taken at a given injection timing, speed and load the

conclusions might be very different. At 1800 rpm, part load and 6 cad centroid, the zirconia

coating might appear to have a slightly better ISFC and approximately the same heat release

duration. However, at an advanced timing, the zirconia coating would appear to be significantly

worse with higher ISFC and longer heat release duration. A timing sweep at 1200 rprn, part load

with the zirconia coating showed similar results at retarded timings. Unfortunately, a cylinder

pressure transducer failure occurred at advanced timings resulting in the loss of the ISFC data.

However, a review of the BSFC data (Figures 3.12.9 and 3.12.10) suggests that the fuel

consumption also increased slightly at advanced loads.

Figure 3.12.9:
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Figure 3.12.10: BSFC comparison of uncoated piston and zirconia coated piston timing

sweeps at 1800 rpm, full load.

140



Given the consistency in the data among speeds and loads it was decided to forego further testing

on the zirconia coating and to begin testing on the mullite coatings. It was also decided to test the

mullite coatings at 1800 rpm only.

Upon measuring the combustion bowl volume of the zirconia coated, muUite coated and uncoated

pistons it was determined that the mullite coated bowl was 1 cm 3 larger than the uncoated piston

and there was an estimated 1 cm 3 less material around the edges. The difference in bowl volumes

was equivalent to a difference of 0.3 in compression ratio between the mullite coated and

uncoated pistons. Therefore, sweeps 1 and 2 were run with the piston at a lower compression
ratio.

In order to investigate the effect of compression ratio on ISFC results, the piston pin location was

systematically changed between selected timing sweeps. The piston pin was raised 0.152 mm

between sweeps 2 and 3 to make the coated bowl compression ratio equivalent to the uncoated

bowl compression ratio. The piston pin was raised another 0.152 mm between sweeps 3 and 4 in

order to make the coated bowl compression ratio greater than the uncoated bowl.

The results are shown in Figures 3.12.11 and 3.12.12. Each of the timing sweeps with mullite

coated pistons appears to repeat reasonably well showing little effect of the compression ratio.

This is an expected result for such a small change in compression ratio. The timing sweeps with

the mullite coated piston show the same characteristics in comparison to the uncoated pistons

which were seen with zirconia coated pistons, but the differences are more pronounced. The

centroid is shifted to the right for almost all of the data points but is shifted more at the advanced

timings. As with the zirconia coated piston, this indicates a longer heat release. The ISFC

appears to be significantly higher, particularly at the advanced timings where the ISFC is as much

as 8% higher for the mullite coated piston. The data once again match what would be expected if

heat transfer were increased. However, there is a degree of uncertainty because the heat release

duration is longer.
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Results for the BSFC are similar to those for the ISFC as shown in Figures 3.12.13 and 3.12.14.

When plotting BSFC versus injection timing, the zirconia coated and mullite coated pistons were

higher than the uncoated pistons. This is expected from the longer heat release and shift to later

centroids. Heat release rates for the mullite coated and uncoated pistons at three timings and

1800 rpm, part load, are shown in Figure 3.12.15. The heat release for the mullite coated piston

begins slightly after the uncoated baseline piston. It has a similar premixed burn but reaches a

lower peak and a more drawn out burn during the expansion stroke. The differences are greater

between the two pistons at advanced timing, as is seen in the timing sweep plots.
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Figure 3.12.13: BSFC comparison of uncoated piston and mullite coated piston timing

sweeps at 1800 rpm, part load.
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Figure 3.12.15: Uncoated piston and mullite coated piston apparent heat release rates,

1800 rpm, full load.

Volumetric efficiency was found to decrease about 1 and 2% for the mullite coated and zirconia

coated pistons, respectively. This observation should infer that the trapped gas temperature was

higher for the coated pistons. Higher trapped gas temperatures should have led to shorter

premixed burn fractions for the coated pistons. As with the heat release rate shown in Figure

3.12.15, this was not the case for the majority of the data at all of the speed, load and timing

points. Figure 3.12.16 shows a plot of premixed bum fraction versus TVC timing for the

uncoate6 and zirconia coated pistons. The data show there was no measurable difference in the

premixed bum fraction. The reason for this observation is still unclear.
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A comparison of emissions from the engine running the coated pistons shows the comings were

detrimental to combustion. In Figure 3.12.17, fuel specific NOx is plotted versus dry particulate

as calculated from a Bosch smoke measurement and correlation. The data show, once again,

there was very little difference between the engines at retarded timings but as timing was

advanced the coating produced a greater amount of smoke. The zirconia coating is close to the

uncoated piston but displays slightly higher smoke and higher NOx at a given timing. The mullite

coated piston shows increasingly worse smoke as injection timing is advanced. This increase in

particulate as tinting is advanced is normally only seen in engines with uncoated pistons when the

fuel is interacting with the piston bowl or combustion chamber walls. It suggests the mullite

surface has a detrimental effect on the burning process. This result might also have been

anticipated from the shape of the heat release because the end of combustion was slow, which

typically aggravates particulate emissions.
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Figu re 3.12.17: Fuel specific NO_/particulate trade-off curve for the three piston coating

conditions, 1800 rpm, part load.
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As a final piece of information, it is important to consider the possibility that the injector was not

functioning properly while the muUite coated pistons were tested and, therefore, the combustion

process was altered. To help monitor injector performance, push tube load was measured with a

strain gage. The push tube signals for some of the data points showing differences in combustion

are shown in Figure 3.12.18. The figure shows that the push tube load was almost identical from

test to test. The difference at the most advanced timings was mostly a constant zero set shift on

the strain gage balance. Push tube load was monitored throughout the experiments with similar

results. The push tube loads gave no indication the injector was operating differently for the

mullite coated or zirconia coated pistons.
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Figure 3.12.18: Push tube loads for uncoated piston and mullite coated piston timing

sweeps, 1800 rpm, part load. Push tube loads for -10, -20, -30, -40
and -60 TVC.

3.12.1.5 Discussion of Results

The data clearly show that for this engine the addition of zirconia and particularly mullite coatings

to the pistons had a detrimental effect on engine performance. Indicated and brake specific fuel

consumption increased, combustion duration was prolonged, volumetric efficiency decreased, and

exhaust emissions degraded. Understanding why performance changed is important in order to

determine if the engine can be optimized to take advantage of the changes caused by the piston

coatings. The results will be discussed below with some suggestions regarding the cause and

some analysis in support of those suggestions.

INCREASING DURATION - In all the coated piston tests, combustion duration increased and

the increase became larger at advanced injection timings. The fact that advanced injection timing

aggravated the combustion problem leads to suggestions as to what the root cause might be.

There are several conditions in the engine different at advanced injection timing than at retarded

injection timing. One source of the difference might be the location of the piston relative to the

fuel spray. At retarded injection timings the piston is moving away from the fuel spray, thus
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decreasingthe possibility of fuel or fuel vapor coming in contact with the piston surface. As

injection timing is advanced, the fuel spray interacts with the piston to a greater extent.

A simple spray model was used to estimate relative changes in the spray quantity directed toward

the piston. The results of the spray model are shown in Figure 3.12.19. As injection timing was

retarded to 10 cad aTDC, one third of the fuel was directed toward the cylinder liner above the

piston. While the results from the model are only qualitative, the results illustrate that fuel/piston

interaction increases at advanced injection timings. One possible cause for the observed

differences in ISFC could, therefore, be related to how the fuel burns near the piston surface.
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Figu re 3.12.19: Prediction of the percentage of fuel which could potentially reach the piston

or bowl as a function of injection timing.

Another difference which occurs at advanced injection timings involves fluid motion. As the

piston ascends on the combustion stroke, gases in the crown region are squished over the rim of

the combustion bowl and the swirl motion within the bowl increases. As the piston descends on

the expansion stroke, the swirl and squish velocities decrease rapidly. If the surface of the piston

coating affects the gas flow the effect would be more dominant at advanced injection timings

since at retarded injection timings the gas flow would have already slowed down considerably.

The possible presence of the two phenomena discussed above leads to two hypotheses. The first

is fuel becomes trapped within a larger boundary layer or within the porous, rough surface of the

piston coating and bums more slowly. The slow burn results in prolonged heat release and

increased particulate. The second hypothesis is the rough coating surface causes a more rapid

decay in swirl and reduces the mixing of fuel and air. Therefore, the fuel bums more slowly, the

heat release is prolonged and, due to decreased mixing and oxidation, particulate increases.

If either hypothesis were accurate then a rough, porous piston having similar thermal properties as

the uncoated piston should cause an increase in heat release duration. In order to test the

hypotheses, a series of timing sweeps were run over the same test matrix using roughened/porous

surface, metal coated pistons. The resuks from this experiment (see 3.12.2 Experimental
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Measurements on the Effects of Piston Surface Roughness and Porosity) show the metal

coatings' surface roughness and porosity affected the heat release rate in a manner consistent with

that observed with the ceramic coated pistons.

INCREASING ISFC - In the case of the muUite coated piston, fuel consumption was as much as

8% higher at advanced injection timings. The first task in evaluating this observation is to

determine if there has been an increase in heat transfer or a change in combustion rate as

described above. Some of the fuel consumption increase can be attributed to a longer heat release

duration. However, it appears the increase in fuel consumption was too great for a long heat

release duration to be the only contributing factor.

In order to evaluate the effect of an increase in heat release duration on ISFC, a cycle simulation

computer program was used. The cycle simulation was first matched to the engine with the

uncoated baseline piston by adjusting the heat transfer coefficient to match the cylinder pressure

curves over the closed portion of the cycle. The results from the simulation are presented in

Figure 3.12.20. In Figure 3.12.20, the cycle simulation is compared to the measured data for

several different heat transfer conditions. The uncoated piston simulation point is represented by

the open circle located near the minimum fuel consumption point of the uncoated piston timing

sweep. The upward pointing triangle represents the same simulation run with the heat release

from the mullite coated piston while the remaining model parameters were held constant. The

downward pointing triangle represents the cycle simulation run with changes in the shape of the
heat release curve. The results show a 1.5% increase in ISFC and a shift in the centroid from 6 to

12 cad. The cycle simulation shows the shape of the heat release alone cannot account for the

measured increase in ISFC. At this point the heat transfer coefficient in the cycle simulation was

increased by 30% producing the result represented by the downward pointing triangle. The 30%

increase in heat transfer in addition to the centroid shift coincides with the results of the mullite

coated piston timing sweep. Therefore, the simulation suggests one possible explanation for the

test data is an increase in heat transfer of approximately 30% over the cycle.
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Figure 3.12.20: Results of engine simulation analysis on ISFC as a function of heat

transfer and heat release shape compared to the measured data.
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It is difficult to run the sameanalysiswith the zirconiacoatedpistondatabecausethe difference
betweenthe uncoatedpistonandthe zirconiacoatedpistonISFCwasonly half asgreatandnear
the limits of resolutionof the measurement. It would appear, however, the zirconia coated piston

exhibited similar behavior but to a lesser degree.

The final two points in Figure 3.12.20 represent the potential reduction in ISFC. The points were

simulated with a 50% and an 87% reduction in heat transfer. These values are estimates of the

highest possible reduction in heat transfer which could be expected from the thermal properties of

the mullite coating and zirconia coating, respectively. The engine could not have done as well as

these points suggest because only the pistons were coated and only to a depth of 1.52 mm.

However, these data give some idea of the maximum potential benefit of the coatings which,

unfortunately, was not realized.

If the thermal properties of the material create higher wall temperatures and more resistance to

heat transfer, an observed increase in heat transfer must be the result of an increased film or heat

transfer coefficient. It has already been discussed that the piston material can cause a change in

the burning rate of the fuel and one possible reason is the surface of the piston affects fluid

motion. The surface roughness of the piston may therefore create a higher heat transfer

coefficient which offsets the higher wall temperatures. Roughened or porous metal pistons with

metal thermal properties would also be expected to display the same behavior.

A second possible cause is an increase in the heat transfer coefficient due to a thinner quench

distance between the reaction zone of the flame and the combustion chamber wall. This argument

was made by Woshni [Ref 19] and is still a topic of research. As the flame approaches the wall,

the reaction zone is at a much higher temperature than the bulk gases. If the flame can get closer

to the wall the temperature gradient from the wall to the flame could become higher, even though

the wall temperature was higher and the flame temperature is the same. It would appear, at first,

that this theory is inconsistent with the measured data in that the mullite piston should have had a

cooler surface than the zirconla and yet the mullite appeared to have higher heat transfer. There

must, however, be a temperature of maximum heat transfer in Woshni's theory because as the

wall temperature continues to increase to the point that the wall and flame are the same, the heat

flux must go down. The mullite may therefore be a material which gives the poorest heat transfer

characteristics because it heats the surface to a high enough temperature to allow further flame

penetration but not high enough to decrease the temperature gradient. More analysis and

experimental data are needed in order to confirm this hypothesis but it currently appears to fit the

data reasonably well.

Differences in radiative properties of the ceramic and metal materials is another potential

explanation for the observed data. Radiation in diesel engines is typically thought to account for

20 to 40 % of the total heat flux. Assuming the difference between the mullite and uncoated

piston heat transfer was 30% as suggested by the cycle simulation, it would be difficult to

attribute the cause to radiation. Radiation is a potential contributor, but is very difficult to

analyze. The radiative properties of the piston material are constantly changing during operation

due to deposits. Ceramic coatings are semi-transparent materials, while metal of an uncoated

piston is opaque.
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Yet anotherpossiblereasonfor the increasedheattransferis fuel Or fuel vapor is trapped within

the piston pores or between bumps and cracks on the piston surface. As a result, Beardsley and

Larson [Ref 26] ran back-to-back piston experiments with sealed ceramic pistons. They reported

an improvement in ISFC for their engine only after the sealed pistons were used, while unsealed

pistons showed an increase in ISFC. If the porosity of the piston is capable of creating this effect

then porous uncoated pistons should also have similar results. This was not the case when porous

and roughened metal coated pistons were compared to uncoated production pistons (see 3.12.2

Experimental Measurements on the Effects of Piston Surface Roughness and Porosity).

The conflicting information suggests more work needs to be done in this area.

Another possible explanation for the increased ISFC is the boundary layer heating theory. During

the compression stroke the piston does work on all of the gas within the cylinder. If the gas near

the piston is hotter than the gas in the middle of the chamber, it will begin to transfer heat to the

wall sooner in the cycle. This can cause higher heat transfer because the near wall temperatures

are higher than the bulk gas temperatures. This would seem to be particularly possible when the

surface of the piston is rough and porous, trapping the air and heating it up. This heating would

be expected not to show up with a metal coated porous or rough piston because the temperature

would not be as high at the surface.

In surrmaary, there are several possible explanations for the results, many of which have already

been proposed and discussed in previous work. Studies of combustion characteristics using

porous and rough metal pistons is expected to help determine whether the changes in combustion

can be attributed to surface characteristics or if they are all piston surface temperature related.

Conclusions

Back-to-back engine experiments comparing uncoated steel crown articulated pistons to

separate pistons coated with 1.52 mm ofyttria stabilized zirconla or mullite were conducted in

order to compare engine performance and heat transfer characteristics.

• The data were taken in timing sweeps at four speed and load operating conditions. The data

for the uncoated piston showed a scatter of approximately 3% between timing sweeps.

• Both the zirconla coated and muUite coated pistons showed an increase in heat release

duration over the uncoated piston at advanced injection timing. ISFC for the zirconia coated

and mullite coated pistons also increased in comparison to the uncoated piston as injection

timing was advanced.

,D The ISFC for the zirconia coated piston was approximately 3% higher at advanced injection

timings The ISFC for the mullite coated piston was approximately 8% higher at the most

advanced timings.

• The difference in ISFC of the uncoated piston and the zirconia coated piston was small

enough that an error analysis showed the difference to be of questionable significance, but the

increase in ISFC of the mullite coated piston was measurable.

• An analysis of the ISFC increase using computer cycle simulation showed the increase in bum

duration was not enough to account for the increase in ISFC. An increase in the heat transfer
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3.12.2 Experimental Measurements on the Effects of Piston Surface

Roughness and Porosity

In an effort to increase the efficiency of internal combustion engines, several researchers have

investigated the potential of insulating the combustion chamber walls in order to reduce heat

transfer. Such experiments include those conducted by Woshni et al. [Ref 19], Furuhama

[Ref20], Morel et al. [Ref22], Assanis et al. [Ref 24], Beardsley and Larson [Ref 26], Mueller

[Ref 27], Hay et al. [Ref 28], and Huang and Borman [Ref 29]. A result repeatedly observed

fi'om those who reported heat release data fi'om sprayed zirconia coatings was an increase in

combustion duration which led to an increase in fuel consumption by reducing the amount of fuel

burned near top dead center (TDC). Hay et al. [Ref 28] and Beardsley and Larson [Ref 26] have

hypothesized the increase in fuel burning late in the expansion stroke may be attributed to fuel

which was trapped in the porous ceramic piston coating. Furthermore, these researchers have

hypothesized the surface properties of the ceramic coating may increase the heat transfer

coefficient by affecting boundary layer development. If these hypotheses are correct, any porous

or rough surfaced piston coating could be expected to similarly affect combustion. The primary

difference between a porous metal coated piston and a porous ceramic coated piston would then

be the higher surface temperature of the ceramic

Measurements have been made to determine the effect of piston crown surface properties on

combustion and engine performance. In this set of experiments, steel crown articulated pistons

were fabricated with porous and rough crown surfaces. Three porous surface metal coated

pistons and one non porous, rough bond coated piston were compared to an uncoated piston.

High speed measurements of cylinder pressure, injector needle lift and injector push tube load

were recorded over a matrix of engine speed and load operating conditions. The test matrix

matched the matrix previously run comparing ceramic coated pistons (see 3. I2. I Experimental

Measurements on the Effects of Piston Insulation). Engine performance was evaluated by

comparing injection timing sweeps of indicated specific fuel consumption (ISFC) versus the

centroid of heat release. With these data, a comparison of the location of the centroid of heat

release and the magnitude of the specific fuel consumption was obtained.

3.12.2.1 Experimental Set-Up

A Cummins, L-10, 1.67 liter, single cylinder engine was used for the experiments. This engine

was identical to the engine used for previous work with ceramic piston coatings (see 3.12.1

Experimental Measurements on the Effects of Piston Insulation). However, engine testing

was performed in a different test cell not equipped for emission measurements. Cylinder pressure

was measured with a water cooled AVL-QC32C piezoelectric quartz pressure transducer. The

shaft encoder used was capable of 0.5 crank angle resolution. One hundred (I00) cycles of

cylinder pressure data were ensemble averaged for use within the heat release analysis. All heat

release information presented is apparent heat release which is the net heat release or combined

fuel heat release and energy lost due to heat transfer and blow-by. Injector needle lift was

measured to determine the start of injection. Injection pressure was monitored by measuring

injector push tube load with a strain gage.

Cooling water, combustion air, and lubricating oil flow and temperature were measured and

controlled. Combustion air and fuel flow rates were held constant for each operating point. Fuel
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flow rate wasmeasuredusinga massbalancesystem. Data, such_aslubricatingoil and cooling
water temperatureandpressure,were recordedusing a PC-baseddata acquisitionsystemat a
samplerateof 1Hz.

A test matrix wasdesignedfor the four speedand load operatingconditionsshown in Table
3.12.5. This test matrix matchesthe matrix previouslyrun using ceramiccoated pistons(see
3.12.1 Experimental Measurementson the Effects of Piston Insulation). Injection timing
sweepswere performedat eachoperatingspeedand load in order to define an ISFC versus
centroidof heatreleasecurve. The injectiontiming sweepscontainedfewer timing points than
the previoustest matrix with the ceramiccoatedpistonsand were taken in a slightly different
manner.Eachpoint in the injectiontiming sweepwastakentwice - onceastimingwasadvanced
and once as timing was retarded. The uncoated piston was evaluated twice - once at the

beginning of the test matrix and once after all of the other pistons had been tested. The entire

matrix contained approximately 190 operating/injection timing points. A major objective of the

matrix design was to collect sufficient data points to verify findings while minimizing the total

number of points required so the shaft encoder and cylinder pressure transducer would not have

to be replaced due to fatigue. The test design reduced potential errors in the measurements by

eliminating the need to reset the shaft encoder phasing. Errors associated with ISFC and centroid

of heat release measurements were previously discussed (see 3.12.1 Experimental

Measurements on the Effects of Piston Insulation).

Table 3.12.5: Test matrix for back-to-back engine testing

Speed

1200

1200

1800

1800

Load

Part

3.5 kg/hr fuel

86.2 kg/hr air

Full

7.1 kg/hr fuel

143 kg/hr air

Part

5.4 kg/hr fuel

181 kg/hr air

Full

7.9 kg/hr fuel

231 kg/hr air

Timing

4 Injection Timings

-21 through -5 cad

Start of Combustion

4 Injection Timings

- 13 through - 1 cad

Start of Combustion

4 Injection Timings

-21 through 0 cad
Start of Combustion

4 Injection Timings

- 14 through 3 cad
Start of Combustion

Five articulated, steel crown pistons were used in the engine tests: an uncoated piston (baseline),

a rough bond coated, non porous metal (NiCr) coated piston, and three pistons with rough porous
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metal coatings. The threeporous coatedpistonswere fabricatedwith differentporosity levels
whichwill bereferredto in thispaperashigh,medium,andlow porositycoatings. Theoperating
conditionsrunwith eachpistonarepresentedin Table 3.12.6.

Table 3.12.6: Number of injection timing sweeps taken at each speed and load with each

of the pistons

Piston Coating

I

Uncoated (Baseline)

Rough Coating

Low Porosity

Medium Porosity

High Porosity

1200 rpm
Part Load

1200 rpm Full
Load

1

1800 rpm
Part Load

2

1

1

I

2

1

1800 rpm
Full Load

I

2

3.12.2.2 Experimental Method

Detailed measurements of piston coating porosity and roughness were made and compared to

their corresponding engine performance. The piston coating measurements required destructive

testing. Therefore, two pistons were sprayed with a coating of each porosity and roughness; one

piston was used for engine test and the other piston was used for coating measurements.

Coating porosity measurements were made using a mercury porosimeter. This measurement

technique yielded the total open pore volume of the sprayed coating. These data were used to

determine approximately how much fuel, air, or air-fuel mixture could possibly be trapped within

the open pores of the coating surface.

Coating roughness measurements were made using a FACET" surface characterization system.

The FACET" system incorporates a scanning electron microscope with an image processor to

produce three dimensional topography measurements. For this work, the topography

measurements were used to determine the root mean square (RMS) roughness, ARq.

For each of the pistons tested, injection timing sweeps were used to create an ISFC versus

centroid of heat release curve. The curves were then analyzed for changes relative to the

uncoated piston. The example used previously will be repeated here briefly. The illustration of a

computer simulated timing sweep was previously presented in Figure 3.12.1. The solid line in

Figure 3.12.1 represents a typical timing sweep where ISFC is plotted as a function of the

centroid of heat release. Note that ISFC decreases as timing is retarded until a minimum is

reached just to the right of top dead center (TDC) near 3 crank angle degree (cad). For ideal
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combustion(no heat transfer) the minimum would Occur at TDC because the closer the fuel is

burned to TDC the higher the effectiveexpansi0n ratio resulting-_ _tximum thermal efficiency.

The dotted curve in Figure 3, ] 2.1 represents a timing sweep with heat transfer included. With

heat transfer the ISFC curve shi_s up and to the right. The upward shift is necessary but not

sufficient to indicate increased heat transfer. As timing is advanced, heat transfer increases due to

longer residence times for the hot burned gases. Heat transfer shifts the minimum toward more

retarded timings. The magnitude of the shift in the minimum is an indication of the quantity of

heat transfer.

An increase in the duration of heat release can also cause the curve to shift upward due to fuel

which burns at the same eentroid but further from TDC, resulting in higher fuel consumption.

The increased duration tends to increase the total heat transfer because the duration of the

combustion event is longer, allowing more time for radiation. A z-axis comprising combustion

duration might then be imagined for Figure 3.12.1 which would show an increase in ISFC as the
duration of the combustion event increases. This defines a surface above which instantaneous

heat transfer increases and below which instantaneous heat transfer decreases. This line of

reasoning, along with heat release analysis, were used to evaluate the effects of the various piston
surfaces on heat transfer.

Photomicrographs of the low porosity coating and high porosity piston coating cross-sections are

shown in Figures 3.12.21 and 3.12.22, respectively. The photomicrographs were taken from the

bowl rim area of a piston crown simulation sprayed prior to spraying the test pistons. For all

coatings, the porosity decreased near the center of the combustion bowl.

i

Figure 3.12.21: Photomicrograph of the low porosity coating.
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Figure 3.12.22: Photomicrographof thehighporositycoating.

Resultsof the piston coatingporosity and roughnessmeasurementsare shownin Table3.12.7.
Three measured properties of the coatings are presented. The thickness indicates the depth of the

coating on the crown land. The pore volume is the total open pore volume expressed as a

percentage of the coating volume (see the Appendix IV for calculation of pore volume). The

roughness (ARq) is the RMS average of the measured topography from a mean surface. The

properties of particular interest are the pore volume and roughness. The pore volume is a

possible storage area for fuel vapor which may prolong the combustion process and increase

particulate. The roughness may affect fluid motion, heat transfer and boundary layer

development. These properties will be compared with the combustion characteristics produced in

the engine to determine their effect on combustion.

Table 3.12.7: Piston coating characterization

Piston Coating

i

Uncoated (Baseline)

Thickness (mm)

High Porosity 0.60

Pore Volume (%)

Rough Bond Coating 0.07 na 29.44

Low Porosity 0.60 29 53.73

Medium Porosity 0.70 46 24.62

44.8048

Roughness, (ARq,

_m)
I

na
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3.12.2.3Results

Testresultscomparingtheuncoatedpistonwith theroughbondcoatedandhighporosity coated
piston are shownin Figures 3.12.23through 3.12.26. The figures describethe ISFC versus
centroidof heatreleasecurvesat 1200rpm, part load, 1200rpm, full load, 1800rpm, part load,
and 1800rpm, full load, respectively. In Figure 3.12.23,at 1200rpm, part load, the injection
timing sweepwasnot retardedenoughto showtheincreasein ISFC.
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Figure 3.12.23: ISFC versus centroid for the uncoated piston, rough bond coating and

high porosity coating at 1200 rpm, part load.
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Figure 3.12.24: ISFC versus centroid for the uncoated piston, rough bond coating and

high porosity coating at 1200 rpm, full load.

In Figure 3.12.26, at 1800 rpm, full load, the data exhibit less scatter. At each operating point,

the data at a given injection timing are grouped together and the trend in centroid location and

ISFC is clear. All of the points appear to be on the same curve indicating no change in heat

transfer rate. However, the high porosity coating data points are shifted the furthest up the curve
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to thefight indicatinga longerburnduration. Theroughbondcoatingdatapointsarepositioned
betweenthe high porosity coatingand the uncoatedpiston datapoints. A similar trend can be
seenin the 1200rpm,part loaddata. However,thetrend is not ascleardueto the scatterin the
data. The scatterin thedata is thought to haveresultedfrom the fuel flow measurementwhich
did not repeatwell at the lower fuel flow rates. The engineoperation was stable at these
conditionsasevidencedby consistentexhausttemperaturesandin-cylinderpressures.
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Figure 3.12.25: ISFC versus centroid for the uncoated piston, rough bond coating and

high porosity coating at 1800 rprn, part load.
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Figure 3.12.26: ISFC versus centroid for the uncoated piston, rough bond coating and

high porosity coating at 1800 rpm, full load.

In order to see the data more clearly, the figures have been plotted after averaging the data at

each injection timing. The results for all four speeds and loads are shown in Figures 3.12.27

through 3.12.28. In each of the figures it can be seen that the cemroid of heat release for the high

porosity coating is shifted to the fight of the uncoated piston. The shift appears larger at the part

load conditions where it is between 3 and 5 crank angle degrees while it is between 1 and 3 cad at
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the full load conditions. The shift also appearsto be independentof injection timing. The
magnitudeof the shift in centroidof heatreleaseis similar to that observedin enginetestswith
mullite coatedpistonsaspreviouslydescribed(see3.12.1Experimental Measurementson the
Effects of Piston Insulation). The rough bond coating also displays a shift in centroid of heat

release but to a lesser extent in three out of the four operating conditions.

Figure 3.12.27:
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ISFC versus centroid for the uncoated piston, rough bond coating and

high porosity coating at 1200 rpm, part load.

Figure 3.12.28:
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ISFC versus centroid for the uncoated piston, rough bond coating and

high porosity coating at 1200 rpm, full load.
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Figure 3.12.29: ISFC versus centroid for the uncoated piston, rough bond coating and

high porosity coating at 1800 rpm, part load.
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Figure 3.12.30: ISFC versus centroid for the uncoated piston, rough bond coating and

high porosity coating at 1800 rpm, full load.

At 1800 rpm, part load, the cemroid of heat release is not shifted and the ISFC is higher for the

rough bond coating. This is inconsistent with the rest of the data set and the data were suspect.

BSFC data for the 1800 rpm, part load operating condition are shown in Figure 3.12.31. In

Figure 3.12.31, one can see the increase in fuel consumption observed in the ISFC versus centroid

of heat release data is not present in the BSFC versus start of injection data. This difference

between the ISFC data and BSFC data suggests the cylinder pressure transducer had not been

properly operating during the 1800 rprn, part load test. It is possible the cylinder pressure

transducer suffered a temporary reduction in coolant flow which affected the transducer's

temperature and ultimately its response characteristics.
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Figure 3.12.31: BSFC versus start of injection for the uncoated piston, rough bond

coating and high porosity coating at 1800 rprr_ part load.

Unstable engine operation was ruled out as the cause of the difference between ISFC data and

BSFC data at 1800 rpm, part load. Figure 3.12.31 shows start of injection was very repeatable.

The repeatability in the start of injection data was common at all engine speeds and loads tested.

The repeatability in the start of injection data confirms the shift in the centroids of heat release

observed in all previous data presented was not due to differing injection timing.

Although the data exhibit a shift in the centroid of heat release to later timings, there is little

indication the characteristics of the ISFC versus injection timing curve are changed for the porous

pistons in comparison to the uncoated pistons. In other words, the effect of the porous pistons is

to cause the centroid to be shifted along the baseline ISFC versus centroid of heat release curve

but not to create a curve shiited up or down in fuel consumption. The exceptions to this

observation are seen at 1800 and 1200 part load at the most advanced injection timing. At these

operating points the ISFC appears to be significantly higher (5%) than the baseline curve. Other

differences in the ISFC versus centroid of heat release curve are smaller than the anticipated

errors of the measurement.

The effect of the piston surfaces can also be identified in the heat release curves, which show how

the combustion duration changed for the rough bond coated pistons at 1200 rpm, part load, and

1800 rpm, full load, as shown in Figures 3.12.32 and 3.12.33, respectively. At part load the

difference between the pistons is large, while it is very small at rated load. At 1200 rpm, part

load, the start of combustion and premixed burn fraction for the three pistons looks almost

identical. However, the peak of the diffusion bum is lower on the rough bond coated piston and

lower still for the high porosity coated pistonl Fuel which is not burned during the peak appears

to bum later during the tail of the heat release. At 1800 rpm, full load, the heat release differences

are very small but maintain the same trends observed at part load.
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Figure 3.12.32:
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Apparent heat release rates for the uncoated piston, rough bond coating

and high porosity coating at 1200 rprrh part load, - 15 cad SOI.

Figure 3.12.33:
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Apparent heat release rates for the uncoated piston, rough bond coating

and high porosity coating at 1800 rprn, full load, - 15 cad SOl.

The ISFC versus centroid of heat release curves for the three pistons of varying porosity are

compared in Figures 3.12.34 and 3.12.35 for 1200 rpm, full load and 1800 rpm, full load,

respectively. Both of the injection timing sweeps show no measurable differences among the

three porous pistons. All three porosities caused a shitt in the centroid of heat release. The shift

does not appear to be consistently larger for any one piston in comparison to the others. The same

resuks were observed at the two speeds and loads not shown. After collecting several data points

from several pistons the uncertainty of the measurements become more clear. At 1200 rpm it

appears that at advanced injection timings the ISFC is slightly higher for the porous pistons, but at

1800 rpm, full load, the injection timing curves of the uncoated and porous coated pistons appear
to be the same.
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Figure 3.12.34:
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ISFC versus centroid for the high, medium and low porosity coatings at

1200 rpm, full load.

Figure 3.12.35:
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ISFC versus centroid for the high, medium and low porosity coatings at

1800 rpm, full load.

Heat release rates for the porous coated pistons are compared in Figures 3.12.36 and 3.12.37. As

was indicated by the centroid of heat release locations, there does not appear to be any

measurable differences among the pistons of various porosities on the heat release shape. While

small differences occur at one operating condition, they are not consistently seen at others.
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Figure 3.12.36: Apparent heat release rates for the high, medium and low porosity

coatings at 1200 rpm, part load.
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Figure 3.12.37: Apparent heat release rates for the high, medium and low porosity

coatings at 1800 rpm, part load.

3.12.2.4 Discussion of Results

The results clearly show surface properties can have an effect on the rate of heat release and,

therefore, the performance of the engine. The shift in the centroid of heat release for the rough

bond coated and porous coated pistons was slightly larger than the shift seen in previous

experiments using ceramic coated pistons. Surface roughness alone was sufficient to prolong heat

release rates but the porous coated piston, which also had a rough surface, resulted in the most

prolonged heat release. Changing the amount of porosity did not appear to affect the heat release.
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This would suggest the surface roughness was the more important parameter. However, this

conclusion may be premature because of the limited porosity differences.

Due to the reduced rate of combustion, it can be assumed the fuel and air mix more slowly in the

case of the porous coated and rough bond coated pistons. Some possible reasons include: fuel

trapped within or near the piston surface, reduced bulk gas motion due to an increased friction

coefficient, and reduced wall jet velocities due to increased wall fi'iction.

Piston surface temperatures are thought to be high enough in diesel engines that fuel droplets

impinging on the surface will experience rapid boiling and heat transfer to the extent the liquid

does not touch the surface but rather the fuel vaporizes. This fuel vapor may be forced into the

pores of the piston coating by compression and combustion pressures where it is unable to mix

with oxygen in the bulk gas. The amount trapped would then depend on the volume of the open

pores or the volume trapped in the valleys between the peaks on a roughened piston surface. The

mass would depend on the total open pore volume and the piston surface temperature. If this

were the case, pistons with ceramic coatings would be expected to trap less fuel than metal

pistons of the same porosity and, therefore, the ceramic pistons would have less of an effect on

the heat release. This was not the case for the mullite coated piston data previously presented

(see 3.12.1 Experimental Measurements on the Effects of Piston Insulation) and the porous

coated piston data presented here.

The bulk gas flow motion in the cylinder breaks down into small scale turbulence which enhances

mixing. Increasing the friction coefficient of the piston surface could have reduced the swirl

velocities and, therefore, reduced some of the source of fuel and air mixing. It is difficult to

determine if this effect could be large enough without detailed modeling and testing.

The momentum of fuel and entrained air in the injector spray plume creates a vapor/gas jet which

may be the dominant source of mixing phenomena at the wall. As the jet splits at the piston

surface, momentum may be reduced by the rough or porous surfaces. The decrease in momentum

would reduce the penetration of the jet along the piston surface which would lead to a decrease in

mixing and heat release.

In any case, the reduction of porosity and surface roughness would appear to be desirable in order

to achieve a reduction in heat release rate. An experiment run on polished pistons in a spark

ignition engine was performed by Tsutsumi et al. [Ref 30] in which an increase in heat release rate

was found. The increase was attributed to a reduction in surface area and heat transfer. Another

possible consideration would be an enhancement of turbulent mixing or a decrease in the decay of

turbulent mixing which enhanced the flame speed.

In the case of insulated pistons, the temperature near the wall might also have an effect on the

wall jet or bulk gas wall velocities. As temperature increases the viscosity of air increases. More

viscous air would then mix more slowly and impede the mixing process of the fuel jet.

The data presented here show little indication of an increase in heat transfer. The ISFC versus

centroid of heat release curves are shifted slightly or not at all. Considering the primary difference
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betweenthe porouscoatedandmullite coatedpistonsto be the surfacetemperature,the higher
surfacetemperaturesmay be thought to causethe increasedISFC. Surfaceareawas increased
considerablyfor the porouspistonsbut hadlittle effecton heattransfer. This suggeststhere is
little fluid motion nearthewall on the scaleof thesurfacedeformationsor that little fluid is being
exchangedbetweentheporouscavitiesandthebulk gas.

3.12.2.5 Conclusions

• Diesel engine tests were conducted to study piston crown surface effects on combustion and

engine performance. Three rough and porous surface metal coated pistons and one non

porous, rough surface metal coated piston were compared to an uncoated metal piston. The

non porous rough surface piston and the rough surface high porosity piston each shifted the

centroid of heat release to more retarded timings when compared to the uncoated piston. The

centroid shift was larger at part load conditions and was independent of injection timing. The

centroid shift was similar to that seen in previous tests with mullite (ceramic) coated pistons.

• The shift in centroid of heat release was greatest for the rough surface high porosity piston.

However, there was little difference in the location of the centroid of heat release among three

different porosity coatings. This result suggests surface roughness is the more important

parameter.

The porous and rough piston surfaces caused an increase in heat release duration. As with the

shift of centroid of heat release, the heat release duration was longer at part load conditions

and was independent of injection timing. The peak of the diffusion burn (apparent heat

release) was lower for the rough non porous surface piston and lower still for the rough

porous surface piston when compared to the uncoated piston. Fuel which is not burned

during the peak appears to burn later during the tail of the heat release. There was tittle

difference in heat release duration and diffusion bum peak among the three porous coated

pistons: : ==_: = .... " :

• The results of this study indicate piston bowl surface properties such as porosity and

roughness can have an effect on the rate of combustion for direct injection diesel engines. The

reduction in porosity and roughness of piston coatings appears to be desirable in order to

achieve a reduction in heat release rate and a corresponding improvement in engine fuel

economy.

=

164



3.13 Variable Geometry Turbocharger

Transient response of heavy duty automotive diesel engines is highly dependent upon the

capabilities of the air handling system. A turbocharger system With a variable nozzle turbine was

selected, designed, and constructed for detailed evaluation. An advanced turbocharger control

system was also designed and developed to minimize particulate emissions. The complete engine,

variable geometry turbine, and control system was tested on the EPA transient cycle. A

comparison to current production technology showed approximately 20% reduction in particulate

emissions.

Diesel particulate emissions are created primarily when fuel and air are not mixed in the proper

proportions. Much effort has been expended by engine manufacturers to improve fuel-air mixing

by increasing injection pressures, air-fuel ratios, and air swirl, and by improving combustion

chamber geometries. While these approaches can reduce steady state particulate emissions, they

are not as effective for controlling transient emissions. During a transient load increase, it is

relatively easy to have the fuel system rapidly increase the fuel delivered to the engine.

Unfortunately, it is not easy to get the air handling system to rapidly increase the air flow. The

following section summarizes work done to identify, design, build and test an advanced air

handling system for a heavy duty automotive diesel engine to address the need for rapid transient

air handling response.

The objective of this work was to develop the technology to optimize an advanced air handling

system for low particulate emissions. The following specific goals were defined.

1. Reduce particulate emissions during the FTP transient cycle by 20%.

2. Reduce transient response time by 20%

(This goal was modified and will be discussed later).

The engine selected for the project was the Cummins N14 engine with a rating of 460 HP. This

was the highest automotive power rating manufactured by Cummins at the time this work was

conducted. The logic for choosing this rating was that the total particulate reduction in grams

would be largest for this engine. A brief summary of the specifications for this engine is given in
Table 3.13.1.

Table 3.13.1: Specifications for the VG turbocharger test engine

Model: Cummins 1994 NI4

Fuel system: Cummins CELECT

Power: 460 bhp @ 1800 rpm

Torque: 23% torque rise @ 1200 rpm

Turbochar er: Holset twin flow
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3.13.1 Systems Considered

The typical automotive diesel engine is turbocharged to increase power density and to provide a

degree of altitude compensation. The primary object of the turbocharger is to provide an increase

in intake manifold air density. There are many other air handling systems besides turbocharging

which are capable of increasing intake manifold air density. A short study was conducted to

identify the air handling system with the best potential for short term (3-5 years) implementation

on heavy duty automotive diesel engines. Supercharging systems were discarded early in the

study because they cause unacceptable fuel consumption increases on engines with high duty

factors. The three most promising candidate systems involved turbochargers, and are discussed

separately below.

The primary difficulty with turbocharging engines for automotive use is the wide range of speeds

and loads which are encountered. The turbocharger turbine can be sized to provide the desired

compressor power and boost pressure at one operating point. However, off-point operation

suffers from either too much or too little boost. Conditions of too much boost pressure are

intolerable from engine and turbocharger durability considerations. This forces the manufacturer

to settle for a turbocharger-engine match which results in less than the desired boost at several
conditions.

Sequential turbocharging is employed on at least one spark ignition automobile engine. This

system involves two turbochargers and several control valves. The control valves connect or

disconnect the turbochargers from the air handling system as required by the engine operating

condition. At low engine speeds, one of the turbochargers is used to provide boost to the engine.

When the operator demands additional power, this tubocharger provides additional air until its

speed limit is reached. At this point, the second turbocharger is brought on line. Several valves

are needed to ensure this process occurs smoothly. For example, one valve must shut off the

exhaust gas to the second turbine when the turbine is not needed. The resulting package of two

turbochargers and several control valves is substantially larger than a single turbocharger. The

sequential turbocharging technique was discarded for this investigation because there are several

truck customers who do not have the space in their engine compartment required for installation.

Two other turbocharging systems considered involved variable geometry turbines. The geometry

of the turbine nozzle can be varied in such a way as to change the nozzle area. Changing the

nozzle area to lower values at low flow rates increases gas velocity and, therefore, turbine speed.

There are two approaches which can be taken to vary the turbine nozzle area. The first method is

to design a linkage to pivot each nozzle, thereby varying its angle. As the nozzles are pivoted to

aim in a more tangential direction, their exit area becomes smaller, and higher turbine speeds will

result from a given flow rate. Unfortunately, there are typically 12-17 nozzles, and all must be

designed not to wear or stick over a wide range of operating temperatures.

The second approach to vary the turbine nozzle area is to vary the effective height of the nozzles.

The scheme to vary the effective nozzle height is depicted in Figure 3.13.1. The part labeled

"Moving Restrictor Plate" has machined slots which exactly match the shape and locations of the

nozzles. The plate can then be moved over the nozzles to vary the gas passage height.
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Figure 3.13.1: Sketch of scheme used to vary VG turbine nozzle height.

Testing has shown that the method of varying the geometry by changing the passage height will

not give quite as good performance at far off-design conditions. However, this method offers

only one hot moving part. This appears much more attractive from a viewpoint of long term

durability. The moving restrictor plate method was selected for design and hardware

development.

3.13.2 Turbocharger Design and Bench Test

The variable geometry turbocharger design requirements were as follows.

• Easy access to all connections

= No change in compressor components

• Water cooled bearings

• Must fit in customers' engine compartments (no change in overall size)

A photograph of the unit designed tO meet these requirements is shown in Figure 3.13.2.

Attached to the lower end of the bracket at the center of the unit is one of the air-operated
actuator units used to move the turbine shroud. The addition of this bracket and the actuators did

increase the overall size. However, the design was modified until there was no space conflict with

other components in most existing customer installations.
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Figure 3.13.2: Cutawayof turbochargerwith variablegeometryturbine.

Figures3.13.3and3.13.4areclose-upphotographsshowingthe restrictorplatein two positions.
Figure3.13.3showsthe platecoveringaboutonehalf the nozzlewidth. Figure3.13.4showthe
plateat its fully openedposition.

Figure 3.13.3: Close-up of partly opened VG turbine nozzles.
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Figure 3.13.4: Close-up of fuIy opened VG turbine nozzles.

A series of performance tests were run with the turbine installed on a steady state gas test stand.

The turbine performance was measured with the restrictor adjusted to eight different positions.

The data from each of these tests was used to construct a performance map of the turbine. A

typical turbine performance map is shown in Figure 3.13.5. The lines which tend to be

approximately horizontal were obtained by holding the pressure ratio across the turbine constant

and varying the turbine speed. The generally oval lines represent islands of constant total-to-static

turbine efficiency.

Figure 3.13.5:
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The performance of the turbine through a range of nozzle shroud positions is best shown in Figure

3.13.6. For this figure, the efficiency is shown as a function of the adjustable restrictor position

with the pressure ratio being held constant at 2.0:1. This figure sh?ws that the turbine efficiency

deteriorates at small nozzle areas, but is still acceptable when the mass flow drops to about 50%

of the wide open nozzle value.

1.0

0.8

0.6

0.4

0.2

0.0

Efficiency/Peak Efficiency

1.2 I I [

• r

I I_ I

1 1 1

--i Pressure Ratio = 2.0-'-HT60VG Turbine _ Fixed Geom, Turbines

0,0 0.2 0.4 0.6 0,8 1,(

Normalized mass flow or shroud position

Figure 3.i3.6: VG turbine performance at 2.0 pressure ratio, peak efficiency and several

nozzle openings.

3.13.3 Control Strategy and Design

The control strategy development began with a detailed look at what would be required to

optimize the variable geometry turbine for best emissions. It was decided that several iterations

on the control parameters would be required, and it would be desirable to perform these iterations

while the engine was installed in a transient emissions test cell, This meant the control software

must be accessible and easily modified between transient test runs. It was decided to use an

industrial grade personal computer as the heart of the control development system.

A fixed geometry turbocharger is matched to an engine to negotiate several limits at all

combinations of speed, load and ambient conditions. Typical parameters which must be limited
are shown in Table 3.13.2.

Table 3.13.2: VG turbocharger limiting paramet6rs

Turbine inlet gas temperature

Turbocharger speed

Cylinder pressure

Engine manifold pressure d..ifferentia!_
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It isverydifficuk to provide reliable, durable, and inexpensive instrumentation to directly measure

all the parameters shown in Table 3.13.2. However, by measuring other parameters, it was

possible to develop software routines to compute the parameters shown in Table 3.13.2.

Figure 3.13.7 is a block diagram of the engine system showing the parameters which were

measured and computed. The measurements that are made are mostly done in a friendly

environment compared to the exhaust system or in-cylinder. The measured quantities are shown

in bold type while the computed quantities are shown underlined. This technique reduces the

system cost and greatly improves the overall system durability and reliability.

Fuel. lThr°tile P°s"

-
#,E _ Engine P, Z '_

exh.

Legend

Measured

Computed

Figure 3.13.7: Block diagram ofVG turbocharger engine system showing measured and

compared parameters.

Under normal operation, the variable geometry control system uses a look-up table method to

determine the desired air flow rate. Signals sent to a pressure control valve then cause the turbine

nozzle shroud to move to the desired position. The table values can be optimized for any

parameter including fuel consumption, emission levels, and transient response. The choice

depends on the intended engine market.

The software calculates a number of other parameters which impose constraints on the desired

airflow. For example, while trying to achieve a desired airflow rate, the software might sense that

the turbocharger speed is about to go over its specified limit. The air flow control algorithm is

then overridden by the turbo speed limiter control. Similarly, limits are in place for turbine inlet

temperature, engine cylinder pressure, and engine manifold pressure differential.
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The variable geometrycontrol algorithmsrun as a subsetof programsin a larger controls
environmentusedat theenginetest cell. In additionto the industrializedpersonalcomputer,the
systemconsistsof a varietyof signalprocessingboards,and the requiredoutput drivers. The
entiresystemis containedin aportable,air conditionedcabinetwhichcanbeplaceddirectlynext
to theenginewithin the test cell. The operator's monitor and keyboard are kept in a more fi'iendly

environment outside the cell. A photograph of the system is shown in Figure 3.13.8.

Figure 3.13.8: VG turbocharger control system

3.13.4 System Testing

Figure 3.13.9 shows the variable geometry turbocharger installed for testing on the engine. This

figure shows how well the actuators were tucked underneath the turbocharger. This design

resulted in no significant increase in overall engine envelope size.
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Figure 3.13.9: VG turbochargerinstalledfor testingon engine.

Testing was best accomplished in three different facilities. A block diagram of the test and

development plan is shown in Figure 3.13.10. The hot gas test stand was used to check that the

mechanism would not bind or wear during operation. The remaining tests were performed on

running engines and are discussed in the following paragraphs.

Test VG Mechanism on l Debugged Hardware[ Hol Gas Test Stand
Improved.... Performance

and Optimized i
for Nozzle Ring Sizing I J

Desired | i Improved J

{ Test Base Control Logic t Improvements
in Transient Test Cell I. Conlioller

Program the

Controller Software

and Hardware

J Developed Refinements

Controller

Figure 3.13.10: VG turbocharger system test and development plan.

Much of the development testing was accomplished with the use of a conventional engine test

facility with an eddy current dynamometer. It was possible to do some transient test work in this
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cell. The eddy-currentdynamometertestswere Usedto explorehow to optimizethe control
systemfor theEPA transient test facifity, which has a fuUy controllable electric dynamometer.

Figure 3.13.11 shows test results from the eddy-current dynamometer facility. For these tests, the

engine speed was held as close as possible to 1200 rpm, and the throttle was snapped open from

an idle condition. The original g0al was t O reduce transient response time by 20% when using a

variable geometry turbine. It was decided t O amend this'goal to a 20% increase in torque output

from the engine two seconds after the throttle was snapped open. This gives the same desired

result. In addition, the experimental results are subject to much less data scatter.
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Figure 3.13.11: VG turbocharger test results from constant engine speed snap throttle testing.

Figure 3.13.11 contains information comparing the VG turbo test results to desired turbocharger

characteristics. The vertical line at a normalized smoke opacity of 1.0 is a normalized average

smoke over the two seconds of engine load pickup. This is the level of smoke which the engine

emits when it is set up with a fixed geometry turbine and delivers an acceptable level of torque

after two seconds. This torque level has been normalized to 1.0 and is the horizontal line labeled

"Customer Requirement". An engine set up this way will pass the !994 EPA transient cycle and

will have acceptable "driveability" to a customer.

There is a curved dashed line passing through the intersection of the heavy horizontal and vertical

lines. This curved line is labeled "27K1 FG" which signifies that the data on this line were

obtained using a particular turbine nozzle size in a fixed geometry turbine. It is possible to adjust

the production air-fuel controller to give the various performance levels shown on this line. With

this turbine however, it is not possible to improve overall performance, which can only be done by

moving both left and up in the figure.

The curved dotted line in Figure 3.13.11 is labeled "23K1 FG". This line shows the performance

obtained with another fixed geometry turbine which has a smaller nozzle size. This turbine will
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give a combinationof both improvedtorque andreducedsmoke. Unfortunately,it may not be
possibleto use this smallerturbine nozzleon the production enginebecausethe turbocharger
speedandtheenginecylinderpressuresmaybetoo high.

The solid curved line in Figure 3.13.11 was obtained using the variable geometry turbine. This

line shows the highest two-second torque levels and the potential for the lowest smoke opacity.

The engine was moved to the FTP transient test cell for final testing. The measured particulate

data obtained in the FTP transient test cell were compared to the two-second torque levels

obtained earlier to show the performance-emissions tradeoff. The data are presented in

Figure 3.13.12. The vertical axis is the same as in Figure 3.13.11, but now the horizontal axis has

changed to particulate measured during the 20 minute FTP test cycle. A trend similar to that

shown in Figure 3.13.11 is evident. The variable geometry turbine has superior two-second

torque, which can be traded offfor lower dry particulate. The optimization of the controller was

not exhaustive, and further improvements should be possible.
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Figure 3.13.12: Results fi'om VG turbocharger system tests on the FTP transient cycle.

3.13.5 Conclusions - Variable Geometry Turbocharger

• A variable geometry (VG) turbo can reduce particulate emissions while improving engine

transient response.

• The VG turbo successfully reduced particulate emissions by 20%.

• Transient tests fell short of the project goal of 20% improvement in two second transient

torque.

• Transient response should be improved with further development of the controller sottware.
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3.14 Silicon Carbide Particulate Trap

The Environmental Protection Agency (EPA) has determined that particulate from diesel powered

vehicles represent a potential heath hazard. As a result, regulations have been promulgated

limiting the allowable amounts of particulate from those vehicles. The 0, I g/bhp-hr particulate

standard that applies to heavy-duty diesels became effective in 1994. Engine manufacturers met

those requirements through the use of engine modifications and/or oxidation catalysts. EPA has

established more stringent standards for diesel-powered urban buses because of health concerns in

densely populated urban areas.

Particulate traps have been shown to significantly reduce carbon particulate emissions from diesel

engines. However, current particulate trap systems are expensive and unreliable. Demonstration

of a fiber based particulate trap coupled with a novel microwave energy regeneration system

which address reliability and cost issues would greatly accelerate the introduction of this filtration

technology into diesel engines.

3.14.1 Filter Development

Filtration of airborne particulate is accomplished by a number of mechanisms. The two dominant

means are particle interception and diffusion. Particle interception occurs when the contaminant

size is larger than the pores in a filter media which traps the contaminant. The dominant

mechanism which affects the efficiency of an air filter is particle diffusion. Particle diffusion is

best described by understanding that the path of an individual particle is random and does not

follow streamline flow. The path of the particle is then much more likely to intersect the filter

structure. When a particle intersects a fiber it is likely to remain trapped on the fiber surface. For

example, the home furnace filter is effective in removing pollens and dust in the 10 to 100 p.m

range even though the spacing in the filter is considerably greater.

An exhaust filter or diesel particulate trap must be designed to remove particles or soot on the

order of 0.1 to 1.0 I.tm in size. Experience with fiber based filter media has shown that fiber based

systems are more effective than porous structures such as membranes or ceramic monoliths in

terms of the efficiency and particulate capacity.

A microglass filter was used as a 'surrogate' filter element to examine the effects of a fiber filter

on trapping efficiency and engine restriction. Microglass is available in a range of fiber diameters

and material was chosen that was similar to the commercially available alumina and other ceramic

fibers proposed for the particulate filter. Of course, the fiber and binder materials in this surrogate

filter were not suitable for the high temperature regeneration.

Selection of a suitable microglass 'surrogate' media was based upon filtration efficiency and

restriction. DOP (Di-Octyl Phthalate) smoke, a fine 0.3 lam particle, is commonly used for testing

HEPA and ULPA air filters and the particulate size is very close to that of exhaust soot. DOP

smoke was used to estimate the efficiency expected in the particulate trap where a target range of

60-80% particulate removal had been established.
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The air resistancecan be usedto calculatethe restrictionof an ideal filter element at various

flows. At the rated horsepower the exhaust flow for the B5.9 liter engine is roughly 400 scffn or

11.3 cmm. An estimate of 0.5 kPa back pressure was calculated for a filter of 2 m 2. This

corresponds to the area that might be packaged in a cylindrical 15 by 15 cm element with a spiral

wound design. Filters were then fabricated using 2 m s of media in a radial pleated element for

testing. The annular elements were 23 cm outside diameter by 15 cm inside diameter and 24 cm

in height. The media was supported on both sides by wire screen and consisted of 125, 3.5 cm

pleats. This provided an effective area of 2 m 2 for the 'surrogate' samples. When tested at 11.3

cmm the restriction of these elements were 0.7 kPa which is close to the 0.5 kPa estimate.

Filter samples and a housing were tested at on single cylinder L10 (SCE L10) engine which was

modified to produce particulate at a high rate, 2 g/bhp-hr or 32.5 grams per hour. While the

displacement of the SCE L10 is about 30% of the B5.9 which is a target engine, the particulate

generation rate was very close to the 0.2 g/bhp-hr of a 160 bhp B5.9.

The trapping efficiency and back pressure is shown in Figure 3.14.1. As expected, the initial

restriction was very low. Restriction after 7 hours was about 25 kPa which has been targeted as

the maximum allowable restriction before regeneration. It is expected that the restriction would

rise more quickly on a larger engine with higher flow, but the result was encouraging. With the

same loading and a three fold increase in flow, the regeneration interval could still be assumed to

be greater than two hours. The efficiency began at better than 80%, dropped, then rose to a high

of 90% and then declined to about 60% after seven hours. The decrease in efficiency was

attributed to leakage at the filter endplates. The test does suggest, however, that the original

estimate of 60 to 80% efficiency was reasonable.

Microglass Particulate Filter Performance
SCE LIO Engine Test (May 94)

lOO 1oo

90 ..............................n= ........ ._: ............................................ 90
. I

...... L_ .............. _-_==-...........
=tt'\ " • Efficiency" _"-

8O 8O

70 .......• .......................................................................... _= ................ 70

50 ...................................................................................................................

_ 40
I- 30 ...................................................................................................................

• Pressure Drop s • • A
20 - '_ _ 20

P

1o ........................_..._ ............................................................................... 10

0 i p''L •t r I I I t _ 0

0 1 2 3 4 5 6 7 8

Test Time (hours)

"O

5O o

4o _
30 _

Figure 3.14.1: Efficiency and pressure drop versus time for a Microglass filter.
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The resultsof the SCEL10 testswere encouragingand indicatethat assumptionsabout filter
performancewere reasonable.Thephysicalpropertiesof a filter mediato achievethe required
performancein an exhaustparticulatetrap were confirmedduring thesetests. These physical

parameters directed the development of a ceramic paper to be used with chemical vapor

infiltration for a regenerable element.

Alumina fiber (ICI Sa_) was chosen to produce filter media for the diesel particulate filter.

Information on the properties of silicon carbide coated alumina and its resistance to hot gas

environments is known. This composite has demonstrated excellent heating in a microwave.

However, unlike the microglass fibers, Saffil is available in a narrow range of products with an

average fiber diameter of roughly 3 _m. When the work began to duplicate the properties of the

microglass paper with alumina fiber, many fiber samples were not suitable because of the short

fiber length. The best results obtained were working with an unmilled bulk version of fiber

designated Saffil RF.

Formulation work was accomplished by making small (30.4 cm by 30.4 cm) samples cast in a

laboratory hand sheet mold. A fiber formulation was dispersed in water and then drained rapidly

through a forming fabric or screen. The wet hand sheet was then blotted to remove excess water

and dried on a hot surface. Additional difficulties with Saffil fiber were encountered at this point.

Saffil is very weak in both wet web and dry strength and on its own has very high air resistance.

In order to increase the permeability of Saffil fiber and add strength, other 'fugitive' fibers were

required. Various binder fibers which are highly fibrillated and provide strength through

entanglement in the web were examined. Chemicals resins to aid formation and wet strength were

also tested. In order for the paper samples to have good 'fired' strength a thermosetting phenolic

coating was added to maintain geometry during chemical vapor infiltration (CVI). The unknown

affect of the coating on permeability and pore structure raised concerns during the design process.

Candidate samples coated at Oak Ridge National Laboratory received a 1 to 2 _m CVI coating of

silicon carbide. It was determined that the coating did not significantly alter the porosity or pore

structure of the media. Roughly 20-25% fugitive materials were incorporated to add strength and

improve the porosity of the media. The CVI coating effectively replaced the fugitive material

producing samples with characteristics similar to the original paper.

Pilot paper machine trials have been conducted on a laboratory machine capable of making

continuous Saffil paper. The goal was to produce sufficient amounts of Saffil papers for building

filter prototypes. Additions were incorporated with the Saffil fiber to develop the green strength

and porosity required for the particulate filter application.

Packaging density of the filter media is a primary concern since the filter must reside within a

microwave cavity. The basic filter shape is a cylinder 15.2 cm in diameter and 15.2 cm in length.

The construction considered is that of a single face corrugated or pleated media to be spiral

wound, Figure 3.14.2. This geometry requires the ceramic paper be either formed into a

sinusoidal or pleated arrangement and then akernately sealed between flat layers of material as it

is wound.
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Figure 3.14.2: Microwave particulate filter dimensions and geometry

Media properties will affect the ability to produce an element of ideal geometry. The samples,

fabricated by Fleetguard, have used the pleated design with triangular cells of approximately 6
mm on each side and a material thickness of 1.6 mm. The estimated area is I m 2. Work is

underway to improve the base paper, making it t_er and allowing for smaller pleats or possible

fluting. This will give an increase in the packing density of 2 to 3 fold. The immediate goal is to

reach the original target of 2 m2 with 1 mm thick media and a 3 mm pleat.

With the pleated or corrugated configuration, it is necessary to seal the akernating ends of the

cells to create a flow path as shown in Figure 3.14.3. Ideally, one edge would be sealed as the

pleated and fiat sheets are combined and then the opposing end sealed as the element is wound.

This requires a sealant that will withstand the chemical vapor processing without opening up the

flow path. A sealant composed of milled Safl_l, vinyl acetate and powdered phenolic resin has
been tested with some success.

/

/ /,.v
• i

/"

J
/

/

Figure 3.14.3: Gas flow through filter media.

179



The samples fabricated from the pilot machine trials have been submitted to beth Oak Ridge

National Laboratory and Composite Innovations Corporation. The prototypes to ORNL were

somewhat smaller in diameter due to the furnace size limitations. The samples coated by

Composite Innovations Corporation were fun size. The weight of the full size filter prior to

infiltration was approximately 300 grams with sealant. Due to the weight loss of fugitive material

in both the media and sealant the finished weight was also approximately 300 grams.

The element mass is much lower than the extruded ceramic traps currently available and provides

more rapid heating. The elements are also resilient, although not extremely strong at this point in

the development. As completed filters of better geometry become available, strength and

durability testing will commence. A Composite Innovations Corporation coated filter is shown in

Figure 3.14.4.

£

Figure 3.14.4: SiC coated alumina fiber filter.

3.14.2 Microwave Heating

Several falter prototypes were provided to FM Technologies, Inc. for heating experiments using

the cylindrical applicator design. A 2.45 GHz microwave source was used in these experiments.

The microwave energy was directed to the applicator using WR284 waveguide and the incident

and reflected power were monitored during heating. Thermocouples were placed inside the filter

at three positions along the axis of the cylinder to obtain a measure of the axial temperature

profile. These thermocouples were inserted through small holes drilled in the cavity wall, thermal

insulation, and the filter in such a manner that the thermocouples could be moved in and out to

determine the radial temperature profile as well. Figure 3.14.5 shows the positions of the

thermocouples and shows the heating data near the top and center of the filter. The filter was
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heated to regeneration temperature in less than 5 minutes with only 750 Watts of input

microwave power. However, the axial temperature gradient between T1 and T3 exceeded

200 °C.
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Figure 3.14.5: Microwave heating showing large thermal gradient.
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The radial temperature gradient was similar in magnitude to the axial gradient. In order to

minimize the thermal gradient, a microwave feed system was developed. The heating results

using this system, with 750 Watts of input power, are presented in Figure 3.14.6.
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Figure 3.14.6: Improved thermal gradient.
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The thermocouplelocations were the sameas indicated previously, but data from all four
thermocouplesarepresented.The heatingrate is reducedslightly, but theuniformity of heating
is nowexcellent,with anaxialandradialvariationof approximately100°C.

The data shown in Figures 3.14.5 and 3.14.6 were obtained in FMT's laboratory using a
microwave applicator that was fabricatedfrom a 17.5 cm outer diameter brass tube. The
microwave applicator ends were removableperforated brassplates. The end plates were
removed,the prototypefilter waswrappedin a blanketof high temperaturealuminainsulation,
which wasinsertedinto thetube,andthentheendplateswerereattached.

3.14.3 System Evaluation

In order to allow testing of the microwave regeneration method with a carbon-loaded filter under

engine conditions in a test cell at the Cummins Technical Center, the filter was put into a

stainless steel 'can' following current exhaust system practices in the diesel engine industry.

The canned prototype filter was returned to FMT, and a microwave feed system was installed.

The canned filter was heated with FMT's microwave system, which supplied 1 kW of electrical

power to the magnetron. To validate laboratory results a proof of concept evaluation was

planned for the microwave filter system, as shown in Figure 3.14.7.

Magnelron

r_

Inturnel guid/"-" ;-lex;Dle WaVe

Single Cylinder LIO

Engine

Figure 3.14.7: Test cell evaluation of microwave particulate filter.

The primary objective of the evaluation was to determine if a microwave filter could, in fact,

oxidize particulate (regenerate) from a diesel engine. Two distinct evaluations were conducted to
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assessthe regenerationcapability of the microwave system.The first evaluation assessed
regenerationcapabilitieswithout exhaustflow. The enginewas operatedfor ten hours at 1500
rpm producing 17.2 kW. During this period engine back pressurewas monitoredbut not
recorded.At theendof the loadingperiodthe enginewasswitchedoff andpowerto magnetron
was engaged. The absence of exhaust flow required the injection of air to provide sufficient

oxygen to oxidize carbon.

The second evaluation measured the systems ability to regenerate while the engine continued to

operate. Once the back pressure doubled, engine operation was set to idle (800 rpm) and power

to the magnetron was engaged.

Two methods used to detect regeneration include 1) temperature and 2) exhaust manifold back

pressure. Thermocouples inserted into the bed of the filter recorded temperature spikes which

could indicate regeneration. Although temperature measurements provide adequate detection

capabilities, back pressure measurements provide more useful information. Back pressure

readings can signal when to start the regeneration process and the effectiveness of the process.

Traditionally Cummins has initiated regeneration once the back pressure doubles its starting value

at the same operating condition. The 2x rule allows collection of sufficient particulate t0 produce

a measurable event without melting the filter because of the extreme exotherms associated with
carbon oxidation.

Testing without exhaust flow demonstrated that it was possible to heat a filter system to the

temperatures necessary for regeneration by microwaves. Time and temperature history of the

three thermocouples, Figure 3.14.8, show the center region achieved temperatures necessary to
oxidize carbon.
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Figure 3.14.8: Magnetron power turned on at 1000 seconds.
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The temperature fluctuations during the first one thousand seconds reflect system integrity

evaluation and leak check using partial power. After applying full magnetron power,

temperatures increase rapidly to 600°C and began leveling, an indication of insufficient oxygen.

Terminating the exhaust flow also decreased air supply to the filter. An injection of ambient air

into the system resulted in a temperature spike to 760°C; the sudden increase suggest carbon

oxidation. A second injection resulted in cooler temperatures suggesting completion of the

reaction. Results obtained attempting to regenerate in the presence of exhaust flow proved very

positive.

Figure 3.14.9 details the time history of both temperature and engine back pressure readings.

Prior to dropping the engine to low idle the back pressure measured 18 kPa and temperature

readings exceeded 425°C. Cooler exhaust temperatures associated with idling sfightly decreased

filter temperatures. However, within seconds of switching on the microwave power, temperature

of the center region increased very rapidly to 760°C, the inlet and outlet temperatures increased

slightly. Twenty five seconds after peaking at 760°C the center temperature decreased and all

temperatures converged to 425°C, the same as before the temperature spike. A review of exhaust

back pressure results indicates a 50% decrease occurred after the temperature spike.
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Figure 3.14.9: Temperature increase observed at engine idle speed with magnetron powered.

3.14.4 Economies

Estimates of filter costs were obtained for 50,000 and 100,000 units per year. These estimates

range from $1000.00 to $1500.00 for complete filters. It is too early to realistically estimate

manufacturing costs, but these initial estimates provide incentive to continue the investigation. As

a comparison, a cordierite wall flow filter with diesel burner was estimated to be in the same

dollar range. The diesel fired burner, however, has numerous drawbacks. Thermal stresses in the

cordierite filter were too high for the cordierite concept to survive heavy duty diesel applications.
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During the courseof the program, the potential healthrisks in working with silicon carbide
whiskers,andthe high cost of whiskermaterialsnecessitatedthe investigationof other ceramic
fibersthat did not havethedisadvantagesassociatedwith the siliconcarbidewhiskers. Through
Cumminsinternalfunding,other fiber systemswereobtainedwhichconsistedof oxide fiberswith
a chemicalvapordepositedsiliconcarbidecoating. The coatingwasobservedto couplereadily
with a 2.45GHz microwaveenergyandpermitsa newavenuefor particulatetrapdevelopment.

3.14.5 Conclusions- Silicon Carbide Particulate Trap

• A composite particulate filter has been developed which is heated using microwave energy.

Temperature measurements indicate that the temperatures achieved were sufficient to oxidize

diesel particulate without exhaust flow.

• Back pressure and temperature data strongly suggest the occurrence of regeneration during

low idle engine operation. A key concern is the detection of the regeneration event. Back

pressure and to a lesser degree temperature readings are indicators of the regeneration event.

However, localized heating in the filter may go undetected.

• Improved methods of detecting regeneration of the filter are required for development

purposes.
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3.15 Lightweight Low Magnetic Signature Engine Development

Traditionally diesel engines have been manufactured fi'om predominantly ferrous materials due to

performance and durability demands. The objectives of this research program were to develop

the analytical methods, materials, manufacturing technology and engine components for lighter

weight, reduced magnetic signature diesel engines without sacrificing performance or durability.

It was not the objective of the program to develop a production engine. However, in order to

validate and calibrate the analytical tools developed it was deemed necessary to build an engine

which could be evaluated. The Cummins 6B engine was chosen for this study for a number of

reasons including availability of tooling and cost effective manufacturing of prototypes.

During this first year of the program several deliverables were completed including the building

and testing of an engine with an aluminum head and block. A similarly configured engine was

delivered to the Navy along with a baseline cast iron engine for noise and magnetic signature

measurements. Analytical models for the head and block were developed and calibrated against

running engine data. These models were used to study the effect of including reinforcement in the

combustion face of the head and in the main bearing saddles of the block. The model identified

weak areas in the block in the main bearing saddle which were confirmed by engine testing and

structural mechanics testing. Further modifications to the model were made to better define the

loads in the block in the region of the failure location.

3.15.1 Aluminum Cylinder Head Analysis

The objective of this analysis was to investigate the potential for casting the cylinder head of the

Cummins 6B engine from an aluminum alloy by developing a baseline single cylinder sector model

of the engine using current casting dimensions. The cast iron baseline model would incorporate

assembly, thermal and peak cylinder pressure loads, and representative cast iron properties. The

change in results of applying aluminum material properties to the same model would be the basis

of any design recommendations for an aluminum head. This initial piece of work was carried out

as part of a Cummins funded project and provided a basis for the more extensive analysis

conducted under this contract.

In the initial stage of the work a solid model of the head was created using ProEngineer, ProMesh

and COSMOS. The head was modeled using cast iron (baseline) and aluminum properties as

given in Table 3.15. I.

Table 3.15.1: Material properties

Material Elastic Modulus

(GPa)

Cast iron 103.4

Aluminum 72.4

Conductivity

(W/M.K)

0.355

1.09

Poisson's ratio

0.26

0.33

Coeff. of thermal

ex]_ansion _et/°C)

13

20.9
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Thebaselinemodelwascalibratedusingexperimentaldatafi'om a Cummins94B-Series186kW
engine. The predictedresultswere shownto be in good agreementwith the measuredvalues
aroundthevalve bridge. Figure3.15.1showsthecalculatedtemperat!.tredistributionof the cast
iron firedeck,wherethemaximumtemperaturein thevalvebridgewason theorderof 253°C.
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Figu re 3.15.1: Temperature distribution for the cast iron firedeck.

The calculated stresses fi'om cylinder pressure appeared to be relatively small compared to the

stress from assembly and thermal gradients. However, for the aluminum the temperature

distributions were more uniform. Therefore the thermal stresses were lower in the aluminum.

Local yielding was expected at the capscrew locations in the aluminum cylinder head and redesign
or modification is needed in this area.

When aluminum properties were used in the model, the results of this analysis showed that the

valve bridge temperature was lower in the aluminum than in the cast iron and that the stresses

were reduced by approximately 62%, as shown in Table 3.15.2.

Table 3.15.2: Temperature and stresses between valve ports

Material Temperature (°C)

Aluminum339 205

Cast iron 292

VonMises Stress(MPa)_ .....

Ass_& Temp. AssT; Temp. & PCP

52 58.9

162 155

187



I
_. T(c)

im51o

466

421

--" 377

66

Figure 3.15.2: Temperature distribution for the aluminum firedeck.

The hottest region of the cylinder head was shown to be the exhaust flange which was

approximately 498°C. Figure 3.15.2 shows the predicted temperature distributions for the

aluminum cylinder head where the maximum temperature was 406°C in the flange. From this

analysis it was concluded that the temperature in the exhaust port flange was excessive for the

aluminum and will have to be redesigned to provide cooling to the entire port.

This initial Cummins funded model was a relatively coarse representation of the head which

provided reasonable temperature estimates. However, to accurately predict stresses in the valve

bridge region it was necessary to have a much finer mesh density. A local model of the deck face

with a much finer mesh density was assessed against a range of boundary conditions in order to

check for sensitivity to the boundary condkions. It was found that the local model was not very

sensitive to the rest of the material and it was concluded that the local model could be used for the

next steps in the analytical work, This work was undertaken as part of Task 9 of the DOE In-

Cylinder Components contract.

The local model was essentially made up of four parts, the deckface, intake valve seat, exhaust

valve seat and a bow tie insert in the valve bridge region. The shape of the valve bridge insert

prompted the nickname "bow tie" and the resulting 3-D mesh geometry is shown in Figure 3.15.3.
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Figure 3.15.3: Local 3-D mesh geometry of 6 B-Series aluminum cylinder head
with bow tie.

Based on the stress analysis of the full head model, thermal stress dominates the stress distribution

in the valve bridge area under full power conditions. Therefore only the thermal stresses were

considered in the subsequent analysis. The thermal stress resuks were considered on a linear

basis, which clearly cannot be applied when the material yields or creeps. However, the ratio of

the linear stress to yield strength can be used for comparison of different materials and geometry
considerations.

A steady state thermal analysis was conducted for the baseline aluminum head and the results

compared to measurements made on a running engine where thermocouples were located in

various locations throughout the head. The data from the running engine were then used to
calibrate the model.

The maximum valve bridge temperature calculated from this refined and calibrated local model

was 26°C higher than the original coarse mesh model estimated. This indicated that the results of

the original model were reasonable.

A thermal stress solution was calculated based on the steady state temperature distributions after

calibration. Figure 3.15.4 shows the stresses on the firedeck where the maximum compressive

stress was 188 MPa at 233°C, which indicates that yielding may occur in the valve bridge under
the applied loads.
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Figure 3.15.4: Thermalstresscontourson thefiredeckfor thealuminumbaseline.

Thisdatais anindicationthat thestressesand/ortemperaturesin thevalvebridgefor the modeled
engineconditionsare too high for aluminum. Therefore, valve bridge reinforcement may be

required in order to achieve the required durability for the cylinder head. Three candidate bow tie

insert materials were chosen for study: gray cast iron, Niresist and 304 stainless steel. Various

thickness of insert, insert diameter and location were chose for study which also included an entire
deck face insert.

It was calculated from the analysis that the compressive stress in the valve bridge was lowest with

gray iron. The maximum compressive stress was reduced by 13% with a gray iron bow tie even

though temperature increased by 17% compared to the baseline aluminum. Based on the

comparison with the yield strength at elevated temperature, it was concluded that the gray iron

bow tie was the best choice for a reinforcement of an aluminum cylinder head. The moderate

temperature increase relative to the other materials would also keep the interface stresses at a

minimum.

Various bow tie thicknesses were investigated to determine the effect on thermal stresses. It was

found that both compressive stress and temperature decrease as thickness decreases. A summary

of the data is given in Figure 3.15.5, showing that 304 stainless steel and the baseline aluminum

ahoy were unacceptable, since at operating temperature for these materials the ratio of applied

stress to yield strength is greater than unity.
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Figure 3.15.5: Effect of the bow-tie material and thickness on the stress/strength ratio

on the valve bridge.

Next, bow tie location and size were evaluated and it was observed that bow tie location and size

had little influence on the temperature and compressive stress in the valve bridge area, as long as

the bow tie covered the minimum width region of the valve bridge.

Finally, a transient thermal stress analysis was conducted in order to determine if the steady state

full power was the worst case during an engine thermal cycle. The transient acceleration thermal

computation was simulated by stepping from room temperature conditions to the engine full

power conditions; the deceleration thermal computation was simulated by stepping from the full

power conditions back to room temperature. It was found that the compressive stress was

dominant in both acceleration and deceleration, and that the steady state was the worst case, as
shown in Table 3,15.3.

Table 3.15.3: Maximum compressive stress (P3) and temperature values (T) during

an engine thermal cycle

Bow Tie Geometry

and Configuration
Thermal Conditions

Gray iron bow tie
Aluminum baseline

Location: Center of combustion face

Diameter = 55 mm and thickness = 6 mm

Accel @ 5 sec

P3 (MPa) T (°C)

-138.6 222°C

-140.6 187

Stead_ state

P3 (MPa) T (°C)

-163.4 277

-188.2 234

Decel @ 5 sec

P3 (MPa)

-78.6

-56.5

T (°C)

155

144

The temperature and stress results with the three bow tie material candidates, various thicknesses,

diameters and locations were obtained by applying the boundary conditions after calibration.
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Table3.15.4is asummaryof thetemperatureandstressresultsfor thegrayiron with anoptimum
geometryconfigurationcomparedto thealuminumbaseline.

Table 3.15.4: Final results of the bow tie study

Bow Tie Material

Bow Tie Thickness

Optimal Geometry

Configuration

gray cast iron
3.5- 6 mm

Results of Optimal

Geometry

45 - 60 mm center

of the ring

T -- 263 - 277°C

PdYS = 0.38 - 0.46

Bow Tie Location

,_'and Geometry

Results for the

Aluminum

Baseline

T = 234°C

P3/YSET = 1.82

The principal conclusions of the analysis were :

• Gray cast iron was the best choice for the bow tie fi'om the candidate materials

considered.

• Both compressive stress and temperature decrease as the bow tie thickness decreases.

• The bow tie location and size have little influence on the compressive stress and

temperature in the valve bridge area.

• Compressive stresses were dominant in the valve bridge area during the engine thermal

cycle and the steady state was the worst case.

Based on the results and recommendations of this analysis a parametric study was completed to

determine the optimum properties for a bow tie material using the model which was developed.

The 3-D finite element model was used to study the sensitivity of thermal stress in the bow tie to

materials properties. The objective was to find the least thermal/mechanical mismatch by the

variation of the bow tie materials properties with the three candidate cylinder head aluminum

alloys. The resuks of this study will be used to guide the selection of materials for the head and

bow tie development activity.

Modifications to the existing model were made to allow representation of the stiffness of the head

beyond the fire ring by creating a boundary region such that an equivalent Young's modulus could

be assigned to the material in the boundary region.

The valve seat press fit causes an assembly stress in the valve bridge which depends on the

interference between the seat and the head. Existing thermal boundary conditions were used for

the analysis and the results were based on the same linear solution.

Assembly stresses were calculated and shown to affect the mean stress only. The maximum

assembly stress values in the valve bridge area with the three aluminum alloys considered for both

the aluminum baseline and bow tie case are shown in Table 3.15.5.
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Table 3.15.5: Assembly stress results due to valve seat insert press fit

Case Material Stress (MPa) @ Stress (MPa) @ Stress (MPa) @

minimum interference medium interference maximum interference

AI-354 40 60.7 81.4

Baseline AI-319 40.7 62 83.4

A1-390 46.2 69.6 93.8

AI-354 55.2 82.7 111

Bow tie A1-319 54.5 82.7 110.3

AI-390 53.8 82 109.6

The sensitivity of thermal stress to the bow tie thermal properties was studied in order to

determine optimum bow tie material properties which cause the least thermal mismatch in the

valve bridge area. The thermal stresses were calculated with the optimum material properties for

several candidate head alloys. It was found in the earlier analysis that the gray iron was a good

material for the insert so the investigation was initiated at the properties of the cast iron. The

Young's moduli of the aluminum head and bow tie materials do not influence the thermal

mismatch, even though they affect the thermal stress, and therefore the modulus of gray iron was

used in the analysis.

Analysis was carried out varying the thermal conductivity and expansion of the bow tie material

and it was found that as long as the fatigue strength of the material was no lower than gray iron, a

30-50% higher thermal conductivity and 15-20% lower thermal expansion coefficient compared

to gray iron should eliminate potential fatigue cracking problem in the valve bridge. Larger

changes in thermal properties were not advantageous since they could result in a tensile mean

stress and these materials are also more difficult to produce.

Thermal stresses were then calculated for the three different head alloys (354-T6, 319-T6 and

390-T6) for the baseline case, gray iron bow tie and two optimum materials defined as Case 1

(1.3K/0.85cx) and Case 2 (1.5K/0'8o0, where K is thermal conductivity and c_ is thermal

expansion coefficient for the insert material. For the purpose of comparing different aluminum

alloys and bow tie materials stress/strength ratio and alternating stress fatigue limit ratios are

shown in Figures 3.15.6 and 3.15.7 respectively.
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Figure 3.15.7: Effect of bow-tie insert material and aluminum head alloy on the

ratio of alternating stress to fatigue strength in the valve bridge.

From this analysis the 354-T6 alloy is the best candidate material of the three, and with the

optimum bow tie material properties both the stress/strength and the altemating stress/fatigue
limit ratios are less than one.

It was concluded:

The optimum bow tie thermal properties are 30-50% higher thermal conductivity and

15-20% lower thermal expansion coefficient compared to gray iron if Young's

modulus and fatigue limit of the bow tie material are close to those of gray iron.
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• Thebestaluminumalloyof thethreeinvestigatedwasfoundto bethe354-T6alloy.

The assembly stresses do not influence the valve bridge fatigue problem to a large extent, even

though the assembly stress values are quite high, because the mean stress is compressive.

3.15.2 Aluminum Cylinder Block Analysis

The objective of this analysis was to investigate the potential for casting the cylinder block of the

Cummins 6 B-Series engine t_om an aluminum alloy by developing a baseline single cylinder

sector model of the engine using current cast iron casting dimensions. The cast iron baseline

model would incorporate assembly, thermal and peak cylinder pressure loads and gray iron

material properties. The change in results Of applying aluminum material properties to the same

model would be the basis of any design recommendations for an aluminum block. This initial

piece of work was carried out as part of a Cummins funded project and provided a basis for the

more extensive analysis conducted under this contract.

A solid model for the block section was created using ProEngineer and the boundary conditions,

and material properties were applied Using ProMesh and COSMOS. For the analysis, which was

completed early in the project, the aluminum alloy properties used were for a 339-T5 alloy. The

main bearing cap material was ductile iron (standard production) and for comparison a steel main

bearing cap was also used in the analysis. Figures 3.15.8 and 3.15.9 show the temperature

distributions obtained for the cast iron and aluminum blocks respectively and in figures 3.15. i0

and 3.15.11 show the stresses in the block under 13.8 MPa cylinder pressure loading in addition

to the assembly and thermal loads.

_' T(C)

I1,_8

172

157

142
127

_111i I

81

66

Figure 3.15.8: Temperature plot for the cast iron cylinder block - bore side.
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Figure 3.15.9: Temperature plot for the aluminum cylinder block - bore side.
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Alternating stresses in the cast iron cylinder block.
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Figure 3.15.11: Alternatingstressesin thealuminumcylinderblock.

Due to a higher thermalconductivityit was observedthat the temperaturedistributionsin the
aluminumalloy were more uniform than in the cast iron. Also, the calculatedstressesin the
aluminumblock wereof the samepattern,but marginallylower thanthe predictedstressesin the
castironblock. Both materialmodelsindicatedadequatestrength.

Thestiffnessof thealuminumblockof thesamedimensionsof thecastiron block is lower,dueto
the lower modulusof elasticity. The lower stiffnessresults in increasedvertical stretchof the
blockbetweenthefiredeckandthecrankshaf_borefor thecylinderunderfiring conditionsrelative
to the adjacentcylinders. The increased stretch may also cause excessive bending loads on the

crankshaft. Thickening the block in this region had little calculated effect on the result, but the

use of a steel main bearing cap indicated that this could potentially reduce the displacement to that
of the cast iron/nodular iron combination.

Lastly, the cylinder head and main bearing capscrew engagement regions were areas which have

high calculated stresses. From this analysis, it was determined that the aluminum block would

require reinforcement in the region of thread engagement. With that exception the aluminum

alloy block appeared to be capable of replacing the cast iron block for engine weight reduction.

Based on this analysis it was recommended that higher strength inserts be incorporated in the

thread engagement regions of the aluminum block.
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It wasconcludedfrom the analysis •

• Based on the thermal-static analysis the aluminum block was structurally applicable for

the 119 kW (13.8 MPa peak cylinder pressure) load case investigated.

• Local effects of capscrew thread :engagement were expected to be too high for

aluminum without local reinforcement.

• Calculated temperature distributions in the aluminum block were more uniform than in

the cast iron, which results in marginally lower stresses. The maximum temperature is

38°C lower in the aluminum block compared to the cast iron.

• The stiffness of the aluminum block was 20% lower than that of the cast iron and

results in 20% more vertical block stretch between the head deck and main bearing

saddles at 13.8 MPa cylinderpressure. The use of a steel main bearing cap with the

aluminum block appeared to result in equivalent stretch to the cast iron block with a

ductile iron bearing cap.

Modifications to the block model were made to facilitate investigation of:

• the influence of 50% contact on the interface between the liner and the cylinder block,

• influence of the bonded liner on the cylinder block stretch and

• aluminum cylinder block reinforcements to find reinforcements that will reduce the

block stretch to an equivalent value to that observed in a cast iron block at an

equivalent cylinder pressure and the same main bearing cap material.
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Figure 3.15.12: Steady state temperature distribution with perfectly bonded cylinder

liners.
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The 3-D modelwas usedto calculatethe temperaturedistribution for given thermalboundary
conditionsand it was found that therewas lessthan 1% differencein temperaturebetweena
cylinder block with a perfectly bondedcylinder liner (Figure3.15.12)and a block without a
cylinder liner. It was concludedthat the liner had very little influenceon the steadystate
temperaturedistributionin thealuminumblock.

A 2-D block-liner-interfacemodelwasdevelopedand usedto investigatethe influenceof 50%
contacton the interfaceon temperatedistributionsin the aluminumblock. The conductivityof
the interfacewas assumedto be an averagevalue of the conductivity's of the liner and the
cylinderbIock. However,50%contacton theinterfaceis dikiicultto modelusingFEanalysisand
accordingto the conductionequation,this interfaceis equivalentto an interfacewith 100%
contact, but using one half the thermalconductivity which can be readily represented, This

approach was used and the resuks indicated that there was very little effect on the steady state

temperature distribution for 50% contact compared to 100% contact. However with only 1%

contact it was observed that there was a major difference between 1% and 100% contact.

In the original 3-D block model, the liner was not included in the analysis. In order to use this

model, the cylinder liner stiffness was represented by an increase in the Young's modulus of the

bore region. By assuming that the increase in Young's modulus is equal to the product of the

ratio's of their thickness and Young's modulus of the cylinder liner the equivalent modulus of the

bore region was determined and used to take account of the presence of a liner on the block

stretch. It was found that the presence of the cylinder liner had very little influence on the block

stretch (approximately 1.5% difference at peak cylinder pressure).

Figure 3.15.13 shows the vertical strain distribution of the aluminum cylinder block due to a peak

cylinder pressure of 10.3 MPa.

Figure 3.15.13: Strain (in the y-direction) contours ofaluminum cylinder block.
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The resultsshowthat the block stretchis sensitiveto the main bearing cap and a simple way to

reinforce the main bearing cap is to substitute steel for ductile iron. Table 3.15.6 fists the resuks

of the cylinder block stretch due to peak cylinder pressure with different cylinder block and main

bearing cap materials. The change of ductile iron to steel can reduce the stretch in the aluminum

block from 30% to 12% compared to the cast iron block stretch.

Table 3.15.6: Results of the cylinder block stretch with different materials

Block Material

cast iron

_ AI (390)

Main Bearing Cap Material

ductile iron

ductile iron

steel

Stretch (mm)
0.094

0.122

0.106

Difference (%)

3O

12

High strains in the regions between the bore and the block-cap interfaces and low strains in other

regions suggests that an effective way to reinforce the block is to cast in steel inserts in the

regions between the bore and the block-cap interface. These inserts may be located in the regions

highlighted in the plot in Figure 3.15.14.

Figure 3.15.14: Cylinder block model showing the zones reinforced by steel inserts.

The block reinforcements were represented by an equivalent Young's modulus in a similar way to

that used for the cylinder liners. Table 3.15.7 fists the results of the cylinder block stretch due to

peak cylinder pressure with the block reinforcements. The results show that the aluminum
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Figure 3.15.14: Cylinder block model showing the zones reinforced by steel inserts.

The block reinforcements were represented by an equivalent Young's modulus in a similar way to

that used for the cylinder liners. Table 3.15.7 fists the results of the cylinder block stretch due to

peak cylinder pressure with the block reinforcements. The results show that the aluminum

cylinder block stretch with the steel main bearing cap and proposed inserts was equivalent to the

cast iron cylinder block stretch.

Table 3.15.7: Results of block stretch with steel reinforcements

Block Main Bearing E (zones 1 & 2)

Material cap material (GPa)

cast iron ductile iron 81.4

AI (390) steel 144

E (zones 3 & 4) Stretch Difference

(GPa) (mm) (%)

81.4 0.094 -

206.8 0.094 0

The 3-D block-cap model was used to calculate the stress distribution due to the insert interface

pressure. In order to correctly represent the interaction between the block/cap and the bearing

insert, a two step analysis was proposed to calculate stress distribution due to bolt assembly loads,

the thermal loads and peak cylinder pressure. In order to approximately represent the interaction

between the insert and the crankshaft, the deformed shape of the insert was controlled in the

determination of the stress distribution due to peak cylinder pressure. Finally, the analytical data

were calibrated using strain gage data from a running engine

Based on the analysis it was concluded:
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• The model can be used to calculate the stresses due to assembly loads, the thermal

loads and the cylinder pressure.

• Fatigue analysis at several locations showed that fatigue cracks were not expected in

the block and main bearing cap, except in the capscrew engagement region.

• The block stretch due to cylinder pressure is 30% higher in the aluminum block than

in the cast iron block.

• Incorporating steel inserts in the main bearing saddles in combination with steel main

bearing caps reduces block stretch in the aluminum block to a level equivalent to that

in the baseline gray cast iron block.

Under Task 9 of the contract the block model developed at Cummins was modified to take into

account the findings of the previous work and to analyze certain locations in the block including

the capscrew engagement region. In the early analysis only one geometry of main bearing saddle

was analyzed but in reality there are several differences in geometry depending on which main

bearing saddle is considered. Therefore, further analytical work was performed.

A thread engagement model was developed to allow specific calculation of the stresses in this

region so the fatigue durability of the block could be assessed in this high stress area. Previous

analysis, along with the results of block fatigue tests, showed there was an issue with fatigue

cracks initiating at the capscrew last thread engagement in the main bearing saddle. The main

objective of the analysis was to first, investigate the local stress distribution resulting from the

main bearing cap capscrew engagement with the baseline saddle geometry and second, evaluate
the effect of steel reinforcement in the rear main bearing saddle which was the most sensitive of

the saddles. The model could then be used to predict fatigue life based on the material fatigue

properties developed for the alloy (Section 3.15.3).

The rear main bearing saddle (#7) was modeled using Pro/Engineer, along with the main bearing

capscrew, main bearing cap and main bearing saddle insert. A detailed finite element mesh of

the assembly was generated using Pro/Mesh in Pro/Engineer.

In order to model the interaction between the capscrew and the saddle a methodology was

developed to simulate the actual thread force distribution. This thread force distribution can then

be calibrated if a strain gage is located close to the last thread. The calculation of local stress

distributions in threaded connections is difficult to analyze and a unique approach was

developed. In order to simulate the interaction between the capscrew and saddle, a series of thin

discs were used to represent the engaged threads. A series of assumed force distributions were

applied to the discs to model the actual thread force distribution, which was calibrated from

strain gage data, and the total force was equal to the bolt load.

For calculations it was not necessary to deal with individual threads and therefore the same mesh

geometry as for the assembly load case was used. The dynamic stress was calculated by applying

uniform pressure over an angle on the main bearing. This pressure zone angle was then

calibrated from the test data.
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An assemblystresswascalculatedfor bothsaddle#5andsaddle#7andthemaximumstressat the
endsof the capscrewwas foundto beapproximately145MPa for both. It was found that the
assemblystresswas high at the capscrewendson the insideof the saddle,but drops to zero
quickly toward the outsideof the saddle,asshownin Figure3.15.15. Very little differencewas
observedin theassemblystressesbetweentheexhaustandcamboresidesof theengine.

A dynamicstressanalysiswasthencarriedout at a 13.8MPa cylinderpressure.Theresultsof the
analysisfor the centerplaneof the capscrewholesof saddle#7 areshownin figure 3.15.16and
figure3.15.17showsdynamicstresscontoursatthecapscrewends.

' = _,_- ...... _ _r: ¸ _ .... _ _ -7=_ 7̧ _

Figure 3.15.16: Dynamic stress contours in the center planes of the capscrew holes.

In this case the stress was high at the capscrew ends, but unlike the assembly stresses shown in

Figure 3.15.15, remains high across the whole cross section, as can be seen in Figure 3.15.17.

Results for the maximum stresses at the capscrew ends of saddles #5 and #7 alter calibration are

shown compared in figure 3.15.18, where it can be seen that the stresses are higher in saddle #7.
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Figure 3.15.17: Dynamic stress contours at the ends of the capscrews in saddle #7.
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Figure 3.15.18: Maximum stresses comparison between the exhaust side and cam bore side

at the capscrew ends of saddles #5 and #7.
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It waspredictedthatthe maximumdynamicstressat thecapscrewendon theexhaustside(major
thrust side)was18%higherthanon the cambore side. The averagedynamicstressacrossthe
crosssectionwas 15-20%higheron the exhaustside,which is consistentwith theblock fatigue
testresults.

Theeffectof bearingclearanceon thedynamicstresswasalsoconsidered.If thegapbetweenthe
bearingandthe crankshaftafterdeformationwith the dynamicloadingis negligible,the relative
displacementat bothendsof thebearingis equalto the bearingclearance.It wasfoundl_omthe
analysisthat thestressat thecapscrewendsis not verysensitiveto thebearingclearances,but the
stressat thebottomof themainbearingcapisverysensitiveto thebearingclearances.

Basedon the assemblyandthe dynamicstressobtained,meanstress((_m) and alternating stress

(cra) can be determined. If these are compared to the fatigue properties of the material as

determined from the measurements made as part of the project (Section 3.15.3). The results of

the analysis of the main bearing saddles are shown compared in the Goodman diagram in Figure

3.15.19.
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Figure 3.15.19: Modified Goodman diagram comparing saddles #5 and #7.

Based on a fatigue limit of 103 _a at l0 g cycles it is cleat" that failure of the main bearing saddle

would be expected from the end °f t he capscrew" This prediction was consistent with the results

of the block fatigue tests.

The effort was the modification of the model to dete_e the effect of the placement of steel

inserts in the main bearing saddles on the durability of the main bearing saddles. In order to do

this a 3D FE model was created to represent saddle #7 (with saddle inserts). The resulting

205



assemblystresscontoursareshownin Figure3.15.20wherethe max/mumstressis 255 MPa at
thecapscrewendsand52MPaat the interfacebetweenthesaddleinsertsandtheblock.
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Figure 3.15.20: Assembly stress contours at the ends of the capscrews (with insert).

( : : : :

The dynamic stress contours at 13.8 MPa cylinder pressure are shown in Figure 3.15.21 for the

centerplane of the capscrew holes and in Figure 3.15.22 at the capserew ends.

Figure 3.15.21: Dynamic stress contours in the center plane of the capscrew holes

(with saddle inserts).
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It waspredictedthat the stressat the capscrewendswas95 MPa on the exhaustside (major
thrust) and 87 MPa on the cambore side. The maximumstresson the interfacebetweenthe
saddleinsertsandtheblockis 52MPaon theexhaustsideand48MPaon thecamboreside.
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Figure 3.15.22: Dynamic stress contours at the ends of the capscrews (with saddle inserts).

Based on the assembly and dynamic stress calculated, mean stress and alternating stress at the
capscrew end and at the interface between the saddle inserts and the block were calculated. The

alternating stress for fully reversed loading (S) was estimated using the Goodman relationship and

the resuks of the fatigue analysis resuks with cylinder pressures of 13.8 MPa and 20.7 MPa are

shown compared in Figure 3.15.23. The resuks of the analysis indicate that the incorporation of

steel inserts should eliminate the cracking problem if the bonding between the steel inserts and the
block is sufficient
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Figure 3.15.23: A modified Goodman diagram for saddle #7 with and without saddle inserts.

The principal conclusions from the analysis were:

• The model predicted high assembly stresses and high dynamic stresses at the ends of

the main bearing capscrews.

• Local assembly stress was found to be similar for both the exhaust side (major thrust)

and cam bore side of the engine. However, the maximum dynamic stresses at the

capscrew end were found to be 18% higher on the exhaust side.

• The maximum dynamic stress at the capscrew ends is 7% higher in saddle #7 than in

saddle #5 (the average dynamic stress in the cross section is 15-30% higher in saddle

#7). These results are consistent with block fatigue test data.

• The stress at the bottom of the main bearing cap was more sensitive to the bearing

clearances than the stress at the ends of the capscrews.

• With steel inserts in saddle #7, the assembly and dynamic stresses at the capscrew ends

and on the interface between the saddle inserts and the block were significantly

reduced relative to the corresponding fatigue strength.

The fatigue analysis predicted that a crack would be expected at the end of the main bearing cap

capscrew on the exhaust side of saddle #7. The steel inserts would eliminate the cracking if the

bonding between the saddle inserts and the block is sufficiently strong.

3.15.3 Mechanical Properties of Aluminum Alloys for Cylinder Blocks and Heads

The development of a mechanical and physical property database of aluminum casting alloys was

necessary to provide accurate input to the analytical models required to define the critical areas

and design issues for diesel engines. A survey of the literature revealed a lack of available data,
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particularlyelevatedtemperaturemodulusandfatiguestrength. A datacollectionprogramwas
initiatedto obtainthenecessarydata.

The threealloyschosenfor investigationwere319-T6, 354-T6and 390-T6,which arestandard
aluminumsiliconcastingalloysusedfor automotiveapplications.Alloy 390wasalsotestedin a
T5 conditiondueto difficulties in T6 heattreatingwhich causedquenchcracks. The 390 alloy
hasbeenusedfor blocksand319alloy is a typical aluminumcylinderheadmaterial. Testingwas
conductedat roomtemperatureandup to 260°Cafter longterm thermalagingin orderto analyze
the effectof long term exposureto the engineoperatingtemperatureon the materialproperties.
Measurementsof tensile,compressivefatigue,and axial fatiguepropertieswere obtainedfrom
roomtemperatureto 260°C. Testswerealsoconductedto investigatetheeffectof exposuretime
at theengineoperatingtemperaturesby overagingthealuminumalloysfor 100and500hours.

Thetest specimenswereobtainedfrom headandblock castings,whichwerenot fully optimizedin
termsof theDendriteArm Spacing(DAS) andmicroporosity.Thedatasummarizedin thisreport
representsthe resultsof the testscompletedon theseoriginal castings. Additional work is
plannedon optimizedcastingsto allow for a comprehensiveevaluationof the structuralproperty
relationshipsfor thesematerials.

Theresultsof the Yotmg'smodulusmeasurementsare shownin Figure3.15.24asa fimctionof
temperatureafter500hoursthermalaging.
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aging.

For temperatures up to 177°C the 390-T6 alloy consistently exhibited approximately 10% higher

elastic modulus than the other alloys. At 204°C and 260°C the 390-T6 and 319-T6 material
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appearedsimilarandapproximately15%higherthanthe354-T6alloy. Thehighermodulusin the
390alloy isa resultof thehighconcentrationof primarysiliconparticles.

The elasticmodulusmeasurementswere obtainedby using an extensometerand strain gage
measurements.This work wasconductedsincethe measuredmoduliwere found to be slightly
higher than any of the literature values. The results of the study showed that the two
measurementtechniquescorrelatedverywell with anaveragedifferencein readingsof 0.8%over
all the test temperatures. The measured results were found to be slightly higher than those

reported in the literature.

Significant differences in the strength of the 390 alloy were observed in the T5 and T6 condition,

as shown in Figure 3.15.25.
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Figure 3.15.25: Ultimate tensile strength as a function of temperature after 500 hours

thermal aging.

The 390-T6 alloy exhibited approximately 15% and 28% improvement in strength over the 354-

T6 and 319-T6 alloys respectively at room temperature (RT) and 149°C. After thermally aging

for 500 hours at 204°C and 260°C the 390-T6 alloy had a higher strength than the other two

alloys that had comparable strengths.

An important parameter to the thermal fatigue resistance of the materials for the head is

compressive yield strength, which is shown as a function of temperature in Figure 3.15.26.
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Figure 3.15.26: Compressive yield strength as a function of temperature after 500 hours

thermal aging.

The 390-T6 alloy had a higher compressive yield strength, which is a result of the high

concentration of primary silicon particles in the matrix, over the whole range of temperatures

tested. The 319-T6 and 354-T6 alloys had similar strengths. It should be noted that the

compressive yield strength was found to be significantly reduced after 500 hours of thermal aging

at 204°C and 260°C (45% and 75% respectively). This clearly indicates that the data used for

analytical work must take account of the thermal aging that occurs during engine operation

otherwise the results will be optimistic.

At temperatures below 177°C all three alloys exhibited little or no elongation to failure, as shown

in Figure 3.15.27. At 204°C, the ductility of 354-T6 was almost the same as that of the 319-T6

alloy. At 260°C the ductility of 354-T6 alloy was much better than that of the 319-T6 alloy with

the 390-T6 material having the lowest ductility over the whole range of temperatures tested.

Axial fatigue tests were conducted on all three alloys at RT, 204°C and 260°C. The 319-T6 and

354-T6 alloys exhibited similar properties, which were approximately 30% better than those of

the 390-T6 alloy at RT, as shown in Figure 3.15.28. The fatigue data for the 390-T5 and 390-T6

material also exhibited significantly more scatter, which is most likely a resuk of the significant

porosity observed in the materials. Figure 3.15.29 shows the results of the tests at 260°C after 100

hours thermal aging. Similar resuks were observed for tests at 204°C after 500 hours of thermal

aging (not shown). Both overaging resuks exhibited similar trends as those at RT.
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Figure 3.15.27:
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Figure 3.15.29: Strain-life fatigue data for the aluminum alloys tested at 260°C after

100 hours of thermal aging.

It should be noted that the casting process was not optimized at that time of manufacture such

that the casting quality was not in its best condition. The presence of excessive amounts of

porosity and large secondary dendrke arm spacing (DAS) in some of the samples precludes

definitive conclusions. However, the evaluation of the mechanical properties of the candidate

alloys in the same level of casting quality provides an indication of the trends as a function of

temperature and thermally aging conditions.

In summary, 390-T6 alloy exhibited the highest modulus, UTS and compressive yield strength as

compared to the 319-T6 and 354-T6 alloys. However, the 390-T6 alloy had very limited

ductility. This low ductility coupled with excessive porosity was most likely responsible for the

lower fatigue strength observed in the 390-T6 alloy, and the increased fatigue data scatter.

Overall the mechanical properties of the 319-T6 and 354-T6 alloys were observed to be similar.

Constrained thermal fatigue testing of the three candidate alloys was also conducted. These tests

were conducted at Climax Research Services (CRS) in Detroit. Alloys 319, 354 and 390 were

tested in the T6 temper condition. Thermal stress hysteresis curves were measured for the three

alloys at a maximum temperature of 260°C and for the 354 and 390 alloys at 204°C. Thermal

fatigue testing of all three alloys was also conducted with a thermal cycle from 66°C to 288°C.

Thermally induced stresses are generated by mounting the Specimens in a rigid test frame and

heating the center portion of the sample with an induction heating coil while water cooling both

ends of the specimen. Thermal expansion Of the specimen center in combination with the rigid
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test fixture result in the development of compressive stresses within the specimen on heating. A

thorough discussion of the experimental apparatus has been presented elsewhere.

The intent of thermal stress hysteresis is to first determine the nature of stress relaxation at high

temperature and second to provide a measurement of the plastic strain which occurs within the

specimen for a range of thermal cycles (i.e. maximum and minimum temperatures). Measurements

of thermal stress hysteresis suggest that the deformation is minimum for all of the cycles having a

peak temperature of 204°C, whereas the specimens experienced significant deformation during

the 260°C peak temperature testing. The material studied could be expected to perform well at

service temperatures not exceeding 204°C; however, these three alloys would have finite lives for

maximum service temperatures at or above 260°C.

Thermal fatigue testing at a maximum temperature of 288°C shows that among the three alloys

the 319 material had the longest life (average life 832 cycles) followed by the 354 alloy (638

cycles), with the 390 alloy having the shortest life (366 cycles). The 354 specimens incurred the

most strain (bulging) per cycle (approximately 25%) with 390 alloy showing the least strain per

cycle (approximately 4%) which was expected based on its low ductility.

The difference in the strain per cycle was small at peak temperature of 260°C, the difference in the

strain per cycle was much larger, and readily measurable, at peak temperature of 288°C.

Considering these results, and the low axial fatigue strength and ductility of 390-T6 as compared

to either 319-T6 or 354-T6, the 390-T6 material is not recommended for use as a cylinder head

material.

In the next phase of mechanical property testing, the specimens will be taken from head and block

castings with a refined structure. The head castings will be chilled in the deck face to achieve

better casting quality (less porosity and fine DAS). Future block castings will be cast by Alcoa

with their proprietary Level Pour process and with the thickened bulkhead in the bearing saddle

areas. The test results will be reported separately.

It was concluded from the evaluations:

• Alloy 354-T6 is recommended for cylinder blocks due to its good mechanical

properties and ease ofcastability.

• Alloy 354-T6 or 319-T6 are recommended for cylinder heads due to their ductility,

axial fatigue strength, and thermal fatigue properties.

3.15.4 Structural Analysis and Testing

3.15.4.1 Cylinder Block

Measurements of strain were required under cylinder pressure loading to validate the results of

the FE analysis of the block. Photostress coatings were used to locate the high stress regions for

the placement of strain gages, followed by subsequent strain gage analysis. The prediction of

214



fatiguefactorsor designlimits wasbasedon the mechanicalproperty datadiscussedin section
3.15.3- MechanicalPropertiesof Aluminum Alloys for Cylinder Blocks and Heads.

3.15.4.1.1 Photostress Analysis

The photostress coating was applied to the block in areas identified as high stress areas from the

limited engine testing and mechanical test work. The cylinders were statically pressurized with

grease to determine the locations of the major stress concentrations and the directions of the

principal stresses. The photostress coated main bulkhead regions were initially loaded with main

capscrew torque application. An example of the results is given in Figure 3.15.30.

Figure 3.15.30: Photostress results on main bearing saddles with the application of bolt torque.

These data show that a high compressive load is developed in the boss region. Following this

test, pistons were installed in the block, along with a dummy crank section which was designed to

simulate the bending of the crank during cylinder pressure application. The head boks were

torqued and then cylinder pressure applied using static grease pressure to various cylinder

pressures. An example of this is shown in Figure 3.15.31 for comparison to Figure 3.15.30,

where only the effect of torque loading is shown.
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Figure 3.15.31: Photostressresultson the main bearing saddle with the application of

15.2 MPa cylinder pressure.

Three interesting visual observations were made. First, the most active stress concentration

region corresponds to the main bulkhead surface near the end of the main capscrew thread

engagement, which correlated well with the location of the fatigue cracks observed on the engine

and rig tested blocks, and with the stress analysis. Second, the exhaust side main bulkhead

surface near the end of the capscrew thread indicated a higher order of stresses than on the intake

side, which also correlates well with the fatigue failures which occurred and the stress analysis

work. Finally, a significant reduction on the compressive stress generated from the bolt torque

occurred just below the main cap mating surface. This reduction is of concern and analysis was

recommended to determine if main cap separation occurs.

3.15.4.1.2 Strain Gage Analysis

Based on the results of the photostress evaluation several locations were identified for the

appfication of strain gages. Another block was strain gaged as shown in the example in Figure

3.15.32, and an evaluation carried out similar to that described previously.
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Figure 3.15.32: Location of strain gages in the main bulkhead region.

Measurement of the stresses resulting fi:om the bolt torques and from cylinder pressure were made

over a range of pressures. The strains at each gage location were plotted as a function of cylinder

pressure and the mean and alternating strains calculated from the Young's modulus. The mean

and alternating loads were then plotted on a Goodman diagram, from which the design margins

(Fatigue factors) were calculated at each location. A design margin of less than two is typically

unacceptable when the mean stress at the location is tensile. An example if this is shown in Figure

3.15.33 where the strain gage was located close to the end of the capscrew and at 20.7 MPa

cylinder pressure had a design margin ofless than two.

Figure 3.15.33:
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This locationcorrespondsto the region the analytical model predicted high stresses and where

fatigue failure was observed during engine and rig testing. Overall, the data were consistent with

the results of the mechanical tests, and with the resuks from the FE analysis. However, these data

will now be used to recalibrate and refine the finite element model developed for the block. This

effort will improve the overall accuracy and allow further life prediction work to be undertaken

for different alloys.

3.15.4.1.3 Block Fatigue Test

Testing of cylinder blocks was conducted in the App_ed Mechanics Laboratory using a hydraulic

rig to determine the fatigue resistance of the block. Initially. the 390-T5 alloy block from test

Engine #1 (See section 3.15.7.1 - Engine #1) was subjected to test, recognizing this had

previously been run on engine test. Subsequently, the blocks evaluated were cast from 354-T6

ahoy and the data are summarized in Figure 3.15.34. The 390-T6 alloy block tested initially had

14 mm capscrews and failed after 30,000 cycles at 15.8 MPa, which is significantly lower than the

354-T6 alloy blocks.

Figure 3.15.34:
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Cylinder block fatigue data.

These blocks had M12 (12ram) main capscrews with helicoil inserts in the threads. Cracks were

found in a number of areas in the block including the main bearing saddles, the location consistent

with the high stress areas predicted by the FE analysis. The 390-T5 block was shown to have

significantly reduced durability, as compared to the 354-T6 blocks. This result was not considered

surprising based on the fact that the block structure was not optimized and the block had been

previously engine tested. Typical crack locations are shown in Figure 3.15.35.
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Figu re 3.15.35: Crack locations in the aluminum cylinder block.

A second crack location was observed in the region of the main bearing saddles at the radius

between the machined bolt boss and the cast bulkhead (this are can be seen in the upper lett

comer of Figure 3.15.35). The data show that the blocks tested had lower durability than the cast

iron equivalent,. Cast iron survived up to 23.4 MPa.

Based on the results of the tests a modification was made to the block design, where the main

bearing saddles were thickened to increase the load carrying capability in this region, as shown in

Figure 3.15.36.

Figure 3.15.36: Cylinder block with thickened main bearing saddles.
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The blockscast usingAlcoa's Level Pourprocessand were machinedwith M12 (12ram)main
capscrewhelicoil insertsinstalled.Testwereconductedat 17.9MPa andno crackingof themain
bearingsaddleswasobserved.Crackingofthe rearfaceCupplug below theheaddeckdid occur,
but the test wasconsideredsuccessfulbecauseof the improveddurability of the main bearing
saddles.Theseresultsarecomparedwith thoseonstandardblocksinFigure3.15.34.

Modification of the block to include rolled threads, rather than the helicoils was then considered

as a potential improvement to obtain further durability. In order to evaluate the potential

improvement of using roiled threads a test specimen was developed and tested in an MTS

servohydraulic test frame. The specimens were machined from 356 aluminum barstock material

and specimens with the MI2 helicoil inserts were directly compared with specimens that had M12

roll form threads. The results of these tests are plotted in Figure 3.15.37, where a 33%

improvement in fatigue strength was observed for the rolled threads as compared to the heUcoils.
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Figure 3.15.37: Comparison of the fatigue strength of threads with helicoil inserts

and rolled threads,

Failure analysis was conducted on the test specimens to ensure that the failure mode was the same

as that experienced in the actual cylinder blocks. This analysis confirmed that the fatigue cracks

initiated at the root of the thread at the end of the capscrew engagement, which is the same

location as determined in the cylinder blocks. These results indicate that the MTS load frame can

be effectively used to evaluate the difference in fatigue strength of different thread types and that

modifying the blocks to have roiled threads in the main beating saddles provides some

improvement in durability.
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Cylinder blocks with thickenedbulkheadswere thenmachinedwkh rolled threadsfor fatigue
testingandtheresultsindicatea significantincreasein mainbearingsaddledurability. The results
of the initial testsareshownin Figure3.15.34for comparisonto the previousdata. Theresuks
clearlyshow that a significantimprovementin durability occurswith the applicationof roiled
threads,where no failure of the main bearing saddleswas experiencedat 23.4 MPa after
10,000,000cycles. Crackswere observedin the water jacket a the intersectionbetweenthe
cylinderwall and the top deck of the block after 6,500,000cyclesand additionaltesting of
cylinders5and6 resultedincrackingof thecupplugon therearfaceof theblock.

Furtherwork will berequiredto correct theseproblems,but testingof themainbearingsaddlesis
still in process.It shouldbenotedthat no failureof the main bearing saddles in a cast iron block

is experienced at this pressure after 10,000,000 cycles. These results are therefore very

encouraging for the development of a durable aluminum cylinder block.

3.15.4.2 Cylinder Head

Several areas of the head were identified as potential weaknesses. These included increased head

due to the lower stil_ess of the aluminum compared to the cast iron, mushrooming of the

head bolt bosses, insufficient exhaust manifold bolt holding strength and reduced ability to

withstand cylinder pressure and thermal loading. Testing to assess the head lift and cylinder

pressure resistance were conducted in the Applied Mechanics Laboratory, the other factors were

assessed using engine tests, as discussed in Section 3.15.7 - Engine Testing and Validation.

3.15.4.2.1 Head Lift

A head lift study was completed to evaluate the possibility of designing a new gasket for the

aluminum head. The excessive deflection of the aluminum may require an improved sealing

method at the combustion ring of the gasket. Three head materials were evaluated, 319-T6, 354-
T6 and 390-T6.

In summary, it was found that the aluminum heads deflected more than the cast iron B-Series

cylinder head. For a peak cylinder pressure of 12.4 MYa the m_um head lift values were of

the order of 10 _tm and at 16.5 MPa were of the order of 18 p,m at some locations. It was

concluded that the current gasket may be sufficient and should be evaluated at 12.4 MPa and 16.5

MPa to determine if it is sufficient and following this a specific gasket could be tailored for the

aluminum with the ability to seal up to 16.5 MPa wkhout issue with the current bolt loads. The

lift data may also be used to determine the weak point in the head as far as vertical deflection is

concerned and be used for design guidelines for enhancing the durability of the head.

3.15.4.2.2 Cylinder Pressure Resistance

Due to the lower strength of the aluminum as compared to cast iron, it was concluded that the

heads may not be able to withstand the same cylinder pressures as the iron head. Previous data

indicates that the cast iron head survives a hydraulic pressure test at 18.6 and 22.8 MPa, but fails

at 24.8 MPa. The alurn_um heads were therefore pressure tested at 18.6 and 24.8 MPa and the

results are shown in Figure 3.15.38.
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Figure 3.15.38:
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Mechanical failure occurred during the test at 22.8 MPa, which is below the limit defined for the

cast iron heads. Analysis of the failures showed that fatigue cracks initiated at the base of the

exhaust valve spring seat on the water jacket side and then propagated throughout the head.

Shrinkage porosity was found to be associated with both failures and the presence of dispersed

shrinkage porosity throughout the thin section in the region where the crack occurred may reduce

the overall fatigue strength of the material. However, it should be noted that these were the initial

head samples, where the microstructure was not optimized and further work is in process with the

casting supplier to improve this.

3.15.5 Structural Reinforcement Strategy

Based on the results of the FE analysis and test work a strategy was developed for reinforcing

both the head and block to provide improved mechanical and thermal resistance. The test results

indicated the thermal loads on the head may be beyond the durability limits of the current

aluminum alloy. Unreinforced aluminum may be insufficient to resist thermal cracking in regions

such as the valve bridge area of the firedeck.

Analytical work conducted early in the program provided guidance on the design and location of

the inserts in the valve bridge region. Two basic designs were chosen for study, a "bow tie" insert

which reinforces only the region between the valves, and reinforcement of the whole combustion
face.

In addition, inserts were also pressed into the valve seats and valve guides, since it was concluded

that these would not have sufficient durability in the parent aluminum. The B-Series engine is

manufactured with parent cast iron valve seats, by induction hardening these regions of the

cylinder head. However, Cummins manufactures a rebuild kit of inserts for these two regions and
for the initial test work it was determined these could be used.
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For the block, the mainbearingsaddleswere shownto havelower durabilitythan the cast iron
equivalentat agivenengineload. Fromtheanalyticalwork it wasshownthat thealuminumblock
stiffnesswasmuchlower thanthecastiron. Theplacementof steelreinforcinginsertsin themain
bearingsaddleregionscouldreducethestretchof theblock to a similarvalueto that of castiron.
This reinforcementhas a significantimpact on the loads which the bearingsand crankshaft
experience.Insertsweredesignedbaseduponthe resultsof theFE analysisandwithin the limits
of thegeometryof theblockin theregionof themainbearingsaddlesasshowninFigure3.15.39,

\

J

i
t

MATERIAL: !144 (Non-Leaded)

Figure 3.15.39: Main bearing saddle inserts.

It was also noted that the aluminum cylinder bores would be insufficient to resist the applied duty

cycle and an alternate cylinder liner surface was required. The B-Series engine is manufactured

with parent bore cylinder walls. However, to allow rebuild of the engine Cummins manufactures

thin walled cast iron cylinder liners. These liners were installed into the aluminum block to allow

testing.

3.15.6 Metallurgical Bonding Study

Following the determination that the blocks and heads may require reinforcement, which should

be metallurgically bonded into the structure a literature study was initiated on the metallurgical

bonding of aluminum to dissimilar metals and the use of lightweight head and block castings in

heavy duty diesel engines. This work was completed prior to the start of the contract, but for

completeness the results are briefly reviewed.
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Theresultsof the initial analytical work and testing indicated there were several areas of both the

head and block where the durability was insufficient for a heavy duty diesel engine. Inserts placed

at critical locations (defined by high stresses, temperature or wear requirements) need to be

strongly bonded in place in order to transfer the stress and heat to the surrounding casting. It is

expected that the required strength and heat transfer characteristics can be achieved by forming a

metallurgical bond between the insert and casting.

It was concluded that a variety of processes can be used to metallurgically bond aluminum to

dissimilar metal inserts. The processes include friction welding, diffusion bonding, brazing,

casting in place and some fusion welding processes. The location, geometry and composition of

the insert and casting determine which processes are appropriate for a given insert. Special

attention must be paid to the disruption or removal of the surface oxides from the surfaces to be

joined, particularly in the case of aluminum oxide.

The control over the growth of intermetallic compounds during the bonding process is also very

important. Control can be achieved by coating the insert with a third material, silver for example,

that acts as a diffusion barrier preventing the formation of ordered intermetallics. Coatings may

also be used to promote diffusion and hence the formation of a good metallurgical bond between

the insert and casting. The most promising insert coatings were found to be silver, copper, zinc

and tin. These can be used in elemental form, alloyed with each other or alloyed with aluminum.

Many of these alloys are commercial brazing and soldering materials. It was determined that

phosphate coatings of zinc or nickel may also prove effective.

These data were used to provide the direction for a research program initiated to optimize the

bond strength between aluminum castings and reinforcing inserts. Initial resuks of this program

show the application of smooth coatings of pure Zn, Zn-5 wt. %,4/and Zn-10 wt.% AI could be

obtained by hot dip coatings. The use of fluxes was found to be essential to the formation of an

interface free of porosity. Pure Zn coatings and Zn-AI coatings with aluminum contents greater

than I 0 wt.% did not yield good metallurgical bonds. Coating times produced with an immersion

time of one minute generally produced higher strengths than those dip coated for three minutes,

Prior to T6 heat treatment, interface strength of the 10 wt.% AI were greater than the 5 wt,% AA,

but after T6 heat treatment the interface strengths were comparable.

Metallographic work was conducted on the bonds using various optical and electron microscopy

techniques. It was found that the bonds formed were composed of layered A1-Fe-Si phases,

similar to those produced from the Alfin process and additionally little or no Zinc was found in the

bonds. The hardness of the bonds was consistent with hardness results obtained for Alfin bonds.

Severe degradation of the bond region was observed during T6 heat treatment, which included the

formation of large pores and cracks in the bond region. The bond was approximately four times

thicker after T6 heat treatment. Further analysis is in process and the results will be reported at a

later date.
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3.15.7 Engine Testing and Validation

Initial engine tests were conducted in order to measure the strains and temperatures in the

aluminum based engine to allow calibration of the FE models imcl assessment of the integrity of

the engine.

3.15.7.1 Engine #1

The first test was designed to demonstrate the mechanical integrity of the cylinder block and

cylinder head in a running engine and provide strain gage data for calibration of the FE model.

The head was instrumented with four strain gages and the block with twenty strain gages.

Dynamic strains were measured along with the operating conditions of the engine. The engine

was built to a 119 kW configuration, with a 319-T6 alloy head and 390-T5 alloy block.

3.15.7.1.1 Engine #1, Test 1

The engine was run at several test points as shown in Table 3.15.8.

Table 3.15.8: Engine test points - Engine #1, Test 1

Test Point

1

2

Speed (rpm)
800

1000

1600

Load (N-m)

none

176

271

4 2500 230

5 1000 352

6 1600 542

25007 461

Idle

Condition

50% max. no air load

50% torque peak
50% rated

Maximum no air 10ad

Torque peak

Rated 119kW

All the engine test points were achieved except for the 119 kW point. The maximum horsepower

achieved was 112 kW due to an issue with the air intake temperature control, leading to an

excessively high intake air temperature. Dynamic strain gage output was recorded throughout the

test and was used to calibrate the FE model discussed previously.

After the test was complete the engine was disassembled and the block showed no signs of

distress. The cylinder liners remained in place with no apparent movement. The head was also

inspected and exhibited no signs of distress. The valve seats and guides remained in place and

measurements indicated that there was no sign of warping.

Following this test the block was machined to place thermocouples near the top of the cylinder

liners. The head was also machined for thermocouples in the valve bridge area and for a pressure
transducer.
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3.15.7.1.2Engine#1, Test 2

The second test was used to measure dynamic strains, valve bridge temperatures, cylinder wall

temperatures, and cylinder pressure in a running engine with an aluminum block and head. The

engine was the same as used in Test 1 except the fuel pump and injectors were changed to uprate

the power to 172 kW. Additionally, the timing on the fuel pump was advanced to increase the

cylinder pressure. The test was planned to explore the operating range from idle to 172 kW rated

conditions. The plan also included the test points run in Test 1, to provide temperature and

cylinder pressure data.

The maximum power achieved from the engine was 179 kW at 2500 rpm. Maximum torque was

965 N-m at 1400 rpm. Peak cylinder pressure attained was 16.4 MPa at the same peak torque

condition. The peak valve bridge temperature was 207°C, which occurred during the same high

torque point. The maximum cylinder liner temperature was 124°C, which occurred at 2347 rpm

and 757 N-m of torque.

After test the engine was disassembled and inspected. The block was found to be cracked in the

#7 main bearing saddle, the location consistent with the end of the capscrews (last thread

engagement). This region was consistent with the high stress locations identified by the FE

analysis and confirms a weakness in the block, which needs to be addressed in future designs. It

should be noted that these were initial block castings, where the microstructure and heat

treatment were not optimized.

3.15.7.2 Engine #2

The second engine was intended to map cylinder pressures, provide an engine for noise

measurements and gain further understanding of the failure modes under cyclic loading

conditions. The engine was built as a 142 kW engine with a 319-T6 alloy cylinder head and 390-

T5 alloy cylinder block.

3.15.7.2.1 Engine #2, Test 1

The engine was run for ten hours on a break-in cycle. The test points given in Table 3.15.9 were

taken to measure cylinder pressure at normal engine timing. The highest pressure recorded was

11.1 MPa at 2500 rpm and 570 N-m torque.
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Table 3.15.9: Engine test points, Engine #2, Test 1

Test Point Speed (Tm)

800

1000

Load (N-m)

none

176

3 1600 271

4 2500 230

5 1000 352

1600

2500

1600

9 2500

542

461

643

542

| I

Condition
| Ull I

Idle

50%max. no akload

50% torque peak
50% rated

Maximum no ak load

Torque peak

Rated ll9kW

Torque peak 141.7kW

Rated 141.7kW

3.15.7.2.2 Engine #2, Test 2

The engine was run in a noise test for ten hours at Cummins' noise facility. The results of the test

indicated the noise levels in the aluminum engine were similar to the cast iron engine, when the

two engines were operated under full load. However, when the engines were operated at half

load and no load conditions, the aluminum engine noise levels were typically one to two dB

louder after averaging the noise levels on all four sides.

3.15.7,2.3 Engine #2, Test 3

The objective was to subject the engine to an endurance test with cyclic loading for 500 hours.

The conditions for the cyclic endurance test are given in Table 3.15.10.

Table 3.15.10: Cyclic endurance test conditions

, Condition Speed (rpm) Load Qg-m} Duration (s)

Low idle 840 - 144

Torque peak 1600 596 36

Rated 2600 588 360

Highidle 3000 - 36
Rmed 2600 588 144

Lug down 2600- 1600 596 36

Torque peak 1600 596 108
Rated 2600 588 36

After 13 hours of test the engine was shut down due to high blowby, high vibration and an oil leak

out of the rear of the engine. After disassembly the block was found to have four cracked main

bearing saddles. It appears that the #7 main bearing saddle cracked first, followed by the #6, #5

and then in the front (# 1).
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3.15.7.3 Engine #3

The engine was built as a 119 kW engine, with a power rating chosen to minimize the risk of

bearing saddle failure, using a 319-T6 alloy head and 390-T5 alloy block. The engine was run at

Cummins to develop the torque curves and check operation. The engine was shipped to the

Naval Surface Warfare Center for noise and magnetic signature measurements.

3.15.8 Cylinder Head Testing

Several key investigations for the aluminum cylinder head were identified as mushrooming of the

head bolt bosses, insufficient exhaust manifold bok holding strength and reduced thermal cycle

tolerance. A 319-T6 alloy head was run on a cyclic endurance test (thermal cycle), the test

conditions as summarized in Table 3.15.10.

This test was chosen to begin investigating the aluminum head mechanical performance under

moderate thermal cycle conditions. Prior to this only limited test hours had been accumulated on

the aluminum head, due to the failure of the aluminum blocks. Therefore the test was completed

using a standard cast iron block to allow longer test hours. The issue of differential expansion

between the aluminum and cast iron was considered analytically and it was concluded that this

should not affect the current test. The test was run with a standard B-Series gasket and appeared

to performed well during the test.

It was observed that the head bolt bosses experienced severe mushrooming and radial cracking

during the test. Some of the head bolts experienced significant torque loss during the test,

particularly on those adjacent to the exhaust manifold. Steel washers were used to distribute the

load from the head bolt caps to the bosses, but significant brinelling of the washers into the

aluminum was observed. Solutions to this problem, including steel reinforcement, are under

investigation and will be incorporated in future test plans.

The head experience failure of the exhaust manifold bolt threads and separation of the manifold

from the head. Keenserts, trade name, were installed after 92 hours to keep the test running and

were tightened after 225 hours as they were pulling out of the parent aluminum. Modifications to

the head are under development to solve this issue.

No cracks were observed in the valve bridges at the end of the 250 hour test and it was concluded

a more rigorous test would be required to determine combustion face limits of the head, in

conjunction with the FE analysis.

The engine was then reassembled for further test and ran 40 hours in a thermal abuse test. When

the engine was disassembled fine cracks were observed in the valve bridges. Analysis of the data

is in process and the results will be reported at a later date.

3.15.9 Lightweight Connecting Rods

Following the goal of producing a lighter weight engine with decreased magnetic signature, a

preliminary evaluation of light weight, non-magnetic materials for connecting rods was

undertaken. Since the light weight engine is based on the B engine, B engine connecting rods
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wereusedasthe basedesignfor this study. Thisstudyfocusedon the materialsfor light weight
connectingrods, though both materialsand designcanbe changedto lower the weight of the
connectingrod. Materialsand designare interdependent;the _terial propertiesdeterminethe
designlimits,andthedesignrequirementslimit theusablematerials,

A light weight rod that is otherwise equivalent to the current steel rod would lower the overall

weight of the engine which would increase performance. Another benefit of a light weight rod is

reduced inertia. The less the rods weigh; the less energy is lost in their motion. Table 3.15.11

illustrates the performance benefits of a lighter weight connecting rod. The reduction in inertia is

more significant in gasoline engines because they run at higher rpm's. At 6000 rprm a 33.5 %

lighter connecting rod translates into a 16.4% lower maximum axial load at the crank end. 2 Diesel

engines run at lower rpm's such that the inertial component of the forces on a connecting rod is

only about one third of the total loading. The majority of the load on the connecting rod is from

firing. Correspondingly, all the examples of light weight rods found in the literature were for

gasoline powered cars, motorcycles, or race cars. No examples of diesel engines with light

weight connecting rods were found.

Table 3.15.11: Example of benefits of a lighter weight connecting rod

Engine type:
Material:

Weight reduction:

Maximum power:

Torque:

Fuel Consumption:

In-line 4 cylinder, 2.3 liter, DOHC, 16 valve

From steel to titanium alloy
35 %

increased 2.0%

increased 1.3 to 3.0% at full range

decreased 2.0% at maximum power

A key issue when considering a change to the connecting rod is the connecting rod's compatibility

with the piston pin. In an automobile engine, the piston pin is usually press fit into the rod. In a

diesel engine, the pin rotates within the pin bore of the rod. Thus, the pin bore is a bearing

surface. Brass bushings are used with the current steel rods and pins.

Different properties are critical to the connecting rod and pin. For the connecting rod, fatigue

strength, compressive strength (to resist buckling) and stiffness are the important parameters. For

the piston pin, wear, stiffness, dimension stability (for maintaining clearance), and fatigue strength

are all important.

Table 3.15.12 fists a variety of materials that could be considered for fight weight and/or non-

magnetic connecting rods. Powder forged steel, titanium, metal matrix composite (MMC), and

hybrid rods are all being used by automotive companies (see Comments, Table 3.15.12). Powder

forged steel rods are lighter in weight than conventional forged rods, but they are not non-

magnetic. Powder forged connecting rods will be discussed because of their fight weight and

widespread use in gasoline powered engines. The austenitic stainless steel, 304, is included

because it is non-magnetic. The density of 304 is greater than that of the current steel and the
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strengthandmodulusarenot betterso a rod made from 304 would have to be heavier than the

current rod. Thus, 304 can be eliminated from further consideration.

Table 3.15.12: Alternate materials for connecting rods

1Vlaterial Modulus UTS CTE Density

GPa.:(Msi) MPa (ksi) 106/_°F g/c m3

Current 200 (29) 862 (125) 6.8 7.85

steel

Powder 205 (30) 758-I()00 " 7.8

forged steel (110-145)

(7 alloys)

304, 193 (28") _593 (86) 10.4 7'.9

austenitic

115(18) 1100 4.4-5.6 4.5Titanium

(4_ alloys)_
MMC

(15 types)

Hybrid

95-265

(14-38)

(160)
245-552

(36-80)

titanium and carbon fiber reinforced polymide

Cost

factor

1

0.s

7

45

2

Comments

1538 modified

Ford, Porsche,

Toyota, GM

tO

not magnetic,

not light weight

Honda

Toyota, Honda

oaimler-i3enz

To maintain compatibility, the piston pin material may have to be changed if the connecting rod

material is changed. A pin could be made from MMC with or without a coating or a steel shell.

A titanium pin could also be developed. Burgess-Norton, a current pin supplier, and MMCC, a

MMC company, have completed preliminary work on a composite pin.

Powder forged steel rods are widely used in automotive applications where high rpm's make the

lighter weight of the these rods desirable. Powder forged connecting rods are lighter than

conventionally forged rods due to a combination of better weight balance and better material

properties. Powder forged rods are also cheaper to produce than conventionally forged rods.

However, these steel rods do not reduce magnetic signature.

For a light weight and non-magnetic connecting rod, two grades of titanium, a free machining

grade (Ti-3AI-2V with sulfur and rare earths), an automotive grade (Ti64A) and MMC's (eg.

2124 with 60 Vf.% alumina and Lanxide alloys with alumina or SiC particulate) are worth further

investigation. Titanium rods could be powder forged which would take advantage of some of the

cost reduction benefits described for powder steel rods. Krebs6ge has expertise in modeling

connecting rods and could fabricate prototype rods from powdered titanium. Teledyne Portland

Forge and Dynamet (a titanium powder company) are interested in powder forging titanium rods.

The production of an MMC rod requires more redesign work than producing a titanium rod.

Two companies that work with MMC's, MMCC and Lanxide-DuPont, have the necessary

material and development capabilities to produce prototype connecting rods with some help on

the design requirements of a connecting rod.
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Thereis no quantitativeinformationon performanceimprovementwith a light weight connecting
rod or magneticsignaturereductionbyanon-magneticrod. Beforepursuingproductionof a light
weightconnectingrod, thereductionin the magneticsignaturewith a non-magneticrod andthe
increasein performancefrom a lightweightconnectingrod mustbequantified. It shouldbenoted
that when changingthe connectingrod material,compatibilitywith the piston pin needsto be
consideredso an analysisof the piston pin shouldbe includedin the connectingrod studyto
insurecompatibility.

3.15.10 Lightweight Low Magnetic Signature Main Bearing Caps

The development of a lightweight low magnetic signature main bearing cap was seen as a way of

introducing an MMC into the project without adding significant risk. The replacement of the

ductile iron cap (sand cast, 65-45-12; SAE J343, D4512 alloy) could save approximately two

thirds of the weight of the main bearing caps (0.5 kg versus 1.9 kg) and provide a low magnetic

signature. The initial challenge of this project was to identify potential materials that would have

the fatigue strength (193 - 207 MPa) and stiffxtess (166 GPa) of the required materials.

The low cost and low density of aluminum make reinforced aluminum metal matrix composites a

good choice for the application. The reinforced materials must have low density, high stiffness

and high strength. Ceramic reinforcements, including oxides, carbides and nitrides, and

carbon/graphite were considered. These reinforcements are available in different forms, which in

order of decreasing cost are: continuos fiber, chopped fiber, whisker and particulates

A project was initiated with Cast Metal Composites (CMC) to identify materials that could be

used, then manufacture samples for material tests to verify the required properties and finally, if a

successful candidate was identified, manufacture a limited number of main bearing caps for further

testing. A technical literature review was conducted to examine the commercially available

aluminum and MMC materials, along with the developmental MMC materials produced by CMC.

Theoretical and empirical models for predicting the mechanical and physical properties of MMC
materials were also examined.

Based on this review of the commercially available composite materials, and the theoretical and

empirical models for modulus and strength of metal matrix composite materials, CMC

recommended the development of squeeze cast 50-55 Vf.% Al2OJaluminum and 50-55 Vf.%

SiCp/aluminum MMC materials for the application. These two materials have the capability to

meet the mechanical property requirements for the application, while providing a >50% reduction

in material density compared to ductile iron. The materials also provide a low cost materials

solution by virtue of the low materials cost for A1203 and SiC particulate.

Preforms of A1203 and SiCp were then developed to produce samples for tensile and fatigue test.

These preforms were then infiltrated with a A1332 type alloy using CMC's squeeze casting press

and heat treated to a T7 condition. These samples were provided to Cummirts for microstructural

evaluation and for machining of samples for tensile and fatigue test.

Both the 50-55 v/o SiCp/AI MMC and 50-55 v/o A1203p/A1 MMC materials exhibited about the

same microstructural characteristics. The distribution of particulate reinforcement in both MMC
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materialswas fotmd to be uniform. The tensile test results indicatethat the elasticmodulus,
tensilestrengthand elongationof both MMC materialswere about the same. Both MMC
materialsexhibited the modulus of about 170 GPa, which is comparable to that of_the ductile iron

main bearing cap material. The ultimate tensile strength (UTS) of both MMC's are slightly lower

than that of ductile iron. Due to the high volume fi'action of reinforcement in both MMC's, both

materials failed in a brittle manner such that no yield strength could not be determined.

Apparently, the current ductile iron material exhibits a much better yield strength than that of

either MMC material. The elongation of both MMC's were all very low, about 0.1%. This is

expected due to the highly loaded particulate reinforcement.

Both MMC materials exhibited about the same tensile properties and met the requirement for high

modulus. However, the UTS, yield strength and ductility of either material were lower than that

for the current ductile iron materials. However, the tensile strength and ductility are not

considered the most significant properties since the design is limited by stiffness and fatigue

strength.

Rotating beam fatigue tests were conducted on both materials. Results of the testing indicated

that the median fatigue strengths for the 50-55 v/o SiCp/A1 MMC and 50-55 v/o AI203p/AI MMC

were 235 MPa and 186 MPa respectively at 107 cycles. Figure 3.15.40 shows a comparison

between the S-N curves of both MMC materials. It is apparent that the 50-55 v/o SiCp/AI MMC

exhibits better fatigue strength than the 50-55 v/o AI203p/A1 MMC.
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Figure 3.15.40: Comparison of fatigue curves for the 50-55 Vf.% SiC¢'AI and

AI203/AI MMC's at room temperature.

The current ductile iron main bearing cap material requires 193 MPa fatigue strength and

therefore it is clear that only the 50-55 Vf.% SiCp/AI MMC can meet the requirement.
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Thetensilepropertiesandfatiguestrengthof the selectedMMC materialwasthen used in a finite

element analysis to evaluate the preform geometry and determine the performance of an MMC

cap. The results of the analytical work will be reported at a later date.

3.15.11 Conclusions - Lightweight Low Magnetic Signature Engine Development

• The engine ran successfully and achieved a maximum torque of 965 N-m at 1400 rpm and a

maximum horsepower of 179 kW at 2500 rpm. These data were used as input to the FE

models and as a validation of the predictive work. Noise testing indicated that the engine was

similar to the cast iron when the engine was operated at full load, but was 1 to 2 db higher at

half and no load conditions.

• An FE model of the cylinder head was developed which predicted that the best aluminum alloy

of those investigated was the 354-T6 alloy. Mechanical property data confirmed this to be the

case. The optimum bow tie thermal properties predicted were 30-50% higher thermal

conductivity and 15-20% lower thermal expansion coefficient compared to gray iron if

Young's modulus and fatigue limit of the bow tie material are close to those of gray iron.

• Both compressive stress and temperature decrease as the bow tie thickness decreases, but the

bow tie location and size have little influence on the compressive stress and temperature in the

valve bridge area. Compressive stress is dominant in the valve bridge area during the engine

thermal cycle and the steady state is the worst case.

• Regions of the head identified as weaknesses included the deformation and cracking of the

head bolt bosses, insufficient exhaust manifold bolt holding strength and reinforcement of the

valve bridge region of the head may be required to prevent cracking.

• A FE model of the cylinder block was developed which predicted that the aluminum block

was structurally applicable for the 119 kW (13.8 MPa) load case investigated. Fatigue

analysis at several locations showed that fatigue cracks were not expected in the block and

main bearing cap, except in the capscrew engagement region. A thread engagement model

was developed which predicted that cracks would initiate at the last thread engagement of the

capscrews. This was con_fimaed by results of the photostress analysis and strain gage data, and

fatigue testing of cylinder blocks induced cracks which were consistent with the predicted

locations. Finally, engine test data was found to be consistent with the FEA. Incorporation of

a steel insert should eliminate the fatigue cracking observed provided that the bonding

between the saddle inserts and the block is sufficiently strong.

• The stiffiaess of the aluminum block is 20% lower than that of the cast iron and results in

20%-30% more vertical block stretch between the head deck and main bearing saddles at 13.8

MPa cylinder pressure. The use of a steel main bearing cap appeared to give equivalent

stretch to the cast iron block with a nodular iron bearing cap, particularly if used in

conjunction with an insert in the main bearing saddle.

• Several potential processes were identified to metallurgically bond inserts into the block and

head. These processes include friction welding, diffusion bonding, brazing, casting in place

and some fusion welding processes. The appropriate method is dependent on location,

geometry and composition of the insert and casting. Control over the growth ofintermetallics
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can be achieved by using a third material on the insert to act as a diffusion barrier or promote

diffusion. These have significant influence on the strength of the bond formed.

For a light weight and non-magnetic connecting rod, two grades of titanium, a free machining grade (Ti-

3A1-2V with sulfur and rare earths) and an automotive grade (Ti64A), and MMC's (eg. 2124 with 60

Vf.% alumina and Lanxide alloys with alumina or SiC particulate) are worth further investigation.

Titanium rods could be powder forged which would take advantage of some of the cost reduction

benefits described for powder steel rods. KrebsSge in Germany has expertise in modeling connecting

rods and could make prototype rods fi'om titanium powder. Teledyne Portland Forge and Dynamet (a

titanium powder company) are interested in manufacturing powder forging titanium rods. Producing an

MMC rod requires more redesign work than producing a titanium rod. Two companies that work with

MMC's, MMCC and Lanxide-DuPont, have the necessary material and development capabilities to

produce prototype connecting rods.

An MMC material was developed for the main bearing caps. The material had equivalent stiffness and

fatigue strength to the ductile iron currently in use. FE analysis is in process to determine the preform

geometry and assess the use of an MMC in this application.
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microwave heating units.

Cummins subsidiaries had key roles and responsibilities during this program. Holset supplied

turbocharger wheels and variable geometry hardware. Cummins Piston Ring Division provided

piston rings. Modeling efforts by Dan Richardson and coating application by Freidoon Rastegar

were instrumental in engine testing. Fleetguard developed ceramic particulate filter technology.

Special thanks go to Bill Haberkamp at Fleetguard for developing ceramic filter paper

requirements and filter manufacturing techniques.

Within Cummins Technical Center, many investigators assisted this effort. The efforts of Jim

Patten who provided guidance throughout the program and program managers, Dean

Reichenbach and Ed Owens, were greatly appreciated. Special thanks to engineers who worked

and provided much of the talent described in these reports. Initial design efforts by Dave

Wildeman, Craig Barnes, Steve Barnes and Kurt Schoenegge and others were appreciated.

Additional design efforts were conducted by Anthony Cooper, Ken Harder, Tom McKinley, and

Jason Beckfort on the spherical joint piston socket. Closely coupled with design was heat

transfer; understanding of this area and key contributions were made by Dale Tree, Dan Oren,

Henry Ng, Gary Hunter, Kevin Hoag, Sharon Cressman, Angie May and others who assisted in

235



this critical area. Efforts of John Mulloy and Harold Weber on advanced turbocharger concepts,

Carl McDonald on particulate filters and Randy Stafford on ceramics were greatly appreciated.

Detailed engineering of Doug Anderson and Reg Berry in conducting many of the single

cylinder tests is gratefully acknowledged. They were assisted by very talented technicians.

Special thanks to Lonnie Davis, Henry Stott, Terry Miller, and Brent Richardson for all their

efforts, recommendations, efficiency and assistance on this program. Steve Archuleta, Mike

Galarno, and Richard Varo provided engineering on an advanced piston telemetry system

required to understand the spherical joint piston.

Recent efforts on lightweight engine materials were supported by Paul Becker, Yong Ching

Chen, Cheryl Klepser, Kevin Beutler, Dave Ruch, Steve Majors and Mike Warwick at Cummins.

Castings at CMI demonstrated the potential of aluminum cylinder blocks and heads. Structural

analysis of engine concepts by Dick Belish, Jeff Sullivan, and Mike Gron of Coltec, Inc. were

instrumental in the rapid prototyping of aluminum componentry. Materials from Ralph Maier at

Cast Metal Composites, Inc. demonstrated the feasibility of metal matrix composite bearing

caps. Jim Zwick at Felpro conducted analytic analysis to develop the gasket designs.

Many others within Cummins, as well as government agencies and national labs and

subcontractors have a major impact on this effort. In summary, we thank them for their
contributions.

Finally, the assistance of Bev Adams and Brenda Beard of Cummins for their secretarial support

and the efforts of Susan Adams of Answers for the final manuscript preparation are gratefully

acknowledged.
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6. Appendices

6.1 Appendix I- LE-55 Performance Development

The Cummins In-Cylinder Components program involved the research and development of in-

cylinder components to faci_tate achieving the DOE and Cummins objectives of a low emissions,

55% thermally efficient (LE-55) diesel engine. The LE-55 engine recipe required high peak

cylinder pressures on the order of 19.3 MPa at 1500 rpm with a reciprocator Brake Mean

Effective Pressure (BMEP) of 2.54 MPa and a reciprocator Brake Specific Fuel Consumption

(BSFC) of 175 g/kW-hr for a turbocompounded system BSFC of 152 g/kW-hr. In order to

evaluate the performance of the LE-55 in-cylinder components developed on this program it was

necessary to test the components under LE-55 in-cylinder operating conditions. This appendix

describes the work done to achieve the LE-55 in-cylinder operating conditions in the single

cylinder research engine.

6.1.1 Performance Basis Development

The LE-55 engine recipe, derived through the use of Cummins TRANSENG computer simulation

code, included a two-stage turbocharged, turbocompounded, muki-cylinder diesel engine based

on the Cummins 10 liter (L10) engine platform. The evaluation of the in-cylinder components

developed on this program was to be performed on a single cylinder version of the L 10 (Single

Cylinder Engine or SCE LI0). The SCE L10 was not equipped with a turbocharger nor

turbocompound hardware (reciprocator only). Also, the SCE L10 did not incorporate on-board

auxiliary hardware such as oil, water, and fuel pumps. All of the differences between a multi-

cylinder LE-55 and the SCE L 10 would make a comparison of operating conditions on a brake

specific basis impractical. The challenge was to achieve comparable in-cylinder operating

conditions with the SCE Ll0 as one would expect in a multi-cylinder LE-55 diesel engine.

A point of comparison between the multi-cylinder LE-55 and the SCE L10 was determined after

reviewing the four-stroke, diesel cycle. Assuming that the same mass of charge air and fuel is

provided to each engine, the in-cylinder conditions should be the same between intake valve

closing and exhaust valve opening for each engine. This is the compression-combustion-

expansion portion of the engine cycle. Work derived during compression-combustion-expansion

portion of the cycle is given by the Gross Indicated Mean Effective Pressure (GIMEP) as defined

as follows.

where,

BDC_h r --

P = Cylinder pressure

V = Cylinder volume

D = Engine displacement rate

(4-stroke only) 1.1

Therefore, in order to define operating parameters to set up SCE L10 engine operation the LE-55

performance targets were converted to reciprocator (no turbocharger or turbocompound) gross
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indicatedvalues. TheGrossIndicatedSpecificFuelConsumptionequivalentto theLE-55 target
of 152g/bkW-hrwascalculatedto be 167.9glgikW-hr. Thevalueof 167.9g/gikW-hr wasused
astheSCEL10 performancetargetfor theprogram.

6.1.2 Engine Test Verification

Gross indicated engine performance parameters are based on in-cylinder pressure measurements.

Initial SCE LI0 performance development was performed on a cylinder pressure instrumented

engine equipped with a Cummins PT mechanical (fixed timing) fuel system. Early testing

showed that the PT fuel system could not deliver fuel to the SCE L10 in a manner to achieve the

LE-55 operating conditions. The fuel system was then switched over to a Cummins 1991

CELECT electronic fuel system. The fuel system switch involved a change in camshaft and

injector as well as the addition of electronic controls. The electronic controls provided the ability

to control fueling rate and injection timing in real time. This was a vast improvement over the

time consuming requirement of physically replacing a cam timing key in order to change

injection timing with the PT fuel system.

SCE LI0 testing with the Cummins 1991 CELECT electronic fuel system provided fuel

consumption results within +7.5% of the target of 167.9 g/gikW-hr. At this time in the program

the Cummins 1994 CELECT fuel system became available for preproduction use. The 1994

CELECT fuel system hardware included a "fast cam" and a high lift injector. The "fast cam"

incorporated a steep ramp injector cam lobe for shortened injection duration. The high lift

injector provided additional capacity to inject a large mass of fuel. The combination of the "'fast

cam" and the high lift injector provided the ability to inject large amounts of fuel very quickly.

The 1994 CELECT fuel system hardware was installed in the SCE LI0 and placed on test.

Table I.I shows the SCE L10 operating condition achieved using the 1994 Cummins CELECT

fuel system hardware.

Table 1.1: SCE L10 operating condition achieved using the 1994 Cummins fuel

system hardware

Parameter
I

Engine speed
Fuel rate

GIMEP

Air/Fuel

Peak cylinde r pressure

OperatinF Value

1497 rpm

8.90 kg/hr
2.51 MPa

31.5

22.1 MPa

The operating condition shown above equates to a GISFC of 170.4 g/gikW-hr. This GISFC is

within +1.5% of the target of 167.9 g/gikW-hr. A LogP-LogV graph of cylinder pressure

(English units) measured at the operating point is shown in Figure I. 1.
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Figure 1.1: LogP-LogV plot of cylinder pressure at LE-55 operating point.

The SCE L I0 operating condition shown above was considered suitable for evaluating the in-

cylinder components at LE-55 in-cylinder operating conditions. All SCE LI0 operating

parameters were recorded for future reference in setting up the SCE LIO at the LE-55 operating

point.
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6.2 Appendix H- LE-55 Emissions Prediction

The LE-55 program was an effort to understand what a diesel engine would need to achieve a

goal of 55% thermal efficiency. In Phase 1 of the program, Cummins' engine simulation

computer code, TRANSENG, was used to extrapolate a diesel engine design to achieve the

thermal efficiency goal. The engine modeled was based on the 1989 Cummins L10. In Phase 4 of

the program, an attempt was made to extrapolate the emissions performance of the simulated LE-

55 engine using a predictive emissions module within TRANSENG. The resuks of the emissions

prediction are presented here.

6.2.1 Methodology

The objective of this exercise was to extrapolate LE-55 engine emissions over the EPA FTP

transient cycle for heavy duty diesel engines. However, the TRANSENG computer program

simulates single point, steady state diesel engine operation. In order to utilize the TRANSENG

code for LE-55 engine emissions prediction it was proposed to simulate the EPA FTP with a

multi-mode, steady state simulation.

The AVL 8-Mode Cycle [Ref31][Ref32] was used for the simulation. The cycle, consisting of

eight engine modes (speed and 10ad combinations), was used to predict transient emissions by
applying weighting factors proportional to each mode's contribution to the total emission levels.

The 8-Mode average was weighted using both percent time and power. The percent :time

weighting factors used along with the overall calculation are shown in Table II. 1.

Table II.1: Heavy duty diesel transient test simulation by 8-Mode cycle

Mode Number

1

2

3

4

5

6

7

8

Speed 1

0

11

21

32

100

95

95

89

Load 2

(%)
0

25

63

84

18

40

69

95

;_¢eighting Factor

_% Time)

35.01

6.34

2.91

3.34

8.40

10.45

10.21

7.34

0% = Low Idle Speed

100% = Rated Speed

Speed (rpm) = Low Idle (rpm) + Speed (%) x

: Load percent at each speed

(Rated Speed (rpm) - Low Idle Speed (rpm))

100 %
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3 BSEmission(g / bhp- hr) =

8

_-[(Emission Rate (g / hr)i
i=l

x Weighting Factor, )

$

Z(Power 0,hp),
i=l

x Weighting Factor_)

The approach taken was to calibrate the TRANSENG simulation with measured emission data

from a 1994 L10 engine. The 1994 L10 had the same displacement as the LE-55 concept engine

and was of such advanced diesel engine design as to represent state-of-the art. The 1994 L10 was

tested over both the EPA FTP Cycle and the 8-Mode Cycle. Comparison between the measured

and simulated emissions data (NOx and Particulate) is presented in the next section.

6.2.2 Measured and Simulated Data Comparison

Measured engine emissions data were obtained from a 1994 L10 design vafidation engine.

Comparison between the 8-Mode measured engine data and 8-Mode TRANSENG simulated data

is shown in Table H.1. For bsNOx, the simulation at individual modes shows some significant

errors. The weighted average comparison, however, works out to be fairly good. The

bsParticulate simulation shows a similar trend with the notable exception that the mode 1

bsParticu!ate was predicted to be 0.000. This is counter to the experimental trend.

Table II.2: Comparison of measured and simulated 8-Mode data - 1994 L10 design

validation engine

Mode

1

2

3

4

5

6

7

8

8-Mode Weighted Avg.

bsNO_. (g/bhp-hr)
Measured

16.47

8.56

6.88

5.55

5.88

4.07

4.22

5.60

5.36

Simulated

16.91

16.64

14.91

10.10

10.21

4.46

3.97

5.67

6.53

bsParticulate

Measured

0.174

0.018

0.017

0.014

0.064

0.039

0.022

0.014
| II

0.0287

(g/bhp-hr)

Simulated
111

o.000
0.001

0.004

0.008

0.012

0.026

0.033

0.028
Ill

0.0241

A problem in the 8-Mode TRANSENG simulation is capturing the particulate contributions at

low engine load and speed. For example, Mode 1 is essentially zero engine load at low idle speed.

Under these conditions there is an increase in particulate that the TRANSENG predictive

emissions module did not capture. The most significant reason for 0.000 predicted particulate is

that at lower engine loads the premixed bum fraction (heat release rate) increases. At Mode 1,

the heat release rate is almost 100% premixed burn. The TRANSENG predictive emissions

module assumes that the premixed bum's contribution to particulate is zero. Therefore, the more

premixed burn, the lower the particulate predicted. Other factors such as increased oil
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consumption tend to increasethe measuredparticulate at low engine loads causing the
TRANSENGpredictiveemissionsmoduleresultsto divergefrom themeasureddata.

Sincethe TRANSENGpredictiveemissionsmoduleis essentiallya fit to measureddata,it was
suggestedthat it wouldbepossibleto fit this particulardatasetin orderto improvethepredicted
emissions.The improvementcouldbemadeby adjustingcoefficientswithin themodulein order
to match the measureddata. However, the new coefficientswould not be portable to other
enginesor enginemodels. Thefit wouldhaveto be rematchedto eachdatasetandwouldnotbe
usefulfor predictingemissionsfor conceptenginessuchastheLE-55. A tailoreddatafit wasnot
usedin this exercise. A summarycomparisonamongthe simulated8-Mode weightedaverage,
measuredEPA FTPandmeasured8-Modedatais showninTable11.3.

Table 11.3: Summary comparison of simulated 8'Mode weighted average, measured

EPA FTP and measured 8-Mode data

Simulation

bsNOx EPA FTP 8-Mode bsParticulat EPA FFP 8-Mode

(g/bhp-hr) (A%) (A%) e (A%) (A%)

, , (_/bhp-hr) ,

6.53 +31 +22 0.024 -64 - 16

6.2.3 LE-55 Emissions Prediction

As the final step in this exercise the calibrated TRANSENG computer simulation was run at the

LE-55 conditions (rated - 354 kW and 1500 rpm) to predict emission levels for the concept

engine. The simulation results were compared to the Mode 8 data from the previous runs since

Mode 8 is closest to the rated power of the 1994 LI0. The LE-55 TRANSENG computer

simulation incorporated the heat release rate correlation from the 1994 L10 TRANSENG
simulation.

The TRANSENG simulation predicted 2.62 g/bhp-hr bsNOx and 0.0179 g/bhp-hr bsParticulate

for the LE-55 concept engine. These emissions values compare to 6.62 g/bhp-hr bsNOx and

0.0132 g/bhp-hr bsParticulate for the 1994 L10 engine at Mode 8. These results suggest a large

improvement in NO_ with only a small increase in particulate.

Several possible reasons for the improvement in bsNOx were identified. The higher power of the

LE-55 concept engine immediately leads to a decrease in the brake specific value as long as the

overall production does not increase as rapidly. A lower intake manifold temperature was

achieved due to a high aftercooler effectiveness (considered to be ideal). A higher turbocharger

efficiency was assumed (75% versus 55%) which contributes to a higher intake manifold

pressure and an increase in trapped in-cylinder mass. The increased trapped mass causes the

peak cylinder temperature to be lower which decreases NOx production. The overall effect of

these changes is to decrease the bsNOx emission value. These results are specific to the LE-55

operating point and would be difficult to reproduce over a wide operating range. However, the
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LE-55 concept engine was meant to demonstratethe capability to meet certain emissions
objectiveseven if a single operating condition. In reality, single mode operation is not
uncommonin certainapplications(i.e., stationarypowergeneration).

The higherparticulatevalue is likely dueto the samefactors. A highertrappedmassleadsto a
lower end-of-combustion(EOC) flame temperature. The TRANSENG emission prediction
modulecorrelatesmoreparticulatewith lower EOCflame temperatures.The rationalebehind
this is that higher temperaturestend to burn up the remaining particulate with the last
temperaturea particulatemasswould seebeing the EOC flame temperature. Therefore,the
classicNOx/Particulatetradeoffis reflectedin theseresults.

6.2.4 Conclusions - LE-55 Emissions Prediction

• The results from the TRANSENG emission prediction module were within 29% of bsNOx

and 76% of bsParticulate as compared with measured EPA FTP data.

• The TRANSENG emission prediction module after being calibrated with measured data is

estimated to have an accuracy of approximately + 20%.

• The predicted emission for the LE-55 concept engine showed that the engine had

significantly lower bsNOx and higher bsParticulate than the 1994 LI0 engine at rated speed

and load. These predicted values were attributed to higher efficiency turbomachinery and a

high effectiveness aftercooler leading to a higher trapped in-cylinder mass and lower end-of-

combustion flame temperatures.
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6.3 Appendix II1 - CD°50 Performance Analysis

The initial proposal for the follow-on phase to Phase 4 of the program was structured around a

Clean Diesel - 50% thermally efficient (CD-50) engine concept. The CD-50 proposal was to

incorporate defined emissions limits ('/2 of year 1998 standards) constrained within 50% thermal

efficiency.

A computer analysis was conducted to revisit the LE-55 concept simulation conducted in Phase 1

of the program [Ref 33] under the revised emissions and thermal efficiency objectives. An M I 1

turbocompound engine was chosen as the engine platform for this analysis. The simulation was

performed using Cummins engine simulation computer program - TRANSENG. In an attempt to

achieve the performance defined by the CD-50 proposal, several subsystem improvements were

implemented into the baseline engine configuration files developed with TRANSENG. These

improvements included:

• Insulated intake and exhaust ports

• Reduced FMEP

• Shortened heat release duration

• Improved turbomachineryefficiencies

After addition of these improvements, the program OPTDES was applied to optimize the files for

minimum BSFC (maximum thermal efficiency) under a set of established constraints. In this

appendix, the magnitude of each improvement along with assumptions made during

implementation are quantified. Variable geometry turbomachinery and two-stage turbocharging

were also considered as additions to the optimized engine and their effects are discussed in detail.

6.3.1 Baseline Engine Optimization

6.3.1.1 TRANSENG Calibration

Measured performance data were obtained for the M ll turbocompound engine. Baseline

TRANSENG input files were generated to match this data over a range of engine speeds (1200,

1400, 1600, and 1800 rpm) at full load. Results of the data match displayed little deviatation

from accepted tolerances.

After establishing credible baseline files, the horsepower rating was set at each speed according

to the torque curve for the M I I. The goal of this study was to maximize thermal efficiency with

primary concentration aimed at speed-load combinations along the torque curve(full load) shown
in Table 11I. 1.
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Table III.l: M I 1torquecurvespeedsandloads

EngineSpeed
t__ \

,, trFmj .....
1200

1400

1600

1800

2100

Brake Torque

(N-m)
1966 (247 kW)

1898 (277 kW)

1830 (306 kW)

1780 (336 kW)

1424 (313 kW)

i

Z

Investigation of these speedqoad combinations allowed comparison of engine performance

parameters at peak torque, peak power, and cruise speeds.

6.3.1.2 Baseline Optimization

The optimization program package, OPTDES, was utilized with TRANSENG to optimize the

baseline files at each torque curve speed-load combination. The objective of the optimization

was to maximize thermal efficiency (minimize BSFC) under constraints established at the

beginning of this exercise. These constraints included,

Peak cylinder pressure: Limits of 15,5, 19.3, 20.7, and 23.4 MPa

Minimum steady-state air-fuel ratio at standard conditions (152 m):

RPM A/F

1200 19

1400 20

1600 23

18oo+ 25

Turbo turbine inlet temperature: 677°C or lower at standard conditions

Rotor Speed: 115 krpm or lower

Ambient Conditions:

Pressure: 100 kPa

Temperature: 25°C

Inlet restriction: 2.5 kPa at 336 kW operating point

Stack restriction: 6.8 kPa at 336 kW operating point

Charge Air Cooler restriction: 10.2 kPa at 336 kW operating point

The OPTDES package contains a matrix program which uses an input file of analysis variables to

execute a matrix of runs by TRANSENG. The analysis variables chosen for this study were start
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of injection,turbo turbine casingsize,andpowerturbinecasingsize. Multiple combinationsof

the analysis variables created the matrix. Table III.2 summarizes the optimization results for a

peak cylinder pressure (PCP) limit of 19.3 MPa. This constraint provided the optimum BSFC at

all speed-load combinations because the limit was never achieved. Higher PCP limits produced

the same optimal solution. It should be noted that since the engine was re-optimized at each

speed, the turbine casing sizes (mass flow factors) vary along the torque curve. This allowed

comparison of an ideal casing size to the current hardware.

Table III.2: Optimization results for baseline TRANSENG input files at each speed-load

combination along the torque curve (PCP < 19.3 MPa)

En_zine Speed (_m) ,. 1802 1602 1402 1202

Brake Power (kW) 336 306 277 247

Brake Torque (N-m) 1779 1826 1890 1961

Start of Combustion (°bTDC) 12.0 10.0 8.0 3.7

Turbo Turbine Mass Flow Factor 1.097 1.017 1.000 .9007

Power Turbine Mass Flow Factor 1.013 .9897 1.000 1.088

PCP (MPa) ! 8.9 19.1 18.1 19.0

A/F 25.0 24.7 24.8 25.5

Turbo Inlet Temp (°C) 595 568 571 552

Rotor Speed (rpm) 95209 92250 90496 90620

BSFC (g/bkW hr) 188 185 185 184

Thermal Efficiency (%) . 44.3 45.0 45.1 45.2

The only constraint which appeared limiting during optimization was air-fuel ratio at 1800 rpm.

However, the air-fuel ratio at all speed-load combinations was within 2% of 25.0. This led to the

conclusion that air-fuel ratio is not limited significantly at 1800 rpm, but that tradeoffs in heat

transfer, power turbine work, and air handling losses in the engine created an optimal air-fuel

ratio value at all engine speeds.

Another observation was that flow factors at cruise speeds (1400 and 1600 rpm) were nearly one,

which means the current baseline engine can achieve near minimum BSFC at full load without
hardware modification.

6.3.2 Application of Subsystem Improvements

Several subsystem improvements were applied to the baseline engine configuration in an attempt

to increase thermal efficiency. These improvements were port insulation, shortened heat release

duration, reduced FMEP, and improved turbomachinery efficiencies. The following sections

describe the procedures for implementation of these improvements into the baseline
TRANSENG files.
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6.3.2.1 Port Insulation

The elements of port heat transfer were modeled with the resistance network shown in Figure

HI.1. For simplicity, the port was modeled as a hollow cylinder and Figure III.1 displays the

cross-section. It Should be noted that the wall material was gray cast iron.

Coolant Flow _" Coolant-Side Resistance

_" Wall Resistance

_ Gas-Side Resistance18 mm ._
..................... ......................................

Figure III.l: Cross-section of port with corresponding heat transfer elements,

Several heat transfer and geometrical variables were needed to compute each resistance.

• Gas-side resistance -_ surface area, convection coefficient, and temperature

• Coolant-side resistance -_ surface area, convection coefficient, and temperature

• Wall resistance -_ thermal conductivity, inner diameter, outer diameter, and

characteristic length

All geometrical variables were obtained from production 1994 M11 intake and exhaust .....port

drawings. Intake and exhaust port wall resistances were then calculated with the following

equation:

Rw_ , = ln(r 2 / r,)/(2 x _ x L x k) III.1

r2 - outer port radius

r_ - inner port radius

L - characteristic length (cylinder assumption)

k - wall thermal conductivity

Gas-side resistance was calculated by TRANSENG upon input of the gas-side wall temperature.

Coolant-side resistance was calculated by TRANSENG upon input of the coolant type,

temperature, and convection coefficient. The convection coefficient was calculated from the

following three equations:
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Re = [0 × V × D]/_t III.2

where,

ReD - Reynold's number

0 - coolant density

V - coolant velocity
D - characteristic diameter

_t - coolant dynamic viscosity

where,

where,

Nu = 0.023 x Re_Sx Pr °3

Nu - Nusselt number

Pr - Prandtl number

h = [Nu x k]/D

h - convection coefficient

k - thermal conductivity of coolant

111.3

111.4

The major change in the resistance network displayed in Figure III.1 after insulation was wall
resistance. The modeled wall resistance used was based on a combination of three materials in

series rather than just gray cast iron. Figure 1II.2 illustrates the insulated wall model. The model

was based on port insulation development work done on the LE-55 program. This development

work, however, involved a unique cylinder head cooling scheme (oil based) which differed from

conventional water jacket designs. The oil cooled design is capable of cooling the cylinder head

due to lower head heat transfer rates as a result of the insulation. Engine performance, however,

differs only slightly between each design, so the water jacket model was implemented in

TRANSENG for simplicity.

Grey Cast Iron

Aluminum Titanate

Figure 111.2: Port wall with insulation.

Porous AI. Titanate

The aluminum titanate insert was cast into the cylinder head. Porous aluminum titanate was used

as a compliant layer creating a gap between the insert and cast iron and creating a large resistance

to heat transfer due its low thermal conductivity. The only numerical changes required in
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TRANSENGto implement this model were wall resistance and coolant-side surface area because

the port inside dimensions were unchanged.

6.3.2.2 Shortened Heat Release Duration

Enhancing combustion chamber mixing with swirl or increasing injection pressure are effective

means for shortening the heat release duration and improving fuel economy. For this study, a

20% decrease in heat release duration was assumed reasonable based on previous development

work in this area.

In TRANSENG, the heat release model at each engine speed was created with files generated

using test cell measurements that related heat release rate to crank angle. To simulate a shorter

duration, these files were compressed so that the total crank rotation of heat release decreased by

20%.

6.3.2.3 Reduced FMEP

FMEP was calculated in TRANSENG with the following equation:

FMEP = A + B x (MeanPistonSpeed) + C x (PeakCylinder Pressure) 111.5

where,

A, B, & C are constants

A 21 kPa reduction in FMEP was deemed reasonable at 1500 rpm for this exercise. FMEP

variance with rpm is approximately linear. Therefore, the decrease in FMEP at all other engine

speeds was determined by extrapolation.

After decreasing the baseline FMEP at each engine speed according to above assumption,

equation III.5 can be re-solved for a new value of the constant B. This value for B should be the

same at all engine speeds because of the linear relationship between FMEP decrease and changes

in mean piston speed (or engine speed, as mentioned above).

6.3.2.4 Improved Turbomachinery Efficieneies

Turbomachinery efficiencies of 90% for the compressor, 85% for the turbocharger turbine, and

87% for the power turbine were assumed to be achievable upon further research and

development. Application of these improvements in TRANSENG required scaling the maximum

efficiency in each performance map to the improved efficiency value.

6.3.3 Optimization at "Design Point"

The greatest amount of fuel is burned near 1600 rpm. This is the engine speed at which the

vehicle is geared to handle common road speeds (97 kph). Because turbocompound engine fuel

consumption improvements are most evident at full load, the "design point" was chosen to be

1600 rpm (307 kW).
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All improvementsdiscussedin the previous section were implementedat the designpoint.
OPTDESwas then applied to optimize thermal efficiency under the same constraintsand
analysisvariablesasthe baseline.Table111.3displaysthecomparisonbetweenthebaselineand
improvedengineconfigurations.

Table 111.3:Comparisonof engineperformanceparameters(baselineversusimproved)
atthe"DesignPoint"

Parameter
TurboTurbineMassFlow Factor
PowerTurbineMassFlow Factor
Startof Combustion(°bTDC)
PCP(MPa)
A/F

RotorSpeed(rpm),,
TurbineInletTemperature(°C)
BSFC(g/bkW-hr)
ThermalEfficiency ( % )

Baseline
1.017

0.9897
10.0
19.1
24.7

92250
568
185

45.0

Improved
1.099

0.9020
5.8
18.9
27.8

94493
513
174
47.9

The minimum BSFC was 174 g/bkW-hr, which was worse than the desiredobjective. The
improvedengineconfigurationwassimilar to thebaselinein that themaximumPCPwasreached
beforethe 19.3MPa limit. Table 111.4presentsthe BSFCand thermalefficiency valuesduring
sequentialaddition of each improvement. This allowed comparisonof each improvement
magnituderelativeto fuel economy.

Table III.4- Magnitudeof eachimprovementrelativeto fuel economy

Improvement BSFC ThermalEfficiency ABSFC

(g/bkW-hr) ( % )
i i I[ I I I I I

Baseline 185.0 45.0

Port Insulation i 84.7 45. I 0.3

Lower FMEP 182.9 45.5 2.1

Shorter Heat Release Duration 180.9 -" 46.0 4.1

Higher Turbomachinery Efficiencies 173.8 47.9 11.2

As expected, improvement in turbomachinery efficiencies had the strongest impact on fuel economy(=

63%). The improved efficiencies decreased air handling losses (lower PMEP), and directly improved

open cycle efficiency and, thus, thermal efficiency. This was evident from the relation:
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_,._ = Ho_ x _lo_d x rlm_h_¢_ III.6

It should be noted that the engine was more sensitive to increases in turbo efficiencies rather than power

turbine efficiencies because the power turbine was providing less work (lower AT). Also relevant to the

turbomachinery improvement addition was the observed change in mass flow factors (casing sizes). The

optimal turbo turbine flow factor increased with higher turbomachinery efficiencies. This occurred

because a swallowing capacity increase was needed to compensate for a larger efficiency.

Due to a smaller pressure ratio across the turbo turbine, the power turbine pressure ratio was allowed to

increase without increasing exhaust manifold pressure (PMEP). The result was a decrease in the optimal

mass flow factor for the power turbine.

Another important observation from Table BI was that port insulation had little effect (_ 3%) on engine

performance. This occurred because heat rates flowing into the intake air and out of the exhaust gas

were a small fraction of the input fuel energy rate. Dramatic changes in these heat rates had little effect

on fuel economy. Also, gas-side resistance accounted for over half of the total resistance. Thus,

changing only wall resistance had limited impact.

Lower FMEP and a shorter heat release duration provided approximately 34% of the total improvement.

The decrease in FMEP improves mechanical efficiency which directly improves thermal efficiency

according to equation III.6. The magnitude of improvement due to changes in heat release duration is

dependent on engine speed. Improvement will be more pronounced at higher speeds.

6.3.4 Fixed Versus "Ideal" Variable Geometry Turbomachinery

To investigate the effects of"ideaI" variable geometry (VG) turbomachinery, OPTDES was used

to optimize each torque curve operating point for the improved engine without constraining the

mass flow factors. This was compared to a fixed geometry (FG) engine in which all mass flow

factors were equal to the values obtained for the "Design Point" as shown in Table 1II.3. Table

III.5 presents the comparison in terms of BSFC.

Table 111.5: Comparison of"Ideal" VG and FG turbomachinery

Operating Point

i

1800 rpm (336 bkW-)

1600 rpm (306 bkW)

i400 rpm (277 bkW)

1200 rpm_247 bkW)

BSFC - "Ideal V-G"

(ggokW-hr) ,,

176

BSFC - FG

.... (_/bkW-hr)

176

174

ABSFC

I

0

174 174 0

174 174 0

175 1

It was evident from the results generated in Table III.5 that ideal VG turbomachinery would

provide a slight benefit over FG in fuel economy at one operating point. The improvement
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occurredat 1200 rpm because the optimal turbo turbine flow factor (VG) was significantly

smaller than the design point flow factor (FG) because of a lower engine airflow. The opposite

was true for the power turbine. The optimal power turbine flow factor (VG) was significantly

larger in order to compensate for the higher pressure ratio across the turbo turbine in comparison

to the design point.

The "ideal" estimate, however, is an upper bound of improvement. Application of VG in a "real"

engine could not achieve this improvement due to inefficiencies during turndown. It has been

shown that VG may even hinder performance in comparison to fixed geometry situations.

6.3.5 Two Stage Turbocharging

Two-stage turbocharging was another alternative investigated in an attempt to increase thermal

efficiency. Figure 111.3 is a diagram of the two-stage compression model. This was the basis for

thermodynamic calculations.

1 _ 2 t 1 393oC:'_4Ap= 10 kPa
INTERCOOLER ._

Ambient ] T3 - Inlet to CAC
Conditions T4 < 204°C

Figure III.3: Diagram of two-stage compression model.

The temperature constraint at the outlet in Figure 1II.3 was needed to assure the yield strength of

the charge air cooler aluminum was not compromised. The pressure drop across the intercooler

and the inlet temperature into the second compressor were assumed. Inlet pressure ratios (P2/PI)

were used as the independent variable from which the outlet pressure ratio (P4/P3) could be

determined. (P4 was held constant so boost pressure did not change.) The important result from

this manipulation was the total power required for compression of the charge air. The power for

each compressor was calculated with the following equation:

where,

rh - air mass flow

co - specific heat

Tinier - inlet temperature to compressor of interest

r I - compressor efficiency

PR - pressure ratio

k - ratio of specific heat to specific volume

III.7

The goal of two-stage turbocharging was to decrease the power required to compress the charge

air, which ultimately improves fuel economy. Results were generated over a large range of

255



pressureratios. The compressor efficiency was assumed to be the same for each compressor and

equivalent to the value observed in the TRANSENG output file at the design point.

It was found that required power actually increased at all pressure ratios. The pressure drop

across the intercooler was significant due to the low overall pressure ratio across the entire

system. Two-stage turbocharging with intercooling is most effective when large pressure ratios

are a necessity (high horsepower engines). Thus, an increase was not a surprise.

The next step was to remove the intercooler and apply the ideal pressure ratio across each

compressor. The ideal intermediate pressure between each compressor was found according to

the equation:

]1/2
Pldeallmermediate -----[Ptn_(c_ × Poull_(c2) 1

111.8

The efficiency for each compressor was then corrected according to the map at the new pressure

ratio. The resulting improvement was 0.25 bkW, which would provide a near negligible benefit in

fuel economy(,,, 0.1% BSFC). Once again, as with VG, the initial hardware cost outweighed

expected benefits.

6.3.6 Conclusions - CD-50 Performance Analysis

Several important conclusions drawn from the CD-50 analysis follow.

• Addition of all subsystem improvements at the "Design Point" (1600 rpm and 306 kW')

increased thermal efficiency from 45.0% to 47.9% (BSFC changed from 185 g/bkW-hr to 174

g/bkW-hr). Therefore, the goal of the study was not achieved under the given constraints.

• The magnitude of each improvement as a percent of the total was as follows:

1. Port insulation - 2.7%

2. LowerFMEP- 16.2%

3. Shorter heat release - 17.3%

4. Improved turbomachinery efficiencies - 63.2%

• Higher turbomachinery efficiencies had the most pronounced effect due to dramatic

improvements in engine air handling losses. Future endeavors to lower fuel economy should

emphasize this area of improvement.

• Reducing the heat rates into the intake air and out of the exhaust gas with port insulation had

little effect on fuel economy because the rates were a small fraction of the total fuel input

energy rate.

"Ideal" VG turbomachinery provides a small benefit in fuel economy. However, inefficiencies

in the "real" application may actually hinder engine performance.

Two-stage turbocharging worsens fuel economy because pressure drops across the intercooler

are significant in comparison to the overall pressure ratio.
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6.4 Appendix IV- Piston Surface Porosity Volume Calculation

Mercury porosimetry is a standard technique for characterization of porous materials. The

technique relies on the fact that pressure required to force a non-wetting liquid into a pore
• ÷

depends on the pore size." Mercury is used in porosimetry since it does not wet most solids.

Four metal coated pistons (rough bond coated, low porosity coated, medium porosity coated and

high porosity coated) were submitted for porosimetry analysis. Of the porosimetry data reported,

the Total Intrusion Volume or total pore volume was of the greatest interest in this investigation.

Because the thickness of each coating was not the same, a means for comparing the total pore

volume among the different coatings was required. A decision was made to express the total pore

volume as a percent of the total coating volume. However, a method for determining the coating

volume was required.

Figure IV. 1 is a representation of a piston crown sample used in the porosimetry analysis. The

sample is shown as a steel (non-porous) substrate sprayed with a NiCr coating. An expression for

total pore volume is shown below.

V_ x 100%
vp: (vc

IV.1

Vp -- Pore volume (%)

VI ----Intrusion volume

Vc - Coating volume

The intrusion volume is available fi'om the porosimetry analysis. The coating volume can be

calculated t_om additional measurements made during the porosimetry analysis. Derivation of the

expression for the coating volume follows.

S P¢,o_._ = Pc

t

where,

tT = Sample thickness

tc = Coating thickness

ts = Steel substrate thickness

pc = Density of coating

Ps = Density of 4140 steel substrate

Figure IV.l: Porosimetry sample.
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The volume of the coating as definedby the coating thicknessmultiplied by the coating's
projectedplanarareais the sumof thevolumeof theNiCr andthe porevolume. The volumeof
the steelsubstrate(Vs) is definedasthe substratethicknessmultipliedby the sameplanararea.
Thesedefinitionsareshownin equationsIV.2 andIV.3.

(Vc + Vt) = tc x Ae IV.2

Vs =ts xAp IV.3

Substitution of equation IV.3 into equation IV.2 yields equation IV.4.

(vc+v,)
ts Vs

IV.4

The mass of the porosimetry sample (Ms) can be expressed as in equation IV.5.

M s = PsVs + PcVc IV.5

Equations IV.4 and IV.5 represent a system of two equations with two unknowns (Vs and Vc).

By solving Equation IV.5 for Vs and substituting Vs into Equation IV.4 an expression for the

coating volume is obtained as shown in Equation IV.6.

tc Ms - 9sVl

Vc = ts IV.6
tc

Ps + ts Pc

The sample mass (Ms), sample thickness (tc), and intrusion volume (V 0 were obtained from the

porosimetry analysis. The coating thickness (tc) was obtained from the spray coating vendor.

The steel substrate thickness (ts) can be calculated knowing the sample thickness and the coating

thickness. The density of the NiCr coating and the 4140 steel substrate were taken as 8.3 g/cm 3

and 7,8 g/cm 3, respectively. The data used to calculate the pore volume as a percentage of the

NiCr coating volume in Table 3.12.7 (see Section 3.12.1.2 Experimental Measurements on the

Effects of Piston Surface Roughness and Porosity - Experimental Method) are shown in
Table IV. 1.
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Table IV.l: Data used to calculate total pore volume

Piston

Coatin_
Low

Porosity
Medium

Porosity

High

Porosity

Sample Mass

35.0

Sample Thickness

(mm)
2.06

Coating Thickness

(mm)
0.60

intrusion Volume

(ram3)
410

33.5 2.11 0.70 771

19.7 2.13 0.60 390

:"PMI Automated Porosimeter - Enhanced Version Instruction Manual," Porous Materials, Inc.
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